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Figure 3-3 - Aerial Photograph

Source: Nearmap, 2021
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Figure 3-5 - Parks and Open Space Plan
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Figure 3-9 - Master Landscape Plan
3.  Project Description
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Figure 3-10 - Staging Area Park
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Figure 3-12 - Primary Entry Plan
3.  Project Description
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Figure 3-13 - Wall and Fencing Program
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Figure 3-14 - Circulation Plan
3.  Project Description
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Figure 3-15 -  Street Sections - Carbon Canyon and Lambert Roads and Valencia Avenue
3.  Project Description
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Figure 3-16 -  Streetscape - Lambert Road and Carbon Canyon Road
3.  Project Description
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Figure 3-17 -  Streetscape - Valencia Avenue and Rose Drive
3.  Project Description
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Figure 3-18 - Street Sections - Rose Drive, Blake Road, and Enhanced Interior Local Collectors
3.  Project Description
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Figure 3-19 - Street Sections - Enhanced Interior Local Streets, Entry Drives, and Alley
3.  Project Description
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Figure 3-20 - Conceptual Water System
3.  Project Description
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Figure 3-21 - Conceptual Sewer System
3.  Project Description
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TECHNICAL MEMORANDUM 

To: Elizabeth Kim 

From: Kim Alexander 

Date: May 11, 2022 

Subject: Brea 265 Water System Analysis 

Proposed Project 

The Brea 265 Specific Plan (Project) consists of the redevelopment of the project area by Aera 

Energy from active oil operations into a proposed master-planned residential community. The 

Project will provide for a mix of housing, parks and recreational uses, and open space that are 

compatible with the existing neighborhoods in the area. The Brea 265 Specific Plan provides a 

maximum of 1,100 dwelling units within two residential land use categories, designated as Low 

Density Residential (LDR) and Medium Density Residential (MDR). The Land Use Summary is 

shown in Table 1 based on the October 14, 2021 Draft Specific Plan. 

Table 1 

Land Use Summary 

Land Use AC DU's 

Residential 

Low Density Residential (LDR)* 134.6 450 

Medium Density Residential (MDR) 62.9 650 

Non-Residential 

Parks/Recreation (PR) 15.1 N/A 

Open Space (OS) 47.0 N/A 

Right-of-Way (ROW) 2.0 N/A 

Total 262.1 1,100 

*Includes 1-acre public safety/civic uses

City Water Demand 

City water demands were developed and projected in the City’s 2020 Urban Water Management 

Plan (UWMP) based on projections prepared by CDM Smith as part of the 2021 OC Water 

Demand Forecast for Municipal Water District of Orange County (MWDOC) and Orange 

County Water District (OCWD). The demand projections were made for the Orange County 

region as a whole and also provided retail agency specific demands based on collaboration with 

MWDOC and OCWD member agencies.  
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The CDM Smith forecast methodology began with a retail water agency survey that asked for 

FY 2017-18, FY 2018-19, and FY 2019-20 water use by major sector, including number of 

accounts. Given that FY 2017-18 was a slightly above-normal demand year (warmer/drier than 

average) and FY 2018-19 was a slightly below-normal demand year (cooler/wetter than 

average), water use from these two years were averaged to represent an average-year base water 

demand.  

For the residential sectors (single-family and multifamily) the base year water demand was 

divided by households in order to get a total per unit water use (gallons per home per day). In 

order to split household water use into indoor and outdoor uses, three sources of information 

were used: (1) the Residential End Uses of Water (Water Research Foundation, 2016); (2) 

California’s plumbing codes and landscape ordinances; and (3) California Department of Water 

Resources (DWR) Model Water Efficient Landscape Ordinance (MWELO) calculator.   

Three different periods of residential end uses of water were analyzed as follows:  

• Pre-2010 efficiency levels – Has an average indoor water use that is considered to be

moderately efficient, also does not include the most recent requirements for MWELO.

• High-efficiency levels – Includes the most recent plumbing codes that are considered to

be highly efficient, and also includes the most recent requirements for MWELO.

• Current average efficiency levels – Represents the weighted average between pre-2010

efficiency and high efficiency levels, based on average age of homes for each retail water

agency.

For outdoor residential water use, the indoor per capita total was multiplied by each member 

agency-specific persons per household in order to get an indoor residential household water use 

(gallons per day per home), and then was subtracted from the base year total household water use 

for single-family and multifamily for each agency based on actual water use as reported by the 

agency surveys.   

For existing residential homes, the current average indoor and outdoor water use for each 

member agency were used for the year 2020. It was assumed that indoor water uses would reach 

the high efficiency level by 2040. Based on current age of homes, replacement/remodeling rates, 

and water utility rebate programs it is believed this assumption is very achievable. It was also 

assumed that current outdoor water use would be reduced by 5% by 2050.  

For new homes, the indoor high efficiency level was assumed for the years 2025 through 2050. 

Outdoor uses for new homes were assumed to be 25% and 30% lower than current household 

water use for single-family and multifamily homes, respectively. The resulting residential water 

demand projections utilized in the City’s 2020 UWMP are shown in Table 2. 
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Table 2 

Unit Water Use Factors from Brea 2020 UWMP 

2025 2030 2035 2040 2045 

Residential Dwelling Units 17,053 17,068 17,068 17,265 17,476 

Single-Family 9,579 9,594 9,594 9,622 9,628 

Multi-Family 7,474 7,474 7,474 7,643 7,848 

Residential Demand (AFY) 4,797 4,724 4,646 4,603 4,622 

Single-Family 3,692 3,640 3,583 3,535 3,522 

Multi-Family 1,105 1,084 1,063 1,068 1,100 

Residential Unit Demand (gpd/du) 

Single-Family 344 339 333 328 327 

Multi-Family 132 129 127 125 125 

Population 45,883 46,615 47,697 48,155 48,236 

Per-capita Residential Use 93.3 90.5 87.0 85.3 85.5 

Source: City of Brea 2020 UWMP and Center for Demographic Research at California State University, 

Fullerton, 2020 

Existing and projected population, single-family and multifamily households for each retail 

water agency were provided by the Center for Demographic Research at California State 

University Fullerton (CDR) under contract by MWDOC and OCWD.  CDR provides historical 

and future demographics by census tracts for all of Orange County. Census tract data is then 

clipped to retail water agency service boundaries in order to produce historical and projected 

demographic data by agency.  

The projected number of residential dwelling units and the calculated per dwelling unit demand 

for single-family and multi-family homes is shown in Table 2. The best representation for water 

use in water efficient homes is given by years 2040 and 2045. It was assumed in the demand 

projections that existing home indoor use would reach high efficiency levels by 2040 and new 

homes would start off as efficient. This results in water efficient residential use factors of 327 

gpd/du for single-family homes and 125 gpd/du for multi-family homes shown for 2040 in Table 

2. These factors are slightly higher than what a new home factor would be because outdoor use

for existing homes was only reduced by 5% by 2050 when compared to existing outdoor use

while for new homes it was reduced by 25% for single-family and 30% for multi-family homes

when compared to existing outdoor use.

The City identified water demands from anticipated new development in the 2020 UWMP and 

the 2021 Water Master Plan (WMP), including Brea 265. The estimated water demand for Brea 

265 of 545.9 AFY is documented in Table 3-4 of the UWMP and Table 4-14 of the WMP. This 

demand quantity was calculated in the WMP using a single water demand factor, for single-

family residential use, applied to the entire project acreage. The various demand factors in the 

WMP were generated on a per-acre basis using billed water use data for 2019 divided by the 

corresponding land use acreage from GIS. The year 2019 was chosen as a representative year 

most closely matching the five-year average water use from 2015 through 2019. A per-acre 

factor was developed for residential uses, rather than a per dwelling unit factor, because the 

D-3



Elizabeth Kim 

May 11, 2022 

2PLA060400 

4 

City’s GIS data did not include the number of dwelling units. The resulting demand factors for 

single-family and multi-family uses in the WMP combine many different densities and ages of 

housing products. This is an appropriate approach to estimating system-wide future water 

demands for the WMP as a high-level planning document. A separate and more detailed demand 

projection for the Proposed Project is presented below based on Specific Plan land use data, 

metered water use for similar housing products, and estimated irrigation water use. 

Proposed Project Demand Factors 

Domestic Demand 

The Project area will contain all new construction with mandated water conservation measures in 

place. The City provided 2018 water use data for newer developments within their service area 

that have residential densities similar to the Proposed Project. The year 2018 was selected 

because it had the highest metered water use since 2015 and would provide conservative results 

for modeling purposes. The developments provided were Olinda Ranch, Blackstone, and La 

Floresta. The average calculated densities and average water demand per dwelling unit (du) for 

these developments are summarized in Table 3. 

Table 3 

2018 Average Water Use by Residential Development 

Development Land Use AC DU's 

Average Density 

(du/ac) 

Average Use 

(gpd/du) 

Olinda Ranch Very Low Density 41 63 1.5 762 

PA 6 Blackstone SFD 33 93 2.8 407 

PA 5 Blackstone SFD 25 100 4.0 352 

PA 8 La Floresta Zero Lot Line SFD 16 77 6.0 218 

PA 3 Blackstone SFD Cluster 49 261 6.5 145 

PA 3 La Floresta SFD Cluster 12 89 8.5 144 

PA 7 La Floresta Townhomes 15.0 122 

The residential land use data for the Project was split into the area west of Valencia Avenue and 

the area east of Valencia Avenue to account for the lower density product to the east. The 

Project’s residential land use types and densities were compared with the water use data in Table 

3 to estimate Project water demand factors on a per dwelling unit basis. The proposed demand 

factors also take into account estimated sewer flow generation factors that were calculated using 

September 2019 sewer flow monitoring data collected as part of this Project and documented in 

the Draft Brea 265 Sewer System Analysis dated February 2, 2022. Sewer flow represents indoor 

water use with the remainder of the water demand attributed to outdoor (irrigation) use. The 

recommended residential water demand factors for the Proposed Project are shown in Table 4 

along with the resulting average water demand. The residential water use factors for the Project 

are conservatively higher than those used in the City’s 2020 UWMP for new residential 

development.  
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Table 4 

Proposed Project Water Demand Factors for Residential Use 

Proposed Land Use Acres du/ac DU's 

Factor 

(gpd/du) 

Average 

Demand 

(gpd) 

WEST LOW DENSITY RESIDENTIAL 

Low Density Residential (LDR) 25.2 4.2 105 380 39,900 

Public Safety/Civic(1) 330 

Medium Density Residential (MDR) 49.0 10.3 507 160 81,120 

Subtotal 74.2 8.2 612 198 121,350 

EAST HILLSIDE RESIDENTIAL 

Low Density Residential (LDR) 109.4 3.1 345 420 144,900 

Medium Density Residential (MDR) 13.9 10.0 143 160 22,880 

Subtotal 123.3 4.0 488 344 167,780 

Total Domestic 197.5 5.6 1,100 289,130 

(1) Included in LDR land use in Specific Plan (PA 11). Average flow assumes 6 personnel and 55

gpcd.

The Specific Plan breaks down residential use into Low Density Residential (LDR) and Medium 

Density Residential (MDR) as opposed to the Single-Family and Multi-Family Residential 

categories used in the 2020 UWMP. The LDR category provides for detached and attached 

single-family homes. The MDR products provides for detached and attached single-family 

homes, townhomes, condominiums, and duplexes. Both residential categories are classified 

based on residential density shown in Table 4. The LDR demand factor for the western Project 

area of 380 gpd/du is based on the average water use for Blackstone Planning Area (PA) 5 and 

PA 6 shown in Table 3. The factor is conservatively high given the lower density of these 

existing housing products. It also correlates with the sewer generation factor of 230 gpd/du, 

assuming that approximately 60 percent of the water demand will be indoor use (sewer flow) and 

40 percent outdoor use for irrigation. The LDR factor for the eastern Project area of 420 gpd/du 

is based on the lower density Blackstone PA 6 development. This factor also correlates with the 

sewer flow factor used for this product of 250 gpd/du, assuming the same 60/40 indoor/outdoor 

ratio.  

A factor of 160 gpd/du is assumed for MDR homes in both the eastern and western Project areas 

based on the Blackstone and La Floresta Cluster homes and La Floresta zero lot line detached 

homes. This is conservative given the higher density product within the Project areas compared 

to the Blackstone and La Floresta homes. The MDR product correlates with the estimated sewer 

flow by assuming 80 percent indoor use (sewer flow) and 20 percent outdoor use. The lower 

outdoor use is anticipated for the MDR homes due to limited yard/landscape areas within these 

products. Water demand for the common area landscaping is accounted for separately and is 

described below. 
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In addition to the residential land uses, the Specific Plan provides for a reserved site for public 

safety/civic uses within PA 11 which is designated in the LDR category. Water demand for this 

public use was calculated using and estimated 6 personnel on duty at any one time and a demand 

of 55 gallons per capita per day (gpcd). The estimate of personnel on duty was provided by City 

staff.  

 

Landscape Irrigation Demand 

The parks and recreation area within the Project includes a 13-acre sports park to the west of 

Valencia Avenue and a 2.1-acre park to the east of Rose Drive. State mandated water 

conservation measures require an outdoor water budget that is consistent with the Department of 

Water Resources Model Water Efficient Landscape Ordinance (MWELO) adopted by the State 

Water Resources Board in 2015. The MWELO requires the calculation of a maximum applied 

water allowance (MAWA) for outdoor water use that is no more than 55% of the reference 

evapotranspiration (ETo) rate for residential landscaping and 45% for commercial landscaping. 

A landscape irrigation factor of 2,040 gpd/acre was calculated for the Project residential areas 

based on the MAWA using the ETo data for Monrovia, CA, obtained from California Irrigation 

Management Information System (CIMIS) and an ETo adjustment factor (ETAF) of 0.55 (55% 

of the ETo) for residential areas. The Monrovia CIMIS station is the closest station to the Project 

site and the ETo for that station was 49.85 inches per year. The resulting common area irrigation 

water demand estimate for the Project is shown in Table 5. The irrigated acreage for the 

residential common areas was provided by the developer’s engineer, Hunsaker & Associates, and 

the park area is included in the Project Specific Plan. As a cross-check, the irrigation demand for 

the sports park was calculated using the proposed site plan along with the ETo and estimated 

plant factor and irrigation efficiency. The result was an estimated 31 AFY for the parks and 

recreation area compared to 35 AFY derived using the MAWA calculation.   

 

Table 5 

Proposed Irrigation Demand Factors 

Land Use Acres 

Factor 

(gpd/ac) GPD 

Irrigated Common Areas 65.00 2,040 132,602 

Parks/Recreation 15.10 2,040 30,805 

Total 80.10   163,407 

Monrovia ETo (in/yr) 49.85   
 

 

Total Demand 

New developments are required to comply with current water conservation standards and are 

expected to have lower than average demand when compared to current City-wide use. As such, 

the recommended factors utilized in this analysis are sufficiently conservative and appropriate 

for planning purposes. The projected water demand for the Project, utilizing the factors described 

above, is summarized in Table 6. The required water supply for the Project would take into 
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account water losses through the system. Using a 5 percent water loss, consistent with the 2020 

UWMP, the total supply requirement equals 532 AFY.  

 

Table 6 

Water Demand Summary 

Water Use gpd AFY 

Residential 289,130 323.9 

Irrigation 163,407 183.0 

Total Water Demand 452,537 507 

 

 

The population for the proposed Project is estimated using the factors utilized in the Project 

Environmental Impact Report (EIR) of 2.82 persons per du. The resulting population estimate is 

3,102 for the Project. Using this population estimate and the calculated Project residential 

demand, the resulting residential per capita water use is equal to 93 gpd. In comparison, using 

data from the 2020 UWMP for year 2045 (water efficient homes), the residential per capita water 

use is equal to 86 gpd, again showing that Project water demand estimates used in this analysis 

are conservative, but reasonable.  

 

Model Analysis 

Water service will be provided to the proposed Project by the City of Brea from two pressure 

zones. For the Project area west of Valencia Avenue, at least two connections will be made to the 

City’s 790 Zone to form a looped system. It is recommended that two connections are made to 

the City’s 790 Zone pipeline in Valencia Avenue with a potential third connection point to the 

City pipeline in Lambert Road. Pressures will be reduced from the 790 Zone, through pressure 

reducing valves (PRVs), to a hydraulic grade line (HGL) of approximately 655 feet, providing 

static service pressures between approximately 60 and 80 psi. East of Valencia Avenue, the 

northern portion of the Project area will have at least two connections to the City’s 790 Zone 

pipeline in Valencia Avenue with pressures reduced through PRVs, similar to the western project 

area, with a HGL of approximately 655 feet. The southern portion of the eastern Project area will 

have at least two looped connections to the City’s 605 Zone pipeline along Rose Avenue. This 

service area does not require PRVs.  

 

Onsite Water System 

The onsite service pressures and fire flow were modeled utilizing the City’s existing hydraulic 

model in InfoWater software by Innovyze. The conceptual backbone water system was 

incorporated into the model based on preliminary Project grading. The model junction map is 

included in Appendix A.  

The system was evaluated using the following design criteria based on the City’s 2021 Water 

System Master Plan Update (2021 WMP): 

• Minimum service pressure of 40 psi during peak hour 

• Maximum static service pressure of 80 psi, above which individual pressure regulators 

are required 
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• Minimum fire pressure of 20 psi during maximum day demand conditions  

• Assumed fire flow of 1,500 gpm for single family residential and 2,500 gpm for multi-

family residential use with actual flows to be determined by the local fire authority 

• Pipeline velocity below 7 fps for non-fire flow conditions and below 15 fps for fire flow 

conditions 

Maximum day and peak hour demands were estimated using the Project demand calculations 

above for average day and the peaking factors documented in the 2021 WMP as shown in Table 

7. Maximum day demand is calculated using a peaking factor of 1.59 times the average demand 

and peak hour demand is calculated using a peaking factor of 3.00 times the average day 

demand.  

Table 7 

Water Demand Peaking 

Water Demand Factor gpm 

Average Day Demand 1.00 314 

Maximum Day Demand 1.59 500 

Peak Hour Demand 3.00 943 

 

Model simulations indicate that the City’s existing water system can supply sufficient service 

pressure and fire flow to the Project area to meet the above design criteria. Model output for peak 

hour and maximum day demand plus fire flow conditions is included in Appendix A for the 

conceptual, onsite water system. The final system must be designed appropriately based on the 

required fire flow as stipulated by the local fire authority but based on all new residential 

developments requiring fire sprinkler systems the assumptions used in the model should be 

conservative.  

 

Off-site Water System 

The City’s water system was evaluated to determine impacts of Project demands on the existing 

distribution system and the potential for off-site improvement requirements. The City’s water 

system model was updated as part of the 2021 WMP. Additionally, potential capital 

improvement projects were identified related to both existing and buildout conditions (including 

Brea 265). The City has experienced difficulty filling Valencia Reservoir during peak demand 

months. Because the Project area is in the vicinity of and would be supplied from the Valencia 

Reservoir, Project demands would aggravate the already strained conditions. This water supply 

analysis uses the existing model to evaluate specific offsite pump station and pipeline 

improvements needed to serve the increased demand from the Project while also providing 

sufficient supply capacity to Valencia Reservoir and the areas it serves.  

Increased pumping capacity at Berry Street Booster Pump Station (BPS) was identified in the 

WMP as an improvement to meet existing system deficiencies. The existing high-pressure 

pumps (790 Zone) do not have enough capacity to supply maximum day demand with the largest 

pump out of service as required under primary booster pump design criteria. As such, the WMP 

recommended an additional high-pressure pump at Berry Street BPS. A minimum capacity of 

1,191 gpm was identified to meet existing deficiencies and a minimum capacity of 1,778 gpm to 
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meet future demands including the Project. The WMP also identified pipeline improvements 

along Valencia Avenue, between Birch Street and Lambert Road and from the Valencia 

Reservoir inlet/outlet line to Sandpiper Way, to eliminate bottlenecks in the system that supplies 

Valencia Reservoir and meet pipeline velocity design criteria. These pipelines are to be upsized 

from 12-inch to 24-inch in diameter which will match the diameter of the exiting 24-inch 

pipeline between these two segments along Valencia Avenue between Lambert Road to 

Sandpiper Way. The locations of the proposed pipeline improvements are illustrated in Appendix 

B. These capital improvement projects increase both pumping and pipeline capacities available 

to supply Valencia Reservoir, though they were not specifically evaluated for that purpose. 

Additionally, the pipeline improvements would reduce friction losses to the reservoir, thus 

requiring less added head at the pump station and ultimately lower energy costs.   

The existing WMP model was updated to run extended period simulations (EPS) to better 

evaluate the emptying and filling of Valencia Reservoir under existing and proposed improved 

conditions. City staff provided hourly reservoir levels for a peak summer period from August 29 

through September 2, 2021. Valencia Reservoir levels dropped from a high of about 24 feet (60 

% full) down to about 16 feet in two days and then fluctuated between 16 (40 % full) and 19 feet 

(48 % full) during the peak period while the other reservoirs were able to maintain water levels. 

Valencia Reservoir is filled directly from Berry Street BPS and is located farthest from this 

primary source of water supply to the City. The remaining reservoirs are either at lower 

elevations and filled through altitude valves or at higher elevations and filled through and 

intermediate booster pump stations. Both of these controls allow for the other reservoirs to be 

easily filled. 

Hourly imported water supply rates from California Domestic Water Company (CDWC) at 

Berry Street BPS and the calculated hourly volume change at the City’s reservoirs were used to 

estimate the City’s demand peaking. The average hourly volume of water entering the 

distribution system was divided by the average demand for the entire period to develop a 

universal demand peaking curve for input into the EPS model. City staff provided control data 

for Berry Street BPS (used to fill Valencia Reservoir), Tonner BPS (used to fill Tonner 

Reservoir), and the altitude valves that are used to fill Westside and Eastside Reservoirs (also 

from Berry Street BPS). This data was also incorporated into the EPS model. Simulations for 

consecutive maximum day demands over a 72-hour period demonstrate the existing conditions, 

with Valencia Reservoir emptying and then remaining at low levels while the other reservoirs 

maintain water levels. This is due to the combination of pipeline friction losses to Valencia 

Reservoir and the lower discharge head at Berry Street BPS during high flow rates simulated 

along the existing pump curves. 

The proposed pipeline improvements along Valencia Avenue and up to the Reservoir were 

incorporated into the model for proposed conditions and simulations were conducted to evaluate 

the proposed increased pumping capacity to the 790 Zone at Berry Street BPS. The pipeline 

improvements alone increase flow to Valencia Reservoir but do not provide sufficient supply to 

maintain water levels. Results indicate that increasing the discharge pressure at Berry Street BPS 

does allow water levels to be maintained. The City did not have SCADA data available for Berry 

Street BPS but the control data provided indicates a discharge pressure range between 170 and 

197 psi at the pumps. The pumps operate along pump curves which supply higher flow rates at a 
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lower discharge pressure or lower flow rates at a higher discharge pressure. To fill the reservoir, 

increasingly higher head is needed as water levels in the reservoir increase.  

The existing pumps provide a total dynamic head (TDH) of approximately 409 feet at peak 

flows. During maximum day demand EPS simulations, the resulting discharge pressure 

fluctuates between approximately 170 and 175 psi. Simulated average day demand indicates 

discharge pressures of approximately 180 psi at the BPS. Increasing the TDH at the BPS to 

approximate 425 feet at peak flow rates results in a discharge pressure of approximately 182 psi 

and allows Valencia Reservoir to maintain water levels over consecutive maximum days. This 

required discharge pressure is well within the existing discharge pressure range at the pump 

station and would not over pressurize the system. The proposed pump could be utilized during 

peak flow conditions to allow for higher flow rates at a higher discharge pressure without over 

pressurizing the system. Proposed Project demands were also added to the improved system with 

similar results. Modeled water levels at Valencia Reservoir both before and after the proposed 

improvements are included in Appendix B. These simulations include only water supply from  

CDWC through Berry Street BPS with no imported water from MWD. 

The ability to fill Valencia Reservoir with the high-pressure pumps at Berry Street BPS is limited 

by the capacity of the I-Line from CDWC that supplies the Berry Street Reservoir on the suction 

side of the pump station. The existing maximum day demand of approximately 8,600 gpm, 

documented in the WMP, is already approaching the maximum capacity of the I-Line 

documented as 20 cfs (9,000 gpm) in Table 2-7 of the City’s WMP. The current combined 

capacity of the Berry Street BPS for both the low-pressure (515 Zone) and high-pressure (790 

Zone) pumps is 10,500 gpm, exceeding the capacity of the supply line. Higher pumping rates, 

above the capacity of the I-Line, can only be maintained for a limited period by utilizing storage 

at Berry Street Reservoir. With projected demand increases documented herein and in the Brea 

265 Water Supply Assessment, including the Project, supplemental supply will be needed from 

MWD to meet demands and maintain water levels in storage tanks, including Valencia 

Reservoir. 

 

Conclusion 

Onsite water service and fire flow for the Project can be provided by the City’s existing water 

distribution system within the required design criteria. The Project areas located east and west of 

Valencia Avenue will be served off of the City’s 790 Zone through PRV’s. The Project area 

located east of Rose Drive will be served directly off of the City’s 605 Zone. The City’s 605 

Zone is also served off of the 790 Zone through PRVs. 

The Project adds an average day demand of approximately 300 gpm and a maximum day 

demand of approximately 500 gpm, supplied primarily through the combination of Valencia 

Reservoir and the Berry Street high-pressure pumps (790 Zone). This system is already strained 

during peak demand conditions and the City is unable to maintain water levels in Valencia 

Reservoir. There is also an existing pumping deficiency in the 790 Zone. Added demands from 

the Project would exasperate these issues.  

It is recommended to increase the capacity and discharge head to the 790 Zone at Berry Street 

BPS. There are three existing high-pressure pumps and a new fourth pump would be added to 

meet maximum day demands with one pump out of service. The capacity identified in the WMP 
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of 2,000 gpm for the new pump is recommended. Additionally, the fourth pump may be utilized 

to increase discharge head during peak flow rates (approximately 7,000 gpm) by operating with 

the other three pumps to provide a TDH from the pump station of at least 425 feet. Prior to 

selecting a new pump and the future operation of the Berry Street BPS, it is recommended to 

collect SCADA data for pump station under existing conditions, including flow rates and 

discharge head/pressure, to confirm the existing operation of the system and the model results. 

The modeled flow rates for both the low-pressure (515 Zone) and high-pressure (790 Zone) 

pumps are impacted by many factors including the large number of PRV’s in the system and 

flow from the upper to the lower zone. 

It is recommended that new 24-inch pipelines in Valencia Avenue be constructed to increase 

system capacity to fill Valencia Reservoir. This allows for a lower discharge head at Berry Street 

BPS and lower energy costs due to reduced friction losses. Approximately 1,270 LF of new 24-

inch pipeline is recommended from the Reservoir inlet/outlet to Sandpiper Way, replacing 

existing 12-inch pipeline. Approximately 2,060 LF of new 24-inch pipeline is recommended 

from Lambert Road to Birch Street. The WMP noted that the existing 12-inch pipeline along 

Valencia Avenue, between Lambert Avenue and Birch Street, is in good condition and may be 

repurposed in the proposed reduced zone serving the Project once the new 24-inch pipeline 

improvement is constructed.  

 

cc: Mike Swan, PSOMAS    
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BREA 265 CONCEPTUAL ON-SITE WATER SYSTEM SIMULATIONS

ID

Demand 

(gpm)

Elevation 

(ft) Head (ft)

Pressure 

(psi) ID

Static 

Pressure 

(psi)

Static 

Head (ft)

Available Hydrant 

Flow at 20 psi 

(gpm)

J326 34.6 530 656 54.8 J256 63 656 7,606

J230 0.0 508 656 64.3 J294 70 656 6,918

J184 20.1 514 656 61.7 J292 74 656 7,185

J186 0.0 501 656 67.3 J162 86 656 4,482

J294 20.1 495 656 69.9 J162 86 656 4,482

J256 35.4 510 656 63.4 J168 92 656 5,390

J292 20.1 486 656 73.8 J168 92 656 5,390

J228 0.0 476 656 78.1 J296 85 656 6,059

J182 21.0 513 656 62.1 J154 80 656 3,600

J262 0.0 483 656 75.1 J170 78 656 3,891

J296 29.0 461 656 84.6 J266 66 656 2,197

J168 0.0 445 656 91.6 J188 66 656 5,352

J162 0.0 458 656 85.9 J188 66 656 5,352

J310 21.0 506 656 65.1 J246 75 656 6,441

J154 0.0 472 656 79.8 J248 74 656 4,260

J156 18.4 486 656 73.8 J190 76 656 4,295

J170 12.0 477 656 77.7 J242 72 656 5,589

J176 13.2 500 656 67.7 J192 82 656 5,103

J178 21.0 529 656 55.1 J232 76 656 5,086

J210 17.7 478 656 77.2 J244 72 656 3,919

J204 36.2 506 656 65.1 J244 72 656 3,919

J206 36.2 498 656 68.5 J222 69 603 3,576

J246 21.1 484 656 74.6 J106 69 603 3,425

J248 21.1 486 656 73.7 J108 73 603 3,228

J188 23.4 505 656 65.5 J110 71 603 2,427

J190 17.7 482 656 75.4 J112 76 603 2,575

J192 29.7 467 656 81.9 J164 63 603 2,397

J236 23.4 488 656 72.8 J318 64 603 2,657

J242 41.4 489 656 72.4 J148 80 603 3,295

J194 29.7 470 656 80.6 J268 87 603 3,495

J232 29.7 482 656 75.4 J270 87 603 3,465

J244 41.4 490 656 71.9 J272 86 603 3,329

J196 29.7 477 656 77.6 J276 85 603 2,578

J222 0.0 443 592 64.8 J278 85 603 2,682

J106 0.0 445 592 63.9 J282 85 603 3,065

J108 0.0 434 592 68.6 J320 57 603 2,234

J318 0.0 456 592 59.3 J128 85 603 3,292

J112 0.0 429 592 70.8 J146 84 603 3,236

J164 32.8 459 592 57.8 J152 80 603 3,299

J226 0.0 435 592 68.2 J274 84 603 3,221

J268 0.0 402 592 82.5 J284 84 603 3,235

J110 32.8 440 592 66.0 J312 81 603 3,224

PEAK HOUR DEMAND SIMULATION MDD PLUS FIRE FLOW SIMULATION

1 of 2D-14



BREA 265 CONCEPTUAL ON-SITE WATER SYSTEM SIMULATIONS

ID

Demand 

(gpm)

Elevation 

(ft) Head (ft)

Pressure 

(psi) ID

Static 

Pressure 

(psi)

Static 

Head (ft)

Available Hydrant 

Flow at 20 psi 

(gpm)

PEAK HOUR DEMAND SIMULATION MDD PLUS FIRE FLOW SIMULATION

J270 0.0 403 592 82.1 J304 73 603 2,381

J272 0.0 404 592 81.6 J306 75 603 2,362

J320 15.8 472 592 52.2 J308 77 603 2,429

J148 0.0 419 592 75.1 J316 83 603 3,047

J128 0.0 407 592 80.3

J152 0.0 419 592 75.1

J146 35.0 410 592 79.0

J274 35.0 409 592 79.4

J284 0.0 410 592 79.0

J312 0.0 417 592 76.0

J304 34.6 435 592 68.2

J314 0.0 412 592 78.1

J316 0.0 412 592 78.1

J306 34.6 430 592 70.3

J308 34.6 426 592 72.1
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2021 BREA WATER MASTER PLAN 

Valencia Avenue Pipeline Improvements 

 

  

D-17



MAXIMUM DAY DEMAND – SIMULATED AND OBSERVED WATER LEVELS 
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EXECUTIVE SUMMARY 

This Water Supply Assessment (WSA) has been prepared for the Brea 265 Specific Plan Project 

(the “Proposed Project”) in accordance with applicable sections of the Public Resources Code and 

California Water Code as referenced in Senate Bill (SB) 610. 

 

The Proposed Project encompasses approximately 265 acres located north of State Route 90 (SR 

90) and east of State Route 57 (SR 57) in the City of Brea and in the City of Brea’s Sphere of 

Influence. See Figure ES-1. The Proposed Project consists of the redevelopment of the project area 

by Aera Energy from active oil operations into a proposed master-planned community. The 

specific plan is a direct reflection of the City’s foundational planning strategies which includes a 

resident-driven strategic plan adopted in 2017.  

 

The purpose of this WSA is to provide information to verify that there is sufficient water supply 

to the City to provide for the Proposed Project now and into the future. This WSA develops the 

water demands that the City will need to serve because of the land use changes in the Proposed 

Project area, as addressed in the specific plan. The proposed land use changes and commensurate 

additional water demand requires the preparation of a WSA. 

 

The Proposed Project would allow development of up to 1,100 dwelling units with parks and open 

space, and as such, necessitates the preparation of a WSA because the project exceeds at least one 

of the minimum development thresholds per SB 610 of 500 residential dwelling units. 

 

E.1 Water Demands 

City Water Demands 

The City’s total water demand in FY 2020 was 9,131 acre-feet (AF). The City has reduced water 

use in accordance the Water Conservation Act of 2009 (SBx7-7) that mandated water demand 

reductions of 10 percent by 2015, and a reduction of 20 percent by 2020, both of which the City 

has met.   

 

Annual potable water use within the City’s service area has averaged 9,956 AF in the past decade. 

As a result of Governor Jerry Brown’s mandatory water conservation order in 2014, retail water 

use within the City’s service area has decreased from the average of 10,679 AF (FY2010/11 

through FY2014/15) to the last five-year average of 9,234 (FY2015/16 through FY2019/20). In 

FY 2019-20, the City’s water use profile was comprised of 51.2% residential use, 28.7% 

commercial, institutional, and industrial (CII) use, 15.0% large landscape/irrigation, with non-

revenue water (NRW) and other uses comprising about 5.0%. There is currently no recycled water 

use within the City’s service area. 

 

City water demands were developed and projected in the City’s 2020 UWMP based on projections 

prepared by CDM Smith as part of the 2021 OC Water Demand Forecast for Municipal Water 

District of Orange County (MWDOC) and Orange County Water District (OCWD). The updated 

demand projections were made for the Orange County region as a whole and also provided retail 

agency specific demands based on collaboration with MWDOC and OCWD member agencies.  
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Project Water Demands 

Except for some agricultural use in the southern area, most of the Project site has been used for oil 

production continuously since the early 1900s. Of the approximately 190 wells drilled on the site, 

110 remain in operation and produce approximately 500 barrels per day. Once the project 

entitlements are complete, Aera will discontinue all on-site oil operations and abandon and 

remediate wells and production facilities in accordance with Federal, State, and local regulations. 

No residual oil operations will remain in the repurposed residential community.  

Water consumption (demand) for the existing land uses in the specific plan area are assumed to be 

negligible in this WSA. Regardless, the water demand for the existing land uses are accounted for 

in the existing demand reported in the City’s 2020 UWMP. Projected water demand for the Brea 

265 Project was specifically addressed as ‘Under Entitlement Review’ in Table 3-4 of the 2020 

UWMP, Developments in the City. However, the projected demographic data presented in the 

2020 UWMP does not appear to account for enough future dwelling units (DUs) to include the 

Proposed Project. 

 

Average water use factors for existing newer residential developments within the City were 

analyzed for various land use densities that are similar to the proposed densities within the Project. 

These water use factors were then compared with the unit water use factors in the aforementioned 

2021 OC Water Demand Forecast for MWDOC and OCWD that was used to develop demands 

for the 2020 UWMP. Demand factors based on City meter data for similar densities were utilized 

in this WSA to estimate Project water demands. These factors reflect new development standards 

for water conservation and are more closely related to the proposed land use densities. For 

example, proposed hillside residential use within the eastern portion of the Project area results in 

higher per dwelling unit water use factors than utilized in the OC Water Demand Forecast study. 

Based on the estimated Proposed Project development phasing, estimated demand phasing is 

shown in Table E.1. The estimated buildout water demand for the Proposed Project is projected to 

be 507 acre-feet per year (AFY), excluding water loss. 

  

Table E.1 
Estimated Project Phasing of Water Demand(a) 

Demand FY 2025 FY 2030 FY 2035 FY 2040 FY 2045 

Estimated Proposed Project Water 

Demand (AFY) 
507 507 507 507 507 

(a) Not including water loss 

 

Projected normal City water demand through FY 2045 is shown in Table E.2. All demands 

include an estimated 5 percent in water loss consistent with the 2020 UWMP. City water 

demand, as estimated in the 2020 UWMP, was projected to include increased demand due to 

residential development. However, as discussed above, the demographic data used to project 

future demand does not appear to account for enough DUs to accommodate the Project. As such, 

Project demand was added to the projected demand presented in the 2020 UWMP. The demand 

from the Proposed Project in FY 2045 is projected to be 5 percent of the total demand estimated 

for the City.   
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Table E.2 
Projected Normal City Water Demand (AF) 

Projected Normal Demand(a) FY 2025 FY 2030 FY 2035 FY 2040 FY 2045 

Total City Demand without Proposed 

Project (2020 UWMP)(b) 
9,543 9,695 9,691 9,725 9,745 

Additional Proposed Project 

Demand(c) 
532 532 532 532 532 

Total Demand 10,075 10,227 10,223 10,257 10,277 

(a) Includes 5% water loss consistent with the 2020 UWMP 

(b) Normal year demand as projected in the City's 2020 UWMP, not including the Project area 

demand    

(c) Additional demand based on Proposed Project  

 

E.2 Water Supply 

The City’s primary sources of water supply are imported groundwater from the Main San Gabriel 

Basin provided by California Domestic Water Company (CDWC) and imported water from the 

Colorado River and State Water Project (SWP) provided by Metropolitan through MWDOC. The 

City also extracts local groundwater from the La Habra Groundwater Basin (Basin). However, the 

one groundwater well owned by the City is used strictly for irrigation purposes. In FY 2019-20, 

the City relied on 99% imported water from CDWC and 1% local groundwater. It is projected that 

by 2045, the water supply portfolio will shift to 92.5% imported water from CDWC, 6.5% 

imported water from MWDOC, and 1% groundwater. Metropolitan’s 2020 UWMP includes 

strategies that will be used to meet full-service demands at the retail level under all foreseeable 

hydrologic conditions through 2045. The projected imported water supply numbers from 

MWDOC represent only the supplies projected to meet demands and not the full supply capacity.  

 

Imported Water Supply 
The City obtains imported groundwater supply from CDWC, a mutual water company. CDWC 

provides groundwater from the Main San Gabriel Basin to each of its member agencies who own 

and/or lease stock in the company. There are two classes of entitlement with CDWC, which 

translate to different water allotments: “common stock entitlement” and “other entitlement.” As of 

2020, the City owns approximately 2,208 and leases another 188 common stock entitlements, 

which translates to an entitlement allotment of approximately 3,475 AFY. As for other 

entitlements, the City owns approximately 2,189 shares, which translates to approximately 1,663 

AFY. The City also leases additional shares of CDWC stock from member agencies that do not 

use their maximum allotted amount. The City receives water from CDWC through three metered 

connection. Each connection is gravity fed and comes from one of two CDWC hydraulic lift 

systems.   

 

Each CDWC member agency receives a prescribed entitlement to water based upon the number of 

shares owned and the safe yield of the Main San Gabriel Basin. The member agency entitlement 

criterion per share varies year by year, based on CDWC’s allotted percentage and the Basin 

Operating Safe Yield of the Main San Gabriel Basin. The Basin Operating Safe Yield is determined 

annually by the Main San Gabriel Basin Watermaster, the agency created by the Main San Gabriel 

Judgment to manage the Main San Gabriel Basin. Agencies that use water beyond their share of 
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entitlement must pay a surcharge levied by CDWC (Brea, Water Master Plan Update, November 

2009).   

 

Metropolitan’s 2020 UWMP finds that Metropolitan can meet, full-service demands of its member 

agencies from 2020 through 2045 during normal years, a single dry year, and multiple dry years. 

Metropolitan’s 2020 UWMP was developed as part of the 2020 Integrated Water Resources Plan 

(IRP) planning process. The IRP represents Metropolitan’s comprehensive blueprint for long-term 

water reliability, including key supply development and water use efficiency goals. The foundation 

of Metropolitan’s resource strategy for achieving regional water supply reliability has been to 

develop and implement water resources programs and activities through its IRP preferred resource 

mix. This preferred resource mix includes conservation, local resources such as water recycling 

and groundwater recovery, Colorado River supplies and transfers, SWP supplies and transfers, in-

region surface reservoir storage, in-region groundwater storage, out-of-region banking, treatment, 

conveyance, and infrastructure improvements. 

 

Groundwater Supply 

The La Habra Groundwater Basin covers parts of Los Angeles County and Orange County and is 

part of both the Coastal Plan of Los Angeles, Central Basin, and the Coastal Plain of Orange 

County, Orange County Basin. A portion of the Basin is located within Central Basin as well as 

the northern tip of the Orange County Basin. La Habra’s Groundwater Management Plan only 

focuses on the portion of the Basin located outside of both Central Basin and Orange County Basin. 

The Basin lies entirely within the Coyote Creek Watershed.  

 

The Sustainable Groundwater Management Act (SGMA) was adopted by the State of California 

in 2014 to help manage its groundwater sustainability and limit adverse effects of groundwater 

extractions. DWR designated the non-adjudicated Coastal Plain of OC Basins medium-priority, 

thus requiring the creation of a Groundwater Sustainability Plan (GSP). OCWD led the effort, 

along with its member agencies, to comply with the SGMA by creating the “Basin 8-1 Alternative” 

which meets State’s requirements for a Groundwater Sustainability Plan (GSP). The City of La 

Habra has been deemed the exclusive Groundwater Sustainability Agency (GSA) under the SGMA 

for the La Habra-Brea Management Area. The La Habra-Brea Management Area is part of Basin 

8-1 but is hydrogeologically distinct from the OCWD Management Area and is not under the 

jurisdiction of OCWD. 

 

The La Habra Basin is not adjudicated. Instead, the City follows a “safe yield” which is used for 

the management and future planning of the Basin for sustained beneficial use. The safe yield is the 

volume of groundwater that can be pumped without depleting the aquifer to a point where it cannot 

recover through natural recharge over a reasonable period of time.  The safe yield for the Basin 

was estimated to be approximately 4,500 AFY. This safe yield was determined through an average 

from two separate studies that took into account natural groundwater recharge and natural 

groundwater discharge.  The La Habra Basin continues to be managed sustainably by maintaining 

and coordinating groundwater production within the estimated safe yield. The City of La Habra is 

also evaluating its existing monitoring program with the intent to develop a more robust 

groundwater elevation and water quality monitoring program (UWMP, 2020). 

 

Historically, groundwater produced from the Basin yielded low quality water. The City owns and 

operates one non-potable groundwater well used for irrigation at Brea Creek Golf Course. Local 

groundwater accounted for 57 to 107 AFY of the City’s total water supply in the past five years. 
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Since FY 2015-16, the volume of groundwater pumped by the City has increased and remained 

relatively stable for the last four years. 

 

E.3 Reliability of Water Supplies 

Every urban water supplier is required to assess, in their UWMP, the reliability of their water 

service to its customers under a normal year, a single dry year, and a drought period lasting five 

consecutive years. The water service reliability assessment compares projected supply to projected 

demand for these three hydrological scenarios between 2025 and 2045. Factors affecting 

reliability, such as climate change and regulatory impacts, are accounted for as part of the 

assessment.   

 

The City depends on a combination of imported and local supplies to meet its water demands and 

has taken numerous steps to ensure it has adequate supplies. Metropolitan’s, MWDOC’s and the 

City’s 2020 UWMP conclude that they can meet full-service demands of their member agencies 

through 2045 during normal years, single-dry years, and multiple-dry years. Consequently, the 

City is projected to meet full-service demands through 2045 for the same scenarios, due to 

diversified supply and conservation measures.  

For this WSA, the additional demands estimated for the Proposed Project are added to the normal-

year, single dry-year, and multiple dry-year demands projected for the City through FY 2045 as 

estimated in the City’s 2020 UWMP, which are compared with projected available groundwater 

and imported water supplies. Demands for dry-year scenarios were increased 6.0 percent to be 

consistent with the City’s 2020 UWMP (based on higher anticipated irrigation demand).  

 

E.4 Conclusion 

The estimated water demand for the Proposed Project is projected to be 507 AFY at Project 

buildout. Adding the reported water loss, consistent with the City’s UWMP, increases this 

additional demand to a supply requirement of 532 AF, which is 5 percent of the total supply 

requirement estimated for the City in FY 2045.   

 

The City is projected to have sufficient imported and groundwater supplies to meet normal, single-

dry year, and multiple-dry year conditions including the Proposed Project demands because: 

 

1. Metropolitan has projected supply surpluses for each of these conditions, and  

2. The City can increase groundwater import water by leases of additional shares of CDWC 

stock from member agencies that do not use their maximum allotted amount 

 

The information included in this WSA identifies a sufficient and reliable water supply for the City, 

now and into the future, including a sufficient water supply for the land uses proposed for the 

Proposed Project. These supplies are also enough to provide for overall City-wide growth at the 

rate projected in the City’s 2020 UWMP.  
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1 INTRODUCTION 

 

1.1 Proposed Project  

The Brea 265 Specific Plan Project encompasses approximately 265 acres located north of State 

Route 90 (SR 90) and east of State Route 57 (SR 57) in the City of Brea and in the City of Brea’s 

Sphere of Influence. The Proposed Project consists of the redevelopment of the project area by 

Aera Energy from active oil operations into a proposed master-planned community. The specific 

plan is a direct reflection of the City’s foundational planning strategies which includes a resident-

driven strategic plan adopted in 2017. The Proposed Project would allow development of up to 

1,100 dwelling units with parks and open space, and as such, necessitates the preparation of a WSA 

because the project exceeds a number of minimum development thresholds per SB 610, one of 

which is 500 dwelling units. 

 

The Brea 265 Specific Plan serves as a planning tool to implement the intent of the Brea General 

Plan for the area covered by the Specific Plan. The Specific Plan is consistent with the applicable 

goals and objectives identified in the General Plan and includes regulations and standards 

necessary for the systematic implementation of the General Plan. 

 

Approval of the Proposed Project includes the adoption of a new specific plan, the Brea 265 

Specific Plan. Approximately 43 acres of the Specific Plan area are located within the City of 

Brea’s corporate boundaries and designated as “Hillside Residential” on the Brea General Plan’s 

Land Use Policy Map. The remaining 217.7 acres of the Specific Plan area are within 

unincorporated Orange County and in the southern portion of Brea’s Sphere of Influence. The 

General Plan’s Land Use Policy Map designates 123.2 acres of this 217.7-acre portion as “Hillside 

Residential” and 94.5 acres as “Low Density Residential.” In concurrent with Specific Plan 

approvals, the 217.7-acre portion of the Brea 265 site currently within City’s Sphere of Influence 

will be annexed into the City and the amended land use designations on this portion of Brea 265 

will become in effect upon completion of the annexation process. Implementation of the Specific 

Plan requires a zone change from the existing designation to “Brea 265 Specific Plan.” 

 

The City of Brea is the Lead Agency for purposes of California Environmental Quality Act 

(CEQA) compliance and has prepared an EIR to consider the following discretionary actions for 

which applications have been submitted to the City. These actions and approvals are required to 

implement the Brea 265 Specific Plan. 

• Environmental Impact Report (EIR): The Brea 265 Specific Plan is a discretionary 

project and is subject to CEQA requirements. The EIR for Brea 265 has been prepared in 

accordance with CEQA and the CEQA Guidelines. As part of the Specific Plan approval 

process, the EIR must be considered and certified by the City Council prior to approvals 

of any project related entitlements.   

• Specific Plan/Pre-Zoning: The Brea 265 Specific Plan will regulate future development 

in the Specific Plan area. The Specific Plan will implement the City’s General Plan and 

will be adopted by ordinance by the City Council. Approval of the Specific Plan is required 

for changing the zoning designations of the project site from “Hillside Residential” and 

“Single Family Residential” to “Brea 265 Specific Plan” and for pre-zoning of the 217.7-

acre portion of the Specific Plan area currently within the County and in Brea’s Sphere of 

Influence. 
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• Development Agreement: A Development Agreement will be negotiated between the 

City of Brea and the Project Applicant (Aera Energy) in conjunction with the Brea 265 

Specific Plan/Pre-Zoning requests. The Development Agreement will establish vesting of 

development rights and entitlements, identify project improvements, timing of 

improvements, as well as the responsibilities and rights of both the City and the Project 

Applicant. 

• Annexation: After the above discretionary actions have received approvals from the City 

Council, the property will be annexed into the City of Brea consistent with the 2005 pre-

annexation agreement. The request will be processed through the Orange County Local 

Agency Formation Commission (OC LAFCO) to annex the 217.7-acre portion of the Brea 

265 site currently within the City’s Sphere of Influence into the City. The annexation area 

is shown in Figure 1-1. 

 

1.2 WSA Purpose 

The purpose of this WSA is to provide information to verify that there is sufficient water supply 

to the City to provide for the Proposed Project now and into the future. This WSA develops the 

additional water demand that will need to be served by the City as a result of the land use changes 

in the Proposed Project area, which are consistent with the land uses being addressed the EIR. The 

proposed land use changes and commensurate additional water demand requires the preparation 

of a new WSA in conjunction with the subject EIR. 
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2 LEGISLATION 

According to the Guidebook for Implementation of Senate Bill (SB) 610 and SB 221 Water Code 

Section 10912, a “Project” requiring a WSA is defined by any of the following criteria: 

1. A proposed residential development of more than 500 dwelling units (DU) 

2. A proposed shopping center or business establishment employing more than 1,000 persons 

or having more than 500,000 square feet (sf) of floor space 

3. A proposed commercial office building employing more than 1,000 persons or having more 

than 250,000 square feet of floor space 

4. A proposed hotel or motel, or both, having more than 500 rooms 

5. A proposed industrial, manufacturing, or processing plant, or industrial park planned to 

house more than 1,000 persons, occupying more than 40 acres of land, or having more than 

650,000 square feet of floor space 

6. A mixed-use project that includes one or more of the projects specified in this subdivision 

7. A project that would demand an amount of water equivalent to, or greater than, the amount 

of water required by a 500 dwelling unit project 

 

The Proposed Project would allow development of up to 1,100 DUs and as such, necessitates the 

preparation of a WSA following the requirements of SB 610. 

 

2-1 SB 610 – Costa – Water Supply Planning 

SB 610 was chaptered into law on October 9, 2001. It mandates that a city or county approving 

certain projects subject to CEQA (i) identify any public water system that may supply water for 

the project, and (ii) request those public water systems to prepare a specified water supply 

assessment. The assessment is to include the following: 

1. A discussion of whether the public water system’s total projected water supplies available 

during normal, single dry, and multiple dry water years during a 20-year projection will 

meet the projected water demand associated with the proposed project, in addition to the 

public water system’s existing and planned future uses, including agricultural and 

manufacturing.  

2. The identification of existing water supply entitlements, water rights, or water service 

contracts relevant to the identified water supply for the proposed project and water received 

in prior years pursuant to those entitlements, rights, and contracts.  

3. A description of the quantities of water received in prior years by the public water system 

under the existing water supply entitlements, water rights, or water service contracts.  

4. A demonstration of water supply entitlements, water rights, or water service contracts by 

the following means: 

a. Written contracts or other proof of entitlement to an identified water supply. 

b. Copies of a capital outlay program for financing the delivery of a water supply that has 

been adopted by the public water system. 
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c. Federal, state, and local permits for construction of necessary infrastructure associated 

with delivering the water supply. 

d. Any necessary regulatory approvals that are required in order to be able to convey or 

deliver the water supply.  

5. The identification of other public water systems or water service contract holders that 

receive a water supply or have existing water supply entitlements, water rights, or water 

service contracts, to the same source of water as the public water system. 

6. If groundwater is included for the supply for a proposed project, the following additional 

information is required:  

a. Review of any information contained in the Urban Water Management Plan (UWMP) 

relevant to the identified water supply for the proposed project. 

b. Description of any groundwater basin(s) from which the proposed project will be 

supplied. Adjudicated basins must have a copy of the court order or decree adopted and 

a description of the amount of groundwater the public water system has the legal right 

to pump. For non-adjudicated basins, information on whether the DWR has identified 

the basin as over-drafted or has projected that the basin will become over-drafted if 

present management conditions continue, in the most current bulletin of DWR that 

characterizes the condition of the basin, and a detailed description of the efforts being 

undertaken in the basin to eliminate the long-term overdraft condition.  

c. Description and analysis of the amount and location of groundwater pumped by the 

public water system for the past five years from any groundwater basin which the 

proposed project will be supplied. Analysis should be based on information that is 

reasonably available, including, but not limited to, historic use records. 

d. Description and analysis of the amount and location of groundwater projected to be 

pumped by the public water system from any groundwater basin by which the proposed 

project will be supplied. Analysis should be based on information that is reasonably 

available, including, but not limited to, historic use records. 

e. Analysis of the sufficiency of the groundwater from the basin(s) from which the 

proposed project will be supplied.  

 

The Water Supply Assessment shall be included in any environmental document prepared for the 

project. The assessment may include an evaluation of any information included in that 

environmental document. A determination shall be made whether the projected water supplies will 

be sufficient to satisfy the demands of the project, in addition to existing and planned future uses. 

Additionally, SB 610 requires new information to be included as part of an UWMP if groundwater 

is identified as a source of water available to the supplier. Information must include a description 

of all water supply projects and programs that may be undertaken to meet total projected water 

use. SB 610 prohibits eligibility for funds from specified bond acts until the plan is submitted to 

the State.  
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2-2 SB 1262 – Sustainable Groundwater Management Act 

State Senate Bill 1262 adopted in September 2016 amends Section 66473.7 of the Government 

Code to require WSAs to address certain elements regarding groundwater sustainability if the 

project relies in whole or in part on groundwater as a source of supply. 

For this WSA, the portions of SB 1262 that are applicable are as follows:  

For a basin that has not been adjudicated that is a basin designated as high- or medium-priority 

pursuant to Section 10722.4, information regarding the following should be provided: 

• Whether the department (DWR) has identified the basin as being subject to critical 

conditions of overdraft pursuant to Section 12924. 

• If a groundwater sustainability agency has adopted a groundwater sustainability plan or has 

an approved alternative, a copy of that alternative or plan. 

 

The City extracts local groundwater from the La Habra Groundwater Basin (Basin). However, the 

one groundwater well owned by the City is used strictly for irrigation purposes and will not be 

utilized to supply the Project. 

E-17



Brea 265 Water Supply Assessment  

 3-1   May 2022 

3 BREA 265 SPECIFIC PLAN 

 

3.1 Proposed Project Location  

The proposed Brea 265 Specific Plan is located in the City of Brea, and in the City of Brea’s Sphere 

of Influence. The City of Brea is located on the north-eastern border of Orange County. The project 

site is located north of State Route 90 (SR 90) and east of State Route 57 (SR 57), as shown in 

Figure ES-1, Regional Map. Locally, the project is located towards the eastern portion of the City 

surrounded by existing residential neighborhoods, the Brea Sports Park and Carbon Canyon 

Regional Park, as shown by Figure 3-1, Local Context. The Specific Plan area is bisected by 

Valencia Avenue which runs in a north-south direction, and by Lambert Road which runs in an 

east-west direction. The project site is located to the south of Lambert Road/Carbon Canyon Road, 

north of Rose Drive, east of Valencia Avenue and west of Carbon Canyon Regional Park. 

 

3.2 Proposed Project Characteristics  

“Project,” as defined by the CEQA Guidelines, means “the whole of an action, which has a 

potential for resulting in either a direct physical change in the environment, or a reasonably 

foreseeable indirect physical change in the environment, and that is any of the following: 

(1)…enactment and amendment of zoning ordinances, and the adoption and amendment of local 

General Plans or elements thereof pursuant to Government Code Sections 65100–65700” (14 Cal. 

Code of Reg. 15378[a]). 

 

3.2.1 Existing Conditions 

Aera Energy plans to redevelop approximately 265 acres of active oil operations within the 

Proposed Project area. Except for agricultural use in the southern area, the majority of the site has 

been used for oil production continuously since the early 1900s. Of the approximately 190 wells 

drilled on the site 110 remain in operation and produce approximately 500 barrels per day. Once 

the Project entitlements are complete, Aera will discontinue all on-site oil operations and abandon 

and remediate wells and production facilities in accordance with Federal, State, and local 

regulations. No residual oil operations will remain in the repurposed residential community.  

 

No specific plan has been adopted for the Proposed Project. Currently, development activities in 

the Project Area are governed by the City’s adopted General Plan and Zoning Code. The existing 

General Plan and zoning designations for the Proposed Project area are shown on Figure 3-2. 
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3.2.2 Proposed Project Description 

The Proposed Project consists of the adoption and implementation of a specific plan for the Project 

Area as described below.  

Brea 265 Specific Plan 

The Brea 265 Draft Specific Plan, dated October 14, 2021, proposes a master planned residential 

community within the City of Brea as shown in Land Use Summary Table 3.1 below. The Specific 

Plan proposes: 

• A mix of approximately 1,100 residential units (on approximated 189 acres) 

• 15.1 acres of parks/recreations uses 

• 47.0 acres of open space 

• Overall average density 4.2 du/acre 

 

These land uses would be linked together through a trail system that connects the park/recreation 

areas to the adjacent neighborhoods and off-site parks, open space, employment centers and retail 

venues. The land use is intended to provide for a mix of housing and recreational/open space uses 

that are compatible with the existing neighborhoods in the area. The plan provides a maximum of 

1,100 dwelling units within two residential land use categories, designated as Low Density 

Residential (LDR) and Medium Density Residential (MDR), along with open space, trails, and 

street system, as shown on Figure 3-3, Conceptual Land Use Plan. 

 

Table 3.1 
Proposed Brea 265 Specific Plan Development Areas 

Land Use AC DU's 

Residential 

Low Density Residential (LDR)* 134.6 450 

Medium Density Residential (MDR) 62.9 650 

Non-Residential 

Parks/Recreation (PR) 15.1 N/A 

Open Space (OS) 47.0 N/A 

Right-of-Way (ROW) 2.0 N/A 

Total 262.1 1,100 

*Includes 1-acre public safety/civic uses 
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3.2.3 Proposed Project Phasing 

The Proposed Project will be implemented in phases with construction beginning after 2020 and 

projected buildout estimated to occur by the year 2025. The estimated Project phasing is shown in 

Table 3.2. The initial implementation phase will include Proposed Project adoption and the 

necessary amendments to City documents.  

 

Table 3.2 
Estimated Brea 265 Specific Plan Phasing 

Land Use FY 2020 FY 2025 FY 2030 FY 2035 FY 2040 FY 2045 

Residential Phasing by DU 

Low Density Residential (LDR) 0 450 450 450 450 450 

Medium Density Residential 

(MDR) 0 650 650 650 650 650 

Total Residential DU's 0 1,100 1,100 1,100 1,100 1,100 

Non-Residential Phasing by Acres 

Parks/Recreation 0 15.1 15.1 15.1 15.1 15.1 

Total Non-Residential Acres 0 15.1 15.1 15.1 15.1 15.1 

 

3.3  Project Water Demand 

Water consumption (demand) for the existing land uses in the specific plan area are assumed to be 

negligible in this WSA. Regardless, the water demand for the existing land uses are accounted for 

in the existing demand reported in the City’s 2020 UWMP, along with the projected future demand 

through fiscal year (FY) 2045.  

 

3.3.1 City Water Demand Factors 

City water demands were developed and projected in the City’s 2020 UWMP are based on 

projections prepared by CDM Smith as part of the 2021 OC Water Demand Forecast for Municipal 

Water District of Orange County (MWDOC) and Orange County Water District (OCWD). The 

updated demand projections were made for the Orange County region as a whole and also provided 

retail agency specific demands based on collaboration with MWDOC and OCWD member 

agencies.   

 

The forecast methodology began with a retail water agency survey that asked for FY 2017-18, FY 

2018-19, and FY 2019-20 water use by major sector, including number of accounts. Given that 

FY 2017-18 was a slightly above-normal demand year (warmer/drier than average) and FY 2018-

19 was a slightly below-normal demand year (cooler/wetter than average), water use from these 

two years were averaged to represent an average-year base water demand.  
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For the residential sectors (single-family and multi-family) the base year water demand was 

divided by households in order to get a total per unit water use (gallons per home per day). In order 

to split household water use into indoor and outdoor uses, three sources of information were used: 

(1) the Residential End Uses of Water (Water Research Foundation, 2016); (2) California’s 

plumbing codes and landscape ordinances; and (3) CA DWR’s Model Water Efficient Landscape 

Ordinance (MWELO) calculator.   

Three different periods of residential end uses of water were analyzed as follows:  

• Pre-2010 efficiency levels – Has an average indoor water use that is considered to be 

moderately efficient, also does not include the most recent requirements for MWELO.   

• High-efficiency levels – Includes the most recent plumbing codes that are considered to be 

highly efficient, and also includes the most recent requirements for MWELO.  

• Current average efficiency levels – Represents the weighted average between pre-2010 

efficiency and high efficiency levels, based on average age of homes for each retail water 

agency. 

 

For outdoor residential water use, the indoor per capita total was multiplied by each member 

agency-specific persons per household in order to get an indoor residential household water use 

(gallons per day per home), and then was subtracted from the base year total household water use 

for single-family and multifamily for each agency based on actual water use as reported by the 

agency surveys.   

 

For existing residential homes, the current average indoor and outdoor water use for each member 

agency were used for the year 2020. It was assumed that indoor water uses would reach the high 

efficiency level by 2040. Based on current age of homes, replacement/remodeling rates, and water 

utility rebate programs it is believed this assumption is very achievable. It was also assumed that 

current outdoor water use would be reduced by 5% by 2050.  

 

For new homes, the indoor high efficiency level was assumed for the years 2025 through 2050. 

Outdoor uses for new homes were assumed to be 25% and 30% lower than current household 

water use for single-family and multifamily homes, respectively. The resulting residential water 

demand projections utilized in the City’s 2020 UWMP are shown in Table 3.3 
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Table 3.3 
City of Brea 2020 UWMP Residential Demand Data 

  2020 2025 2030 2035 2040 2045 

Residential Dwelling Units 17,031 17,053 17,068 17,068 17,265 17,476 

Single-Family 9,557 9,579 9,594 9,594 9,622 9,628 

Multi-Family 7,474 7,474 7,474 7,474 7,643 7,848 

Residential Demand (AFY) 4,675 4,797 4,724 4,646 4,603 4,622 

Single-Family 3,627 3,692 3,640 3,583 3,535 3,522 

Multi-Family 1,048 1,105 1,084 1,063 1,068 1,100 

Residential Unit Demand (gpd/du) 

Single-Family 339 344 339 333 328 327 

Multi-Family 125 132 129 127 125 125 

Population 45,629 45,883 46,615 47,697 48,155 48,236 

Per-capita Residential Demand 91.5 93.3 90.5 87.0 85.3 85.5 

Source: City of Brea 2020 UWMP and Center for Demographic Research at California State University, 

Fullerton, 2020 

 

Existing and projected population, single-family and multi-family households for each retail water 

agency were provided by the Center for Demographic Research at California State University 

Fullerton (CDR) under contract by MWDOC and OCWD.  CDR provides historical and future 

demographics by census tracts for all of Orange County. Census tract data is then clipped to retail 

water agency service boundaries in order to produce historical and projected demographic data by 

agency.  

 

The projected number of residential dwelling units and the calculated per dwelling unit demand 

for single-family and multi-family homes is shown in Table 3.3. The best representation for water 

use in water efficient homes is given by years 2040 and 2045. It was assumed in the demand 

projections that existing home indoor use would reach high efficiency levels by 2040 and new 

homes would start off as efficient. This results in water efficient residential use factors of 327 

gpd/du for single-family homes and 125 gpd/du for multi-family homes shown for 2040 in Table 

3-3. These factors are slightly higher than what a new home factor would be because outdoor use 

for existing homes was only reduced by 5% by 2050 when compared to existing outdoor use while 

for new homes it was reduced by 25% for single-family and 30% for multi-family homes when 

compared to existing outdoor use. 

 

These demand factors are maintained in this analysis for the projection of City water demand. The 

City identified water demands from anticipated new development in the 2020 UWMP, including 

Brea 265. An estimated water demand for Brea 265 of 545.9 AFY is documented in Table 3-4 of 

the UWMP. However, the demographic data presented in Table 3.3 above, taken from the UWMP, 

does not appear to account for sufficient residential growth to accommodate the Project. As such, 

Project demands will be added to the overall City demands presented in the 2020 UWMP.  

 

The Project demand of 545.9 AFY presented in the UWMP was taken from the City of Brea 2021 

Water Master Plan (WMP). The WMP used a single water demand factor, for single-family 

residential use, and applied it to the entire project acreage. This is an appropriate approach to 
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estimating system-wide future water demands for the WMP as a high-level planning document. 

The various demand factors in the WMP were generated on a per-acre basis using billed water use 

data for 2019 divided by the corresponding land use acreage from GIS. The year 2019 was chosen 

as a representative year most closely matching the five-year average water use from 2015 through 

2019. The WMP developed a per-acre factor for residential uses, rather than a per dwelling unit 

factor, because the City’s GIS data did not include the number of dwelling units. The resulting 

demand factors for single-family and multi-family uses in the WMP combine many different 

densities and ages of housing products. As such, a separate and more detailed demand projection 

for the Proposed Project is presented below based on Specific Plan land use data, metered water 

use for similar housing products, and estimated irrigation water use. 

 

The Project area will contain all new construction with mandated water conservation measures in 

place. The City provided 2018 water use data for newer developments within their service area 

that have residential densities similar to the Proposed Project. The year 2018 was selected because 

it had the highest metered water use since 2015 and would provide conservative results for water 

supply planning. The developments provided were Olinda Ranch, Blackstone, and La Floresta. 

The average calculated densities and average water demand per dwelling unit (du) for these 

developments are summarized in Table 3.4. 

Table 3.4 

2018 Average Water Use by Residential Development 

Development Land Use AC DU's 

Average Density 

(du/ac) 

Average Use 

(gpd/du) 

Olinda Ranch Very Low Density 41 63 1.5 762 

PA 6 Blackstone SFD 33 93 2.8 407 

PA 5 Blackstone SFD 25 100 4.0 352 

PA 8 La Floresta Zero Lot Line SFD 16 77 6.0 218 

PA 3 Blackstone SFD Cluster 49 261 6.5 145 

PA 3 La Floresta SFD Cluster 12 89 8.5 144 

PA 7 La Floresta Townhomes 
  

15.0 122 

 

The residential land use data for the Project was split into the area west of Valencia Avenue and 

the area east of Valencia Avenue to account for the lower density product to the east. The Project’s 

residential land use types and densities were compared with the water use data in Table 3.4 to 

estimate Project water demand factors on a per dwelling unit basis. The proposed demand factors 

also take into account estimated sewer flow generation factors that were calculated using 

September 2019 sewer flow monitoring data collected as part of this Project. Sewer flow represents 

indoor water use with the remainder of the water demand attributed to outdoor (irrigation) use. 

The recommended residential water demand factors for the Proposed Project are shown in Table 

3.5 along with the resulting average water demand. The Project water demand factors are 

conservatively higher than those used for projected residential growth in the City’s 2020 UWMP, 

shown in Table 3.3.  
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Table 3.5 
Proposed Project Water Demand Factors for Residential Use 

Proposed Land Use Acres du/ac DU's 

Factor 

(gpd/du) 

Average 

Demand 

(gpd) 

WEST LOW DENSITY RESIDENTIAL 

Low Density Residential (LDR) 25.2 4.2 105 380 39,900 

Public Safety/Civic(1)         330 

Medium Density Residential (MDR) 49.0 10.3 507 160 81,120 

Subtotal 74.2 8.2 612 
 

121,350 

EAST HILLSIDE RESIDENTIAL 

Low Density Residential (LDR) 109.4 3.1 345 420 144,900 

Medium Density Residential (MDR) 13.9 10.0 143 160 22,880 

Subtotal 123.3 4.0 488 
 

167,780 

Total Domestic 197.5 5.6 1,100   289,130 

(1) Included in LDR land use in Specific Plan (PA 11). Average flow assumes 6 personnel and 55         

gpcd. 

 
The Specific Plan breaks down residential use into Low Density Residential (LDR) and Medium 

Density Residential (MDR) as opposed to the Single-Family and Multi-Family Residential 

categories used in the 2020 UWMP. The LDR category provides for detached and attached single-

family homes. The MDR products provides for detached and attached single-family homes, 

townhomes, condominiums, and duplexes. Both residential categories are classified based on 

residential density shown in Table 3.5. The LDR demand factor for the western Project area of 380 

gpd/du is based on the average water use for Blackstone Planning Area (PA) 5 and PA 6 shown in 

Table 3.4. The factor is conservatively high given the lower density of these existing housing 

products. It also correlates with the sewer generation factor of 230 gpd/du, assuming that 

approximately 60 percent of the water demand will be indoor use (sewer flow) and 40 percent 

outdoor use for irrigation. The LDR factor for the eastern Project area of 420 gpd/du is based on 

the lower density Blackstone PA 6 development. This factor also correlates with the sewer flow 

factor used for this product of 250 gpd/du, assuming the same 60/40 indoor/outdoor ratio.  

 

A factor of 160 gpd/du is assumed for MDR homes in both the eastern and western Project areas 

based on the Blackstone and La Floresta Cluster homes and La Floresta zero lot line detached 

homes. This is conservative given the higher density product within the Project areas compared to 

the Blackstone and La Floresta homes. The MDR product correlates with the estimated sewer flow 

by assuming 80 percent indoor use (sewer flow) and 20 percent outdoor use. The lower outdoor 

use is anticipated for the MDR homes due to limited yard/landscape areas within these products. 

Water demand for the common area landscaping is accounted for separately and is described 

below. 
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In addition to the residential land uses, the Specific Plan provides for a reserved site for public 

safety/civic uses within PA 11 which is designated in the LDR category. Water demand for this 

public use was calculated using and estimated 6 personnel on duty at any one time and a demand 

of 55 gallons per capita per day (gpcd). The estimate of personnel on duty was provided by City 

staff.  

 

Landscape Irrigation Demand 

The parks and recreation area within the Project includes a 13-acre sports park to the west of 

Valencia Avenue and a 2.1-acre park to the east of Rose Drive. State mandated water conservation 

measures require an outdoor water budget that is consistent with the Department of Water 

Resources Model Water Efficient Landscape Ordinance (MWELO) adopted by the State Water 

Resources Board in 2015. The MWELO requires the calculation of a maximum applied water 

allowance (MAWA) for outdoor water use that is no more than 55% of the reference 

evapotranspiration (ETo) rate for residential landscaping and 45% for commercial landscaping. A 

landscape irrigation factor of 2,040 gpd/acre was calculated for the Project residential areas based 

on the MAWA using the ETo data for Monrovia, CA, of obtained from California Irrigation 

Management Information System (CIMIS) and an ETo adjustment factor (ETAF) of 0.55 (55% of 

the ETo) for residential areas. The Monrovia CIMIS station is the closest station to the Project site 

and the ETo for that station was 49.85 inches per year. The resulting common area irrigation water 

demand estimate for the Project is shown in Table 3.6. The irrigated acreage for the residential 

common areas was provided by the developer’s engineer, Hunsaker & Associates, and the park 

area is included in the Project Specific Plan. As a cross-check, the irrigation demand for the sports 

park was calculated using the proposed site plan along with the ETo and estimated plant factor and 

irrigation efficiency. The result was an estimated 31 AFY for the parks and recreation area 

compared to 35 AFY derived using the MAWA calculation.   

 

Table 3.6 
Proposed Irrigation Demand Factors 

Land Use Acres 

Factor 

(gpd/ac) GPD 

Irrigated Common Areas 65.00 2,040 132,602 

Parks/Recreation 15.10 2,040 30,805 

Total 80.10   163,407 

Monrovia Eto (in/yr) 49.85   
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New developments are required to comply with current water conservation standards and are 

expected to have lower than average demand when compared to current City-wide use. As such, 

the recommended factors utilized in this analysis are sufficiently conservative and appropriate for 

planning purposes. The projected water use for the Project, utilizing the factors described above, 

is summarized in Table 3.7.  

 

Table 3.7 
Water Demand Summary 

Water Use gpd AFY 

Residential 289,130 323.9 

Irrigation 163,407 183.0 

Total Water Demand 452,537 507 

 

The resulting total water demand of 507 AFY is somewhat lower than the value of 545.9 AFY 

reported for Brea 265 in Table 3-4 of the UWMP. However, the residential water use factors for 

the Project are conservatively higher than those used in the City’s 2020 UWMP for new residential 

development.  

 

The population for the Proposed Project is estimated using the factors utilized in the Project 

Environmental Impact Report (EIR) of 2.82 persons per du from the City’s General Plan 2021-

2029 Housing Element. The resulting population estimate is 3,102 for the Project. Using this 

population estimate and the calculated Project residential demand, the resulting residential per 

capita water use is equal to 93 gpd. In comparison, using data from the 2020 UWMP for year 2045 

(water efficient homes), the residential per capita water use is equal to 86 gpd, again showing that 

Project water demand estimates in this WSA are conservative.  

 

Based on the estimated Project development phasing as shown in Table 3.2, estimated water 

demand phasing is shown in Table 3.8 (excluding water loss).  Buildout is estimated to occur by 

2025, so Project water demands are estimated to remain constant from 2025 through 2045.  

 

Table 3.8 
Estimated Project Phasing of Water Demand 

 2025 2030 2035 2040 2045 

Brea 265 Water Demand (AFY) 507 507 507 507 507 
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4 CITY WATER SYSTEM  

4.1 City Water System Characteristics 

The City is located in northern Orange County between the City of La Habra on the west, City of 

Fullerton on the southwest, the City of Yorba Linda on the southeast and the County of Los 

Angeles on the north and encompasses an area of approximately 12.1 square miles. The City Water 

Division serves all the City’s area except the Vesuvius tract at the eastern end which is served by 

Yorba Linda Water District. The City’s water service area population was 45,629 in 2020 

according to the CDR. The City receives its water from three sources; local groundwater from the 

La Habra Basin pumped from one City well, groundwater from the Main San Gabriel Basin 

provided by the California Domestic Water Company (CDWC), and imported water from the 

Municipal Water District of Orange County (MWDOC). MWDOC is Orange County’s wholesale 

supplier and is a member agency of the Metropolitan Water District of Southern California 

(Metropolitan). 

 

The City’s distribution system consists of 228 miles of pipeline and seven storage reservoirs with 

a combined storage capacity of 69.5 million gallons (MG). The storage system is supported with 

five booster pump stations. The booster pumps have a total capacity of 14,800 gallons per minute 

(gpm) serving 18 pressure zones. In 2020, the City served 13,821 municipal connections that 

supplied 9,131 AF of water. The City also manages an irrigation well located at the Brea Creek 

Golf Course that pumps up to 450 gpm to serve the golf course. 

 

4.2 City Water Demands 

Annual potable water use within the City’s service area has averaged 9,956 AF in the past decade. 

As a result of Governor Jerry Brown’s mandatory water conservation order in 2014, retail water 

use within the City’s service area has decreased from the average of 10,679 AF (FY2010/11 

through FY2014/15) to the last five-year average of 9,234 (FY2015/16 through FY2019/20).  In 

FY 2019-20, the City used 9,131 AF of water; this was comprised of 9,039 AF (99%) potable 

imported groundwater from CDWC and 92 AF (1%) non-potable water pumped from La Habra 

Groundwater Basin from one City well for irrigation purposes only. In FY 2019-20, the City’s 

water use profile was comprised of 51.2% residential use, 28.7% commercial, institutional, and 

industrial (CII) use, 15.0% large landscape/irrigation, with non-revenue water (NRW) and other 

uses comprising about 5.0%. There is currently no recycled water use within the City’s service 

area. 

 

The California Green Building Standards Code (CGBC) has a direct impact on new residential and 

non-residential building and water conservation in the State. The 2016 California Green Building 

Standards Code, which became effective on January 1, 2017, aims to cut indoor water consumption 

by 20 to 35 percent from standards in place prior to the adoption of the first CGBC that became 

effective August 1, 2009, primarily through more efficient indoor water fixtures. The 2016 

California Green Building Standards Code also includes outdoor water conservation by reducing 

the area devoted to high-irrigation use lawns and plants, emphasizing natural drought-tolerant 

plantings and the installation of irrigation controls that respond to local weather conditions. This 

is consistent with the MWELO, which was adopted by the State on July 15, 2015. 

 

Future City water demands were projected in the City’s 2020 UWMP based on such factors as 

current and future demographics and future water use efficiency measures. As discussed in Section 
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3.3.1, the water demand projections included in the City’s 2020 UWMP were an outcome of the 

2021 OC Water Demand Forecast for Municipal Water District MWDOC and OCWD prepared 

by CDM Smith. Water demand for existing land use at the Project site is included in the City’s 

2020 UWMP water use data, though this existing demand is assumed negligible in this WSA. The 

additional demand resulting from the Proposed Project was identified in the UWMP as future 

residential use (2020 UWMP, Table 3-4) with a projected demand of 545.9 AFY based on the 

2021 WMP as discussed in Section 3.3.1 of this WSA.  

 

When looking at the City’s projected residential water demand shown in Table 3.3 above, it 

appears that the demand and corresponding residential units may not account for enough 

residential growth given the Project size and anticipated future densification projects within the 

City. Therefore, to be conservative, the demand for the Project will be added to the demand 

projections in the 2020 UWMP, even though the Project was specifically identified in the UWMP.  

 

Projected City water demand through FY 2045, including the water demand from the Proposed 

Project, is shown in Table 4.1. A separate line item is shown for the Project which is then added 

to the projected City demand from the 2020 UWMP. All demands in Table 4.1 include 5 percent 

water loss consistent with the 2020 UWMP.    

 

Table 4.1 
Projected Normal City Water Demand (AF) 

Projected Normal Demand(a) FY 2025 FY 2030 FY 2035 FY 2040 FY 2045 

Total City Demand without Project 

(2020 UWMP)(b) 
9,543 9,695 9,691 9,725 9,745 

Additional Proposed Project 

Demand(c) 
532 532 532 532 532 

Total Demand 10,075 10,227 10,223 10,257 10,277 

(a) All demands include estimated 5% water loss consistent with the 2020 UWMP 

(b) Normal year demand as projected in the City's 2020 UWMP assumed not to include Project demand  

(c) Projected for FY2025, 2030, 2035, 2040, & 2045 (507 AFY from Table 3.8 plus 5% water loss)   

   

4.3 City Water Supply 

The City’s primary sources of water supply are imported groundwater from the Main San Gabriel 

Basin through CDWC and imported water from Metropolitan through MWDOC. The City also 

extracts local groundwater from the La Habra Groundwater Basin (Basin). However, the one 

groundwater well owned by the City is used strictly for irrigation purposes. City water supply by 

source for the five fiscal years 2016-2020 consisting of groundwater supplied through CDWC, 

imported water supplied through MWDOC, and non-potable local groundwater is shown in Table 

4.2.  
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Table 4.2 
Historical City Potable Water Supply (AF) 

Source 2016 2017 2018 2019 2020(2) 

CDWC Imported(1) 7,267 7,645 7,950 8,315 9,039 

MWDOC Imported(1) 1,553 1,160 1,889 877 0 

Local Groundwater(2) 57 96 107 95 92 

Total 8,878 8,900 9,946 9,287 9,131 

(1) Historic imported water data provided by City staff from supplier billing 

during preparation of this WSA 

(2) 2020 supply data and 2016 to 2020 local groundwater data taken from 

Tables 6-1 and 6-4 of the City’s 2020 UWMP, respectively 

 

The City’s projected water supply from the 2020 UWMP is shown in Table 4.3 in Section 4.3.5. 

The imported water supply numbers shown in Table 4.3 represent only the supplies projected to 

meet demands and not the full supply capacity. 

 

Non-revenue water (water loss) is defined by the International Water Association (IWA) and 

American Waterworks Association (AWWA) as the difference between distribution systems input 

(supply) volume and billed authorized consumption (demand). Water loss is an extraneous demand 

on the water system. In the City’s 2020 UWMP, non-revenue potable water was calculated at 

approximately 5 percent of the water supplied into the City’s distribution system in FY 2020. 

Water loss is included in the supply totals for each water supply shown in Table 4.2 and Table 4.3.  

 

4.3.1 Imported Groundwater Supply 

The information in this section is intended to furnish the information required by Water Code 

section 10910(f). 

 

The City obtains imported groundwater supply from CDWC, a mutual water company. CDWC 

provides groundwater from the Main San Gabriel Basin to each of its member agencies who own 

and/or lease stock in the company. There are two classes of entitlement with CDWC, which 

translate to different water allotments: “common stock entitlement” and “other entitlement.” As of 

2020, the City owns approximately 2,208 and leases another 188 common stock entitlements, 

which translates to an entitlement allotment of approximately 3,475 AFY. As for other 

entitlements, the City owns approximately 2,189 shares, which translates to approximately 1,663 

AFY. The City also leases additional shares of CDWC stock from member agencies that do not 

use their maximum allotted amount. The City receives water from CDWC through three metered 

connections. Each connection is gravity fed and comes from one of two CDWC hydraulic lift 

systems.   

 

Each CDWC member agency receives a prescribed entitlement to water based upon the number of 

shares owned and the safe yield of the Main San Gabriel Basin. The member agency entitlement 

criterion per share varies year by year, based on CDWC’s allotted percentage and the Basin 

Operating Safe Yield (OSY) from the Basin. The OSY is determined annually by the Main San 

Gabriel Basin Watermaster, the agency created by the Main San Gabriel Judgment to manage the 
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Main San Gabriel Basin. Agencies that use water beyond their share of entitlement must pay a 

surcharge levied by CDWC. As such, there is not a permanent limit or cap on the amount of water  

CDWC can produce from the Basin. CDWC owns approximately 12,363 AF of prescriptive 

pumping rights in the Main San Gabriel Basin with the quantity available adjusted annually based 

on the determination of the Basin’s OSY. Based on the FY 2020-21 OSY for the Basin set at 

150,000 AF, CDWC’s prescriptive pumping rights is adjusted to total approximately 9,383 AF. 

Currently, this is the amount of groundwater CDWC can produce from the Basin before incurring 

replacement water assessments. The Main San Gabriel Basin and the Basin Judgement are further 

described in Section 6.2.1 of the City’s 2020 UWMP. 

 

4.3.2 Imported Surface Water 

The information in this section is intended to provide the information required by Water Code 

section 10910(d).   

 

MWDOC provides imported water supplies to the City as a member agency of Metropolitan. 

Metropolitan is a wholesale water agency serving 19 million people in six Southern California 

counties. Metropolitan was formed in 1928 and is composed of 26 member agencies including 

both cities and water districts. Metropolitan provides water from the Colorado River and the State 

Water Project (San-Joaquin River Delta), and also obtains additional supplies from numerous 

storage, water transfers, exchanges, water banking, and fallowing projects.  

Metropolitan has a legal entitlement to receive water from the Colorado River under a permanent 

service contract with the Secretary of the Interior. The Colorado River Aqueduct (CRA) transports 

water from Lake Havasu, at the border of the states of California and Arizona, approximately 242 

miles to its terminus at Lake Mathews in Riverside County. The actual amount of water per year 

that may be conveyed through the CRA to Metropolitan’s member agencies is subject to the 

availability of Colorado River water for delivery. The CRA is owned and operated by Metropolitan 

and has a capacity of 1.2 MAF a year. Water from the Colorado River or its tributaries is available 

to users in California, Arizona, Colorado, Nevada, New Mexico, Utah, and Wyoming, as well as 

to Mexico. Metropolitan has a basic entitlement of 550,000 AFY of Colorado River water, plus 

surplus water up to an additional 662,000 AFY under specific conditions.  

 

Metropolitan also receives water from the San-Joaquin River Delta (Delta) in northern California 

via the 444-mile-long California Aqueduct (State Water Project or SWP), which is managed by 

the Department of Water Resources (DWR). The DWR has entered into contracts with water 

districts and regional agencies (SWP Contractors) specifying the amount of SWP water to be 

delivered to each SWP Contractor. Each SWP Contractor was provided with a contract amount 

(Table A Amount) and capacity rights to the SWP aqueduct and storage system in return for 

payments intended to cover operation and maintenance, bondholder obligations, and repayment of 

moneys loaned from the California Water Fund. DWR water supply contracts contemplate that the 

SWP would deliver 4.17 MAFY to 29 SWP Contractors. Of this amount, 4.13 MAFY is the 

maximum Table A water available for delivery from the Delta pumps as stated in the State Water 

Contract.  

 

In accordance with its contract with the DWR, Metropolitan has a Table A allocation of 1,911,500 

AF per year under contract from the SWP. The availability of water supplies from the SWP can 

be highly variable. A wet water year may be followed by a dry or critically dry year and fisheries 

issues can restrict the operations of the export pumps even when water supplies are available. As 
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such, annual deliveries are set as a percentage of the maximum allocation-based water supply for 

that year.  

 

Metropolitan’s 2020 UWMP finds that Metropolitan can meet demands of its member agencies, 

including the City through MWDOC, from 2020 through 2045 during normal years, a single dry 

year, and multiple dry years. The foundation of Metropolitan’s resource strategy for achieving 

regional water supply reliability has been to develop and implement water resources programs and 

activities that provide a mix of resources. This preferred resource mix includes conservation, local 

resources such as water recycling and groundwater recovery, Colorado River supplies and 

transfers, SWP supplies and transfers, in-region surface reservoir storage, in-region groundwater 

storage, out-of-region water banking, treatment, conveyance, and infrastructure improvements. 

Reliability of Metropolitan’s supply is further discussed in Section 5.0, Reliability of Water 

Supplies.  

 

Metropolitan member agencies receive imported water at various delivery points along the 

Metropolitan transmission system and pay for it at tiered and/or uniform rates established by the 

Board depending on the class of service. The City purchases treated potable water from 

Metropolitan through MWDOC. The three City supply connections with Metropolitan are OC-6, 

OC-29, and OC-62, with capacities of 10 cubic feet per second (cfs), 15 cfs, and 10 cfs, 

respectively (Brea, Water Master Plan, May 2021). The infrastructure programs are in place and 

no further regulatory permits are required to permit Metropolitan to convey imported water to 

these facilities for use by the City. Because the City also is supplied with groundwater through 

CDWC, reliance on imported surface water from Metropolitan is greatly reduced. Metropolitan 

water can be utilized to smooth out seasonal peaks and enhance overall water supply reliability to 

the City.  

 

A description of the amount of Metropolitan water delivered to the City in the past and anticipated 

to be delivered to the City in the future under a variety of scenarios is set forth in Section 5 of this 

WSA.  

 

4.3.3 Local Groundwater Supply 

The La Habra Basin 

The unadjudicated La Habra Basin covers parts of Los Angeles County and Orange County and is 

part of both the Central Basin and the Orange County Basin, which are both designated by DWR 

as medium-priority basins. The La Habra Basin lies entirely within the Coyote Creek Watershed. 

A portion of the Basin is located within Central Basin as well as the northern tip of the Orange 

County Basin. La Habra’s Groundwater Management Plan only focuses on the portion of the Basin 

located outside of both Central Basin and Orange County Basin.  

 

From a structural geology standpoint, the La Habra Basin area is dominated by the northwest 

trending La Habra Syncline (a U–shaped down–fold) which is bounded on the north by the Puente 

Hills and on the south by the Coyote Hills. The fold is a naturally occurring trough, or valley, 

where significant quantities of groundwater have accumulated over the past 150,000 years. The La 

Habra Groundwater Basin consists of three water-bearing zones: 1) the Alluvium, 2) the La Habra 

Formation (including the Coyote Hills Formation), and 3) the San Pedro Formation. 
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The Alluvium is comprised of young and old alluvium. The deposits are found along the surface 

stream courses and is composed of unconsolidated silt, clay, sand, and gravel. Alluvium thickness 

ranges from a few feet to over 100 feet. Generally, the La Habra Formation lies below the 

Alluvium, consisting of the La Habra and Coyote Hills Formations. However, in the Coyote Hill 

and Puente Hills, the Alluvium is uplifted and exposed. The La Habra Formation consists of non-

marine mudstone, siltstone, sandstone, and conglomerate. It ranges in thickness from 300 to nearly 

1,200 feet. Water levels of wells in the La Habra Formation have been measured between 100 and 

200 feet below ground surface across the La Habra Basin area. 

 

Underneath the La Habra Formation lies the San Pedro Formation. As the deepest water bearing 

unit, the San Pedro Formation is comprised of sand, gravel, sandstone, conglomerate, and shale. 

The San Pedro Formation ranges between 200 and 400 feet in thickness and produces the best 

quality groundwater of all the water bearing zones. Pressure levels of confined groundwater in 

wells of the San Pedro aquifer zone range from about 100 to 200 feet below ground surface. 

 

Sustainable Groundwater Management Act 

In 2014, the State of California adopted the Sustainable Groundwater Management Act (SGMA) 

to help manage its groundwater sustainably, and limit adverse effects such as significant 

groundwater-level declines, land subsidence, and water quality degradation. SGMA requires all 

high- and medium-priority basins, as designated by DWR, be sustainably managed. DWR 

designated the non-adjudicated Coastal Plain of OC Basin as a medium-priority basin, primarily 

due to heavy reliance on the groundwater as a source of water supply. Compliance with SGMA 

can be achieved in one of two ways (City of La Habra et al., 2017):    

1) A GSA is formed, and a GSP is adopted, or   

2) Special Act Districts created by statute, such as OCWD, and other agencies may prepare and 

submit an Alternative to a GSP   

 

Led by OCWD, the agencies within Basin 8-1, collaborated to submit an Alternative to a GSP in 

2017, titled the “Basin 8-1 Alternative” to meet SGMA compliance. This document supersedes 

the La Habra Basin Groundwater Management Plan from 2014 and will be updated every five 

years. The current (2017) version of the SGMA-compliant document can be found on the following 

link: basin-8-1-alternative-final-report-1.pdf (ocwd.com). 

 

Basin Safe Yield 

The Basin is not adjudicated. Instead, the City follows a “safe yield” which is used for the 

management and future planning of the Basin for sustained beneficial use. The safe yield is the 

volume of groundwater that can be pumped without depleting the aquifer to a point where it cannot 

recover through natural recharge over a reasonable period of time. 

 

The safe yield for the Basin was estimated to be approximately 4,500 AFY. This safe yield was 

determined through an average from two separate studies that accounted for natural groundwater 

recharge and natural groundwater discharge. The La Habra Basin continues to be managed 

sustainably by maintaining and coordinating groundwater production within the estimated safe 

yield. The City of La Habra is also evaluating its existing monitoring program with the intent to 

develop a more robust groundwater elevation and water quality monitoring program (La Habra, 

2020).  
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Groundwater elevations within the Basin have risen approximately 100 feet from the 1940s 

through 2014 with an overall rising trend of 50 to 60 feet between 1970 and 2007. This increase 

in groundwater elevations demonstrates the Basin is not currently in an overdraft condition. 

However, the City will continue monitoring groundwater elevation trends of the Basin and will 

review its groundwater operations should groundwater elevations show any signs of decline (La 

Habra, Groundwater Study, August 2014). 

 

Historic Groundwater Extraction  

Historically, groundwater produced from the Basin yielded low quality water. The City owns and 

operates one non-potable groundwater well used for irrigation at Brea Creek Golf Course. Local 

groundwater accounted for 57 to 107 AFY of the City’s total water supply in the past five years. 

Since FY 2015-16, the volume of groundwater pumped by the City has increased and remained 

relatively stable for the last four years (Table 4.2). 

 

4.3.4 Recycled Water Supply 
The City does not own or operate any wastewater or recycled water facilities and does not use 

recycled water as a supply source.  

 

4.3.5 Projected City Water Supply 
Projected normal–year supply by source for the City from the 2020 UWMP through the year 2045 

is shown in Table 4.3.  

 

Table 4.3 
2020 UWMP Projected City Normal Year Water Supply (AF) 

Supply Sources/Demands FY 2025 FY 2030 FY 2035 FY 2040 FY 2045 

Supply Normal Year 

CDWC 9,000 9,000 9,000 9,000 9,000 

MWDOC 428 580 576 610 630 

Local (Groundwater)(a) 115 115 115 115 115 

Total Supply 9,543 9,695 9,691 9,725 9,745 

(a) One City well used for irrigation 

(b) Source: City of Brea 2020 UWMP 

E-36



Brea 265 Water Supply Assessment 

 5-1 May 2022 

5 RELIABILITY OF WATER SUPPLIES 

Every urban water supplier is required to assess the reliability of their water service to its customers 

under normal, dry, and multiple dry water years. The City depends on a combination of imported 

and local supplies to meet its water demands and has taken numerous steps to ensure it has 

adequate supplies. There are various factors that may impact reliability of supplies such as legal, 

environmental, water quality and climatic. This section provides a description of Metropolitan’s, 

CDWC’s, and the City of Brea’s efforts in securing adequate water supply, as well as the reliability 

of regional and City normal, single dry year, and multiple dry year water supplies. Metropolitan’s, 

MWDOC’s and the City’s 2020 UWMPs conclude that they are able to meet, full-service demands 

of their member agencies through 2045 during normal years, a single-dry year, and multiple-dry 

years. Consequently, the City is projected to meet full-service demands through 2045 for the same 

scenarios. 

 

5.1 Metropolitan Water District Supply Reliability 

Metropolitan was formed in the late 1920's. Collectively, charter members recognized the limited 

water supplies available within the region and realized that continued prosperity and economic 

development of Southern California depended upon the acquisition and careful management of an 

adequate supplemental water supply. This foresight made the continued development of Southern 

California possible.  

 

Metropolitan acquires water from Northern California via the State Water Project (SWP) and from 

the Colorado River to supply water to most of Southern California. As a wholesaler, Metropolitan 

has no retail customers, and distributes treated and untreated water directly to its 26 member 

agencies.  

 

Metropolitan’s 2020 IRP update describes the core water resources that will be used to meet full-

service demands at the retail level under all foreseeable hydrologic conditions from 2025 through 

2045. The foundation of Metropolitan’s resource strategy for achieving regional water supply 

reliability has been to develop and implement water resources programs and activities through its 

IRP preferred resource mix. This preferred resource mix includes conservation, local resources 

such as water recycling and groundwater recovery, Colorado River supplies and transfers, SWP 

supplies and transfers, in-region surface reservoir storage, in-region groundwater storage, out-of-

region banking, treatment, conveyance, and infrastructure improvements. 

 

Metropolitan’s 2020 UWMP was developed as part of the 2020 IRP planning process. 

Metropolitan’s 2020 UWMP finds that Metropolitan can meet, full-service demands of its member 

agencies from 2020 through 2045 during normal years, single dry year, and multiple dry years. 

The IRP represents Metropolitan’s comprehensive blueprint for long-term water reliability, 

including key supply development and water use efficiency goals. 

 

The reliability and operational issues related to Metropolitan’s various sources of supply are 

discussed by major source in the subsequent sections.  
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5.1.1 State Water Project 

The SWP consists of a network of pump stations, reservoirs, aqueducts, tunnels, and power plants 

operated by DWR and is an integral part of the effort to ensure that business and industry, urban 

and suburban residents, and farmers throughout much of California have sufficient water. The 

SWP is the largest state-built, multipurpose, user-financed water project in the United States. 

Nearly two-thirds of residents in California receive at least part of their water from the SWP with 

approximately 70 percent of SWP’s contracted water supply going to urban users and 30 percent 

to agricultural users. The primary purpose of the SWP is to divert and store water during wet 

periods in northern and central California and distribute it to areas of need in northern California, 

the San Francisco Bay area, the San Joaquin Valley, the Central Coast, and Southern California. 

 

The availability of water supplies from the SWP can be highly variable. A wet water year may be 

followed by a dry or critically dry year and fisheries issues can restrict the operations of the export 

pumps even when water supplies are available.  

 

The Sacramento-San Joaquin River Delta (Delta) is key to the SWP’s ability to deliver water to its 

agricultural and urban contractors. All but five of the 29 SWP contractors receive water deliveries 

below the Delta (pumped via the Harvey O. Banks or Barker Slough pumping plants). However, 

the Delta faces many challenges concerning its long-term sustainability such as climate change 

posing a threat of increased variability in floods and droughts. Sea level rise complicates efforts in 

managing salinity levels and preserving water quality in the Delta to ensure a suitable water supply 

for urban and agricultural use. Furthermore, other challenges include continued subsidence of 

Delta islands, many of which are below sea level, and the related threat of a catastrophic levee 

failure as the water pressure increases, or because of a major seismic event.  

 

Ongoing regulatory restrictions, such as those imposed by federal biological opinions (Biops) on 

the effects of SWP and the federal Central Valley Project (CVP) operations on certain marine life, 

also contribute to the challenge of determining the SWP’s water delivery reliability. In dry, below-

normal conditions, Metropolitan has increased the supplies delivered through the California 

Aqueduct by developing flexible CVP/SWP storage and transfer programs. The goal of the 

storage/transfer programs is to develop additional dry-year supplies that can be conveyed through 

the available Harvey O. Banks pumping plant capacity to maximize deliveries through the 

California Aqueduct during dry hydrologic conditions and regulatory restrictions. In addition, the 

California State Water Resources Control Board (SWRCB) has set water quality objectives that 

must be met by the SWP including minimum Delta outflows, limits on SWP and CVP Delta 

exports, and maximum allowable salinity level.  

 

“Table A” water is the maximum entitlement of SWP water for each water contracting agency. 

Currently, the combined maximum Table A amount is 4.17 MAFY. Of this amount, 4.13 MAFY 

is the maximum Table A water available for delivery from the Delta pumps as stated in the State 

Water Contract. However, deliveries commonly are less than 50 percent of Table A amounts.  
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SWP contractors may receive Article 21 water on a short-term basis in addition to Table A water 

if requested. Article 21 of SWP contracts allows contractors to receive additional water deliveries 

only under specific conditions, generally during wet months of the year (December through 

March). Because an SWP contractor must have an immediate use for Article 21 supply or a place 

to store it outside of the SWP, there are few contractors like Metropolitan that can access such 

supplies. 

 

Carryover water is SWP water allocated to an SWP contractor and approved for delivery to the 

contractor each year but not used by the end of the year. The unused water is stored in the SWP’s 

share of San Luis Reservoir, when space is available, for the contractor to use in the following 

year. 

 

Turnback pool water is Table A water that has been allocated to SWP contractors that has exceeded 

their demands. This water can then be purchased by another contractor depending on its 

availability.  

 

SWP Delta exports are the water supplies that are transferred directly to SWP contractors or to San 

Luis Reservoir storage south of the Delta via the Harvey O. Banks pumping plant. Estimated 

average annual Delta exports and SWP Table A water deliveries have generally decreased since 

2005, when Delta export regulations affecting SWP pumping operations began to become more 

restrictive due to the Biops.  

 

Metropolitan’s 2020 UWMP provides details on the factors that affect the ability to estimate 

existing and future water delivery reliability. In summary, they include water availability at the 

source, water rights with priority of the SWP, climate change, regulatory restrictions on SWP Delta 

exports, ongoing environmental and policy planning efforts, and Delta levee failure. Metropolitan 

estimated SWP supplies using the 2019 SWP Delivery Capability Report distributed by DWR in 

August 2020. The Delivery Capability Report presents the current estimate of the amount of 

deliveries for current (2020) conditions and conditions 20 years in the future.  

 

5.1.2 Colorado River Aqueduct 

The Colorado River was Metropolitan’s original source of water after Metropolitan’s 

establishment in 1928. The CRA, which is owned and operated by Metropolitan, transports water 

from the Colorado River to its terminus at Lake Mathews in Riverside County. The actual amount 

of water per year that may be conveyed through the CRA to Metropolitan’s member agencies is 

subject to the availability of Colorado River water for delivery. 

 

The CRA includes supplies from the implementation of the Quantification Settlement Agreement 

(QSA) and related agreements to transfer water from agricultural agencies to urban uses. The 2003 

QSA enabled California to implement major Colorado River water conservation and transfer 

programs, stabilizing water supplies for 75 years and reducing the state’s demand on the river to 

its 4.4 million acre-feet (MAF) entitlement. Colorado River transactions are potentially available 

to supply additional water up to the CRA capacity of 1.25 MAF on an as-needed basis. Water from 

the Colorado River or its tributaries is available to users in California, Arizona, Colorado, Nevada, 

New Mexico, Utah, and Wyoming, as well as to Mexico. California is apportioned the use of 4.4 

MAF of water from the Colorado River each year plus one-half of any surplus that may be 

available for use collectively in Arizona, California, and Nevada. In addition, California has 
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historically been allowed to use Colorado River water apportioned to but not used by Arizona or 

Nevada. Metropolitan has a basic entitlement of 550,000 AFY of Colorado River water, plus 

surplus water up to an additional 662,000 AFY when the following conditions exists 

(Metropolitan, 2020 UWMP): 

• Water unused by the California holders of priorities 1 through 3 

• Water saved by the Palo Verde land management, crop rotation, and water supply program 

• When the U.S. Secretary of the Interior makes available either one or both:  

o Surplus water is available 

o Colorado River water is apportioned to but unused by Arizona and/or Nevada 

 

Approximately 40 million people rely on the Colorado River and its tributaries for water with 5.5 

million acres of land using Colorado River water for irrigation. Climate change will affect future 

supply and demand as increasing temperatures may increase evapotranspiration from vegetation 

along with an increase in water loss due to evaporation in reservoirs, therefore reducing the 

available amount of supply from the Colorado River and exacerbating imbalances between 

increasing demands from rapid growth and decreasing supplies.  

 

The Colorado River Basin experienced a severe 5-year drought from 2000 to 2004 with below 

average precipitation and runoff. Average precipitation has been near normal since that time while 

runoff has been less than average in two out of every three years. This change in the precipitation 

to runoff relationship is indicative of a drying trend that is characterized as a long-term drought. 

For example, in 2020 the Upper Colorado River Basin snowpack reached a level of 107 percent of 

the median. However, runoff was observed from April through July was just 52 percent of the 

average due to hot and dry conditions. This drying trend over the past 21-years has resulted in 

Lake Mead and Lake Powell storage at 40 and 42 percent of capacity (Metropolitan, 2020 UWMP). 

 

The coordinated operation of Lake Powell and Lake Mead was provided for in the 2007 Interim 

Guidelines and the Intentionally Created Surplus (ICS) program that allows Metropolitan to store 

water in Lake Mead. These stored supplies will help ensure that Metropolitan can deliver up the 

CRA capacity of 1.25 MAF. Additionally, the Lower Basin Drought Contingency Plan (DCP) was 

signed in 2019 to incentivize storage in Lake Mead. This program helps maintain water levels and 

increases Metropolitan’s flexibility to both store water and take delivery of stored water. 

 

With the long-term challenges of water demand exceeding available supply from the Colorado 

River, and additional uncertainties due to climate change, Metropolitan has developed a number 

of supply and conservation programs to increase the amount of supply available from the Colorado 

River. These are discussed in Chapter 3 of the Metropolitan 2020 UWMP which also quantifies 

the volume of water available through these programs to meet expected CRA deliveries equal to 

its annual capacity of 1.25 MAF. The amount of supplies available to Metropolitan for the 2020 

UWMP planning period is based on U.S. Bureau of Reclamation modeling. 
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5.1.3 Storage 

Storage is a major component of Metropolitan’s dry year resource management strategy. 

Metropolitan’s likelihood of having adequate supply capability to meet projected demands, 

without implementing its Water Supply Allocation Plan (WSAP), is dependent on its storage 

resources. Under some conditions, Metropolitan may choose to implement the WSAP to preserve 

storage reserves for a future year rather than using the full supply capability. The WSAP provides 

a detailed methodology to fairly distribute a limited amount of water supply. 

 

Lake Oroville is the SWP’s largest storage facility, with a capacity of about 3.5 MAF. The water 

is released from Oroville Dam into the Feather River as needed, which converges with the 

Sacramento River while some of the water at Bethany Reservoir is diverted from the California 

Aqueduct into the South Bay Aqueduct. The primary pumping plant, the Harvey O. Banks 

pumping plant, pumps Delta water into the California Aqueduct, which is the longest water 

conveyance system in California.  

 

5.1.4 Supply Management Strategies 
On the regional level, Metropolitan has taken a number of actions to secure a reliable water source 

for its member agencies. Metropolitan developed its WSAP for dealing with potential shortages 

that take into consideration the impact on retail customers and the economy, changes and losses in 

local supplies, the investment in and development of local resources, and conservation 

achievements. Metropolitan’s Water Surplus and Drought Management (WSDM) Plan, developed 

in 1999, provides policy guidance for managing regional water supplies during both surplus and 

shortage conditions with the overall goal to minimize the probability of severe shortages. 

Additional actions taken by Metropolitan over the past several years have increased spending on 

conservation, local projects, and water supply/reliability enhancements. 

 

5.2 California Domestic Water Company Supply Reliability 

CDWC has water rights, production, treatment, and conveyance facilities in the Main San Gabriel 

Basin that serve overlying customers within the Suburban Water Company as well as serving the 

City and the City of La Habra. Based on the ten-year average from FY 2010-11 through 2019-20, 

the annual deliveries of groundwater from CDWC to the City and the City of La Habra are 

approximately 13,261 AFY, but this volume varies from year to year.   

 

The Main San Gabriel Basin lies in eastern Los Angeles County and occupies most of San Gabriel 

Valley. The hydrologic basin or watershed coincides with a portion of the upper San Gabriel River 

watershed, and the aquifer or groundwater basin underlies most of the San Gabriel Valley. It is 

bounded on the north by the San Gabriel Mountains, on the northwest by Raymond Basin, on the 

southeast by Puente Basin, and on the south by Central Basin. The Main San Gabriel Basin 

encompasses approximately 107,000 acres and has a storage of 8.9 MAF when the groundwater 

elevation at the Baldwin Park Key Well is 316 feet. Generally speaking, one foot of groundwater 

elevation is equivalent to approximately 8,000 AF of storage.   

 

The hydrogeological San Gabriel Basin is divided between three sub-basins, Main Basin, Puente 

Basin, and portions of Six Basins area. A portion of Six Basins area is tributary to the Main Basin. 

Each of the sub-basins are adjudicated and managed separately.  
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Major sources of recharge to the Main San Gabriel Basin are infiltration of rainfall on the valley 

floor and runoff from the nearby mountains. The Main San Gabriel Basin is the first of a series of 

basins to receive the water from mountain runoff. The Main San Gabriel Basin interacts 

hydrogeologically and institutionally with adjoining basins, including Puente Basin, Central Basin, 

and West Coast Basin (Main San Gabriel Basin Watermaster, 2020).   

 

Main San Gabriel Basin Judgment 

Rapid urbanization in the San Gabriel Valley in the 1940s resulted in an increased demand for 

groundwater drawn from the Upper Area users in Main San Gabriel Basin. Consequently, the Main 

San Gabriel Basin was in a state of overdraft and the available water supply for the Lower Area 

and downstream users decreased. In 1968, at the request of producers, the Upper San Gabriel 

Municipal Water District filed a complaint that would adjudicate water rights in the Main San 

Gabriel Basin and would bring all Basin producers under control of one governing body. The final 

result was the entry of the Main San Gabriel Basin Judgment in 1973.   

 

The Judgment defined the water rights of 190 original parties to the legal action. It created a new 

governing body, the Main San Gabriel Basin Watermaster, and described a program for 

management of water in the Main San Gabriel Basin. Under the terms of the Main San Gabriel 

Basin Judgment all rights to the diversion of surface water and production of groundwater within 

the Main Basin and its Relevant Watershed were adjudicated. The Main Basin Judgment does not 

restrict the quantity of water agencies may extract from the Main Basin. Rather, it provides a means 

for replacing with Supplemental Water all annual extractions in excess of an agency's annual right 

to extract water. The Main Basin Watermaster annually establishes an Operating Safe Yield for 

the Main Basin that is then used to allocate to each agency its portion of the Operating Safe Yield 

that can be produced free of a Replacement Water Assessment. If a producer extracts water in 

excess of his right under the annual Operating Safe Yield, it must pay an assessment for 

Replacement Water that is sufficient to purchase one AF of Supplemental Water to be spread in 

the Main San Gabriel Basin for each AF of excess production. All water production is metered and 

is reported quarterly to the Main Basin Watermaster. The Operating Safe yield for FY 2022-23 

through 2025-26 has been set to 130,000 AF per year1.   

 

In addition to Replacement Water Assessments, the Main Basin Watermaster levies an 

Administration Assessment to fund the administration of the Main Basin management program 

under the Main Basin Judgment and a Make-up Obligation Assessment in order to fulfill the 

requirements for any make-up Obligation under the Long Beach Judgment and to supply fifty 

percent of the administration costs of the River Watermaster service. The Main Basin Watermaster 

levies an In-lieu Assessment and may levy special Administration Assessments. 

 

Water rights under the Main Basin Judgment are transferable by lease or purchase so long as such 

transfers meet the requirements of the Judgment. There is also provision for Cyclic Storage 

Agreements that allow Parties and non-parties to store imported supplemental water in the Main 

Basin under such agreements with the Main Basin Watermaster pursuant to uniform rules and 

conditions and Court approval (Main San Gabriel Basin Watermaster, Annual Report, 2015). 

 

The Main Basin Watermaster has entered into a Cyclic Storage Agreement with three municipal 

water districts, Metropolitan, Three Valleys Municipal Water District (TVMWD), and Upper San 

 
1  Main San Gabriel Basin Watermaster, May 2021. 
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Gabriel Valley Municipal Water District (USGVMWD). The first agreement with Metropolitan 

and USGVMWD permits Metropolitan to deliver and store imported water in the Main Basin in 

an amount not to exceed 100,000 AF for future Replacement Water use. The second Cyclic Storage 

Agreement is with TVMWD and permits Metropolitan to deliver and store 40,000 AF for future 

Replacement Water use. The third is with USGVMWD. 

 

Water Quality 

A number of contaminants in limited parts of the Main San Gabriel Basin require careful 

monitoring and treatment before the water can be supplied to customers. The primary contaminants 

of concerns in the Main San Gabriel Basin include volatile organic compounds (VOCs) and 

nitrates, perchlorate, NDMA, trichloropropane (1,2,3-TCP), and hexavalent chromium (CR VI).   

VOCs and nitrates are the most prevalent contaminants found in the Main San Gabriel Basin. As 

a result, the location and treatment methods are generally well understood. During FY 2019-20, 

30 treatment plants treated approximately 75,000 AF of VOC-contaminated water from the Main 

San Gabriel Basin. Although VOC contamination is substantial, it is centered in just a few areas, 

leaving a large portion of the Main San Gabriel Basin unaffected.   

 

The California State Division of Drinking Water (DDW) lowered the notification level of 

perchlorate from 18 to 4 parts per billion (ppb) in January 2002. Subsequently, a total of 22 wells 

from the Main San Gabriel Basin were removed from service due to unacceptable levels of 

perchlorate. In October 2007, the DDW established a maximum contaminant level (MCL) of 6 

ppb. Efforts to treat perchlorate by the Watermaster resulted in ion-exchange technology treatment 

facilities at five sites in the Baldwin Park Operable Unit (BPOU) and at two facilities in other parts 

of the Main San Gabriel Basin during FY 2019-20. In April 2020, DDW issued a Notice of 

Proposed Rulemaking to consider lowering the perchlorate Detection Limit for Purposes of 

Reporting (DLR) to 2 ppb, and in anticipation of this possible revision, the Watermaster 

coordinated with Producers to conduct “low-level” detection sampling at a level of 0.1 ppb.  

 

During 1998, eight local wells within the Main San Gabriel Basin had levels of NDMA above the 

notification level of 2 ppt at the time. Five of the wells with measurable levels of NDMA had 

already been taken out of service for other reasons, and the other three were taken offline as a 

direct result of NDMA levels above notification level. The Watermaster played a key role in the 

construction of NDMA treatment facilities within the Main San Gabriel Basin. Five facilities were 

operational during FY 2019-20.  

 

1,2,3-TCP is a degreasing agent that has been detected in the BPOU during the winter of 2006. Its 

presence delayed the use of one treatment facility for potable purposes. The DDW determined 

1,2,3-TCP is best treated through liquid phase GAC. Facilities to treat 1,2,3-TCP were operational 

during FY 2019-20.   

 

The DDW required specific water systems to conduct water quality tests for Per- and 

polyfluoroalkyl substances (PFAS) and Perfluorooctane Sulfanate (PFOS) during 2019 and 

established the notification level at 5.1 ppt and 6.5 ppt for PFOS and PFOS, respectively. The 

Watermaster is conducting PFAS sampling and monitoring as required by the SWRCB and 

working with the DDW to characterize the extent of PFAS in the Main San Gabriel Basin (Main 

San Gabriel Basin Watermaster, 2020). 
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5.3 City Water Supply Reliability Measures 

Demand Management Measures 

The provisions and water conservation measures to be implemented in response to specific water 

shortage levels are described in the City of Brea Water Shortage Contingency Plan (WSCP) 

located in Appendix H of the City’s 2020 UWMP. Aligned with the WSCP, the City adopted 

Ordinance No. 1221, the Water Shortage Contingency Response Ordinance, on June 1, 2021. This 

Ordinance updates Ordinance No. 1123, the Water Conservation and Water Supply Shortage 

Program (WCWSS Program), adopted on June 2, 2009. The new Ordinance was adopted to be 

consistent with 2018 amendments to the Urban Water Management Planning Act that include new 

WSCP requirements, MWDOC’s 2020 UWMP, and MWDOC’s 2020 WSCP. The purpose of 

Ordinance No. 1123 is to establish water management requirements necessary to “assure adequate 

supplies of water to meet the needs of the public and further the public health, safety, and welfare, 

recognizing that water is a scarce natural resource that requires careful management not only in 

times of drought, but at all times.”  

 

The ordinance establishes permanent water conservation standards intended to alter behavior 

related to water use efficiency for non-shortage conditions related to: 

• Limits on watering hours and no irrigation within 48 hours of rainfall event 

• Limits on water duration  

• No excessive water flow or runoff - 

• No washing down hard or paved surfaces - 

• Obligation to fix leaks, breaks, or malfunctions  

• Water fountains and decorative water features only as part of recirculating system - 

• Limits on washing vehicles - 

• Drinking water served upon request only  

• Commercial lodging establishments must provide option to note launder linen daily  

• No installation of single pass cooling systems  

• No installation of non-re-circulating water systems in commercial car wash and laundry 

systems  

• Restaurant required to use water conserving dish wash spray valves 

 

The ordinance also establishes six levels of water supply shortage response actions to be 

implemented during times of declared water shortage or declared water shortage emergency, with 

increasing restrictions on water use in response to worsening drought or emergency conditions and 

decreasing supplies. 

 

The City is fully metered for all customer sectors, including separate meters for single-family and 

multi-family residential, CII, dedicated landscape, and City-owned meters. The City’s program for 

meter replacement and calibration consists of replacing meters every 10 years and calibrating 

meters every two years for diameters 1.5-inch and above or as needed. 
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The City has a four-tier inclining block rate structure for single-family residential customers and 

a uniform rate for non-residential customers. Non-residential category includes multifamily, 

commercial, industrial, institutional, and greenbelt. A 20 percent lifeline discount for the first tier 

of the inclining rate structure is in place to assist low-income residents. Qualified residents may 

also receive a discount of 10 percent on the second tier and five percent of the third tier of the 

inclining rate structure. The City’s water rate structure includes a monthly service charge based on 

meter size and monthly usage charges based on the amount of water used. This rate structure 

became effective on July 1, 2017. The City’s conservation pricing structure is always in place and 

is not dependent upon a water shortage for implementation. 

 

5.4 Normal, Dry Year and Multiple-Dry Year Supply Reliability  

 

5.4.1 Metropolitan Supplies and Demands 
In their 2020 UWMP, Metropolitan estimated supply capability and projected demands for an 

average (normal) year based on an average of hydrologies for the years 1922-2017; for a single 

dry-year based on a repeat of the hydrology in the year 1977; and for multiple dry years based on 

a repeat hydrology of a five consecutive year drought from 1988 through 1992.  The single and 

multiple-dry-year hydrologies represent the timing of the least amount of available water resources 

from the SWP, a major source of Metropolitan’s supply.  

 

Metropolitan developed demand forecasts by first estimating total retail demands for its service 

area and then factoring out water savings attributed to conservation. Projections of local supplies 

then were derived based on information gathered from Metropolitan’s annual local production 

surveys and communication with member agency staff. The resulting difference between total 

demands net of conservation and local supplies is the expected regional demands on Metropolitan 

supplies. These estimates are summarized by category in Table 5.4 for average, single-dry and 

multiple-dry-year water supply scenarios. More detailed information on Metropolitan’s forecasts 

and these tables can be found in their 2020 UWMP. In all scenarios shown in Table 5.4 there is a 

projected surplus, even without Metropolitan’s Supplies under Development and Potential 

Supplies.  

 

5.4.2 City Supplies and Demands 

The supply and demand reliability assessment is taken from the City’s 2020 UWMP. The basis of 

normal-year, single-dry, and multiple-dry year hydrology are consistent with the hydrologic 

condition for the MWDOC service area, which the City is a part of, as provided in the MWDOC 

2020 UWMP. City normal-year supplies and demands were discussed in Section 4.0. Normal-year 

hydrology is represented by the average of FY 2017-18 and FY 2018-19. The City demands 

presented in the 2020 UWMP are assumed to not include the increased demands attributed to the 

Proposed Project. As such, these demands were added to the projected City demands. The supplies 

are consistent with the normal-year supplies estimated in the City’s 2020 UWMP with imported 

supplies from MWDOC increased in Table 5.5 to accommodate the increased demands from the 

Proposed Project. It is noted in the UWMP that the supply data in the reliability analysis was 

presented to match the projected City demand and does not account for additional supplies 

available. The City can purchase more Metropolitan water through MWDOC who demonstrates 
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surplus as discussed above. Based on Metropolitan’s and MWDOC’s UWMP, imported water is 

available to close any local water supply gap.  

 

Table 5.6 shows City supplies and demands projected to occur for a single dry-year based on a 

repeat of the hydrology in the year 2014, consistent the MWDOC 2020 UWMP.  Demands were 

increased 6.0 percent relative to demands forecast for normal-year conditions consistent with the 

City’s 2020 UWMP. Again, supply is increased to accommodate the additional demands from the 

Proposed Project. Table 5.7 shows City supplies and demands projected to occur for multiple dry 

years based on a repeat of the hydrology in the years 2012-2016, consistent with MWDOC 2020 

UWMP.  Each year of the 5-year drought period was estimated using the same assumptions as the 

City’s 2020 UWMP with demand increasing by 6.0 percent by year 5, relative to the normal year 

demand. . 

 

The City is projected to have sufficient imported and groundwater supplies to meet normal, single-

dry year, and multiple-dry year conditions with the addition of the Proposed Project demands as 

Metropolitan has projected supply surpluses for each of these conditions (even without supplies 

under development and potential supplies). Also, additional groundwater supplies are available for 

purchase through CDWC. It should be noted that imported water supplies are increased in single 

and multiple dry years consistent with Metropolitan’s 2020 UWMP due to the fact that in dry years 

Metropolitan draws water from surface and groundwater storage programs.  
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Table 5.4 
Metropolitan Regional Water Demands 

Single Dry, Multiple Dry and Average Years (AF) 

Metropolitan Supply Capability and Projected Demands (AFY) 

Single Dry Year MWD Supply Capability and Projected Demands (1977 Hydrology) 

Fiscal Year 2025 2030 2035 2040 2045 

Capability of Current Supplies 2,772,000 2,761,000 2,760,000 2,760,000 2,757,000 

Projected Demands 1,544,000 1,500,000 1,473,000 1,496,000 1,525,000 

Projected Surplus 1,228,000 1,261,000 1,287,000 1,264,000 1,232,000 

Projected Surplus %(a) 80% 84% 87% 84% 81% 

Supplies under Development 0 0 0 0 0 

Potential Surplus 1,228,000 1,261,000 1,287,000 1,264,000 1,232,000 

Potential Surplus %(a) 80% 84% 87% 84% 81% 

Multiple Dry Year MWD Supply Capability and Projected Demands (1988-1992 Hydrology) 

Fiscal Year 2025 2030 2035 2040 2045 

Capability of Current Supplies 2,178,800 2,219,000 2,241,000 2,263,000 2,239,000 

Projected Demands 1,592,000 1,570,000 1,537,000 1,539,000 1,564,000 

Projected Surplus 586,800 649,000 704,000 724,000 675,000 

Projected Surplus %(a) 37% 41% 46% 47% 43% 

Supplies under Development 0 0 0 0 0 

Potential Surplus 586,800 649,000 704,000 724,000 675,000 

Potential Surplus %(a)  37% 41% 46% 47% 43% 

Average Year MWD Supply Capability and Projected Demands (1922-2017 Hydrology) 

Fiscal Year 2025 2030 2035 2040 2045 

Capability of Current Supplies 3,899,000 3,893,000 3,890,000 3,888,000 3,885,000 

Projected Demands 1,427,000 1,388,000 1,362,000 1,378,000 1,403,000 

Projected Surplus 2,472,000 2,505,000 2,528,000 2,510,000 2,482,000 

Projected Surplus %(a) 173% 180% 186% 182% 177% 

Supplies under Development 13,000 13,000 13,000 13,000 13,000 

Potential Surplus 2,485,000 2,518,000 2,541,000 2,523,000 2,495,000 

Potential Surplus %(a)  174% 181% 187% 183% 178% 

(a) As a percentage of projected demand 

(b) Total demands are adjusted to include IID-SDCWA transfer and exchange and canal lining. These supplies are 

calculated as local supplies but shown for CRA capacity limit calculations 

Source: 2020 Metropolitan Urban Water Management Plan 
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Table 5.5 
City Projected Normal-Year Water Supply and Demand (AF) 

Supply Sources/Demands 2025 2030 2035 2040 2045 

Supply Normal Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 960 1,112 1,108 1,142 1,162 

Local (Groundwater)(b) 115 115 115 115 115 

Total Supply 10,075 10,227 10,223 10,257 10,277 

Demand(c) Normal Year 

Total City Demand without 

Project(d) 
9,543 9,695 9,691 9,725 9,745 

Additional Proposed Project 

Demand(e) 
532 532 532 532 532 

Total Demand(f) 10,075 10,227 10,223 10,257 10,277 

(a) The amount of MWDOC imported water supply to meet demand 

(b) Local groundwater for irrigation uses and not utilized by the Project     

(c) All normal-year demand includes 5% non-revenue water (water loss) consistent with City's 2020 

UWMP      

(d) Normal year demand based on the City's 2020 UWMP, assumed to not include Project demand  

(e) Project demand based on Brea 265 Specific Plan. See Table 4.1 

(f) Normal year demand based on the City’s 2020 UWMP plus Proposed Project demand  
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Table 5.6  
City Projected Single Dry-Year Water Supply and Demand (AF)   

Supply Sources/Demands 2025 2030 2035 2040 2045 

Supply Single-Dry Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,564 1,726 1,721 1,758 1,779 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,679 10,841 10,836 10,873 10,894 

Demand(c) Single-Dry Year 

Total City Demand without Project(d) 10,115 10,277 10,272 10,309 10,330 

Additional Proposed Project Demand(e) 564 564 564 564 564 

Total Demand(f) 10,679 10,841 10,836 10,873 10,894 

(a) The amount of MWDOC imported water supply to meet demand     

(b) Local groundwater for irrigation uses and not utilized by the Project     

(c) Includes 5% non-revenue water (water loss) consistent with City's 2020 UWMP and is 6% 

greater than normal year demand consistent with City's 2020 UWMP  

(d) Single-dry year demand based on the City's 2020 UWMP, assumed to not include Project 

demand     

(e) Project demand based on Brea 265 Specific Plan land use and increased by 6% for single-dry 

year 

(f) Single-dry year demand based on the City’s 2020 UWMP plus Proposed Project demand 
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Brea 265 Water Supply Assessment  

 5-14 May 2022 

Table 5.7 
Projected Multiple Dry-Year Water Supply and Demand (AF)  

Supply Sources/Demands 2025 2030 2035 2040 2045 

First Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,195 1,576 1,705 1,708 1,742 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,310 10,691 10,820 10,823 10,857 

Total City Demand without Project 9,766 10,147 10,276 10,279 10,313 

Proposed Project Demand 544 544 544 544 544 

Total Demand(c) 10,310 10,691 10,820 10,823 10,857 

Second 

Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,288 1,614 1,709 1,721 1,751 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,403 10,729 10,824 10,836 10,866 

Total City Demand without Project 9,854 10,180 10,275 10,287 10,317 

Proposed Project Demand 549 549 549 549 549 

Total Demand(c) 10,403 10,729 10,824 10,836 10,866 

Third Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,380 1,651 1,713 1,733 1,761 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,495 10,766 10,828 10,848 10,876 

Total City Demand without Project 9,941 10,212 10,274 10,294 10,322 

Proposed Project Demand 554 554 554 554 554 

Total Demand(c) 10,495 10,766 10,828 10,848 10,876 

Fourth 

Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,472 1,688 1,717 1,746 1,770 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,587 10,803 10,832 10,861 10,885 

Total City Demand without Project 10,028 10,244 10,273 10,302 10,326 

Proposed Project Demand 559 559 559 559 559 

Total Demand(c) 10,587 10,803 10,832 10,861 10,885 

Fifth Year 

CDWD 9,000 9,000 9,000 9,000 9,000 

MWDOC(a) 1,564 1,726 1,721 1,758 1,779 

Local Groundwater(b) 115 115 115 115 115 

Total Supply 10,679 10,841 10,836 10,873 10,894 

Total City Demand without Project 10,115 10,277 10,272 10,309 10,330 

Proposed Project Demand 564 564 564 564 564 

Total Demand(c) 10,679 10,841 10,836 10,873 10,894 

(a) The amount of MWDOC imported water supply to meet demand  

(b) Local groundwater for irrigation uses and not utilized by the Project  

(c) Each multiple dry-year demand includes 5% water loss and increases to 6% greater than normal 

year demand by year 5, consistent with City's 2020 UWMP
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Brea 265 Water Supply Assessment 

 6-1 May 2022 

6 CONCLUSION 

The estimated buildout water demand for the Proposed Project is projected to be 507 AF greater 

(not including water loss) than the FY 2020 water demand for existing project area which was 

assumed to be negligible for the purpose of this WSA. Adding projected water loss consistent with 

the City’s UWMP increases this additional demand to a supply requirement of 532 AF (including 

water loss), which is 5 percent of the total supply requirement estimated for the City in FY 2045.   

The City is projected to have sufficient imported and groundwater supplies to meet normal, single-

dry year, and multiple-dry year conditions with the addition of the Proposed Project demands 

because: 

1. Metropolitan has projected supply surpluses for each of these conditions, and  

2. The City can increase groundwater purchases through CDWC based on historical use. 

 

The information included in this WSA identifies a sufficient and reliable water supply for the City, 

now and into the future, including a sufficient water supply for the land uses proposed for the Brea 

265 Specific Plan. These supplies are also sufficient to provide for overall City-wide growth at the 

rate projected in the City’s 2020 UWMP that includes the Proposed Project.  
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Brea 265 Specific Plan Water Supply Assessment 

 

 7-1  May 2022  
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TECHNICAL MEMORANDUM

To: Elizabeth Kim

From: Kim Alexander

Date: May 16, 2022

Subject: Brea 265 Sewer System Analysis

Tributary Sewer System

The western portion of the Brea 265 Project (Project), located west of Valencia Avenue, is 
tributary to the City of Brea sewer system pipelines shown on Figure 1. The nearest sewer to the 
Project is an 8-inch pipeline that extends through the Brea Sports Park up to the southern edge of 
the Project boundary. This pipeline currently serves the Brea Sports Park and Thompson Energy 
operations. The 8-inch pipeline discharges south to the 8-inch pipeline along Birch Street and 
continues east approximately 1,050 feet to Flower Hill Street where the system routes through 
the residential neighborhood located north of Birch Street. The 8-inch pipeline transitions into a 
10-inch pipeline within the neighborhood at Primrose Avenue and Foxglove Street. At this
location, a substantial amount of additional sewer flow enters from the Blackstone development
located north of Lambert Road. The 10-inch pipeline turns south on Starflower Street which
transitions into Ranger Avenue (at the intersection of Birch Street) and continues south in Ranger
to a 15-inch pipeline along north side of the Loftus Diversion Channel. The 15-inch pipeline
along the channel also serves the industrial area located north of the channel and flows west to
Kraemer Boulevard. Just upstream of Kraemer, the 15-inch pipeline transitions to a short reach
of 12-inch pipeline with a steep slope then the sewer flows south in a 15-inch pipeline in
Kraemer to Orange County Sanitation District’s (OCSD) trunk sewer at Imperial Highway.

As-built drawings were provided by the City for the tributary sewer system for input into 
InfoSewer modeling software. The pipeline lengths and slopes were entered in the model based 
on these drawings where available. There are reaches of the system where plans could not be 
located and for these reaches the pipe length and slope were entered based on the City’s model 
data presented in the City’s 2021 Sewer Master Plan (SMP). These reaches for which as-built 
drawings were not available are highlighted on Figure 1.

The OCSD Carbon Canyon Interceptor runs through the eastern portion of the Project, located 
east of Valencia Avenue. The former OCSD Carbon Canyon Lift Station and its associated force 
main were eliminated with the construction of this gravity main system through the Project 
property. In exchange for allowing a right-of-way through the property, OCSD agreed to allow 
the Project to discharge to the Carbon Canyon Interceptor and included stub-outs for future 
sewer connections at their manholes within the Project.
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Sources: Esri, HERE, Garmin, USGS, Intermap, INCREMENT P, NRCan, Esri
Japan, METI, Esri China (Hong Kong), Esri Korea, Esri (Thailand), NGCC, (c)
OpenStreetMap contributors, and the GIS User Community
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Flow Monitoring
As part of this study, flow monitoring was conducted by ADS from September 12 to October 1, 
2019, in the southern tributary sewer system toward Birch Street where the western Project area 
flow will discharge. Flow monitoring locations were selected to calibrate the sewer model and 
determine appropriate flow factors for the land uses in the tributary area. Figure 2 shows flow 
monitoring (FM) locations and the various tributary sub-basins color coded by flow monitoring 
station and labeled by the street name of the station. The most upstream FM station is along 
Birch Street, downstream of the Brea Sports Park. This location was selected to determine the 
flow from the oil operations within the park area as well as from the park itself (pink area on 
Figure 2). 

The next monitoring location downstream was along Ranger Avenue. This location was selected 
to measure the primarily residential flow from the neighborhood just north of Birch, and the 
Blackstone residential development located north of Lambert Road that is tributary to the study 
area sewer system (brown area on Figure 2). The non-residential flow also contributing to the 
cumulative flows measured at the Ranger FM station include an elementary school and a small 
amount of industrial use adjacent to Ranger Avenue, in addition to the flows measured at the 
Birch FM station. The third and final downstream station was located along Kraemer Boulevard 
which collects the Ranger flows and the additional tributary basin area that contains a 
combination of residential and industrial flows (blue area on Figure 2). A summary of the 
average and peak flows from the FM data are shown on Table 1. The ADS flow monitoring 
report is included in Appendix A. The data shows only limited fluctuation in the flows at the 
Birch Street location, typical residential peaking at the Ranger Avenue location with peak flows 
occurring in the morning and evening, and similar morning and evening peaking at the Kraemer 
Boulevard location, apparently dominated by residential flow. The incremental flow (non-
cumulative) from each sub-basin tributary to each FM station is estimated by subtracting the 
flow at the upstream station (sub-basin) from the flow at the downstream station. The sub-basins 
tributary to each FM station are shown on Figure 2, and will be referred to as the Birch basin, 
Ranger basin, and Kraemer basin. 

TABLE 1 - FLOW MONITORING DATA SUMMARY (MGD)
FM Station Flow Avg Peak Peak to Avg

Birch Street 0.106 0.135 1.27
Ranger Avenue 0.241 0.390 1.62
Kraemer Boulevard 0.370 0.649 1.75
Tributary Sub-Basin Flow (1) Avg Peak Peak to Avg

Birch Street 0.106 0.135 1.27
Ranger Avenue 0.135 0.255 1.89
Kraemer Boulevard 0.129 0.259 2.01
(1) Equal to FM station flow less the upstream station flow.

F-3



321 74
9
8

62 61

60
59

575655

54

5153 50 49
47

46
45 44 43

42
41

14

31

22

23
24

13

12

20
19

18

11

 Source: Esri, DigitalGlobe, GeoEye, Earthstar Geographics, CNES/Airbus DS,
USDA, USGS, AeroGRID, IGN, and the GIS User Community

FM TRIBUTARY AREA
PROJECT
BIRCH
RANGER
KRAEMER
OUTFALL
Manhole
FM Manhole
Outfall

Figure 2
FM Tributary Basins

BREA 265
PROJECT

AREA

BIRCH FM

RANGER FM

KRAEMER FM

40

25

Birch Street

Loftus Diversion Channel

K
ra

em
er

 B
lv

d

Lambert Road

Imperial Highway

21

Figure 2
FM Tributary Basins

4F-4



Elizabeth Kim
May 16, 2022
2PLA060400

5

Model Flow Factor Estimates
Flow factors were estimated based on the monitoring data for each of the tributary basins shown 
on Figure 2 and the corresponding land use within each of the areas. The tributary area to each 
FM station was estimated based on sewer plans and sewer GIS information provided by the City. 
An iterative, trial and error method was used within Excel to select flow factors to match average 
flow monitoring data as close as possible. Flow factors were varied up and down within typical 
ranges used for residential and industrial land use categories. A year’s worth of metered water 
use data for 2018 was provided by the City for planning areas within the Blackstone 
development as well as other newer residential developments in the City (summarized in 
Appendix B). A percentage of the water demand will be for outdoor use with the indoor use 
discharging to the sewers. The dwelling units (du’s) were counted within the FM tributary areas 
and factors (per du) applied based on both density and metered water use data. 

The average and peak flows for the Birch FM station were utilized in the model for loading the 
sewer generated within the park area. Estimates were then made to calibrate the residential flow 
to the FM station along Ranger which include portions of Blackstone and the neighborhood 
along Birch. Residential densities include low density with approximately 3 dwelling units per 
acre (du/ac) and cluster homes with approximately 5 du/ac. Following this same process, 
residential flow factors were applied to the basin tributary to Kraemer. The residential land uses 
in the Kraemer area include the same cluster homes as the Ranger basin with approximately 5 
du/ac and single-family homes on slightly smaller lots than the Ranger basin with a density of 
approximately 4 du/ac. The single-family residential use in the Kraemer basin area was reduced 
slightly based on the higher density. The remaining flow to the Kraemer station was attributed to 
the industrial uses.

The estimated flow factors developed from the monitoring data and by land use are shown in 
Table 2. These factors were used to calibrate the model of the tributary sewer system to the 
monitored flow data. A low density residential (LDR) flow factor of 250 gpd/du was used for the 
largest lots within the Ranger basin. The slightly higher density LDR lots within the Kraemer 
basin were given a factor of 200 gpd/du. Based on the metered water use data for similar density 
lots provided by the City, these sewer factors represent an indoor use equal to approximately 
60% of the total water use, which is within the expected range for low density lots. An estimated 
factor of 130 gpd/du is used for cluster homes within both the Ranger and Kraemer basins. These 
homes are within Blackstone PA3 and have an average water use of 145 gpd/du, resulting in 
90% of the water use contributing to sewer flow. A factor of 110 gpd/du was assumed for all 
apartments and is equal to 90% of high-density water use data provided by the City of 122 
gpd/du. An indoor use percentage of 90% is typical for higher density lots with limited outdoor 
irrigation. The industrial flow within the study area was estimated using a flow factor of 700 
gallons per day per acre. Using these factors, the resulting average flow rates are shown in Table 
2. The resulting flows are conservatively greater than the observed flows recorded for the Ranger 
and Kraemer stations, also shown in Table 2, but still within 10 percent. 
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Density Factor

(du/ac) (gpd/du) gpd gpm gpd gpm

40 Birch Street FM Actual 106,000 74 135,000 94 Sports Park and Thompson Energy

61 Elementary School 640 10 6,400 4 12,160 8

46 LDR 77 2.9 250 19,250 13 36,575 25 Flower Hill 

49 LDR 33 2.9 250 8,250 6 15,675 11 Bluegrass

53 LDR 78 2.9 250 19,500 14 37,050 26 Starflower

51 LDR 54 3.2 250 13,500 9 25,650 18 Blackstone/Stearns

51 LDR 59 2.9 250 14,750 10 28,025 19 PA1 Blackstone/Rubel

51 MDR/Cluster 196 5.3 130 25,480 18 48,412 34 PA3 Blackstone/Coalinga/Walking Beam

51 Appartments 94 18.8 110 10,340 7 19,646 14 PA2 Blackstone

20 Industrial 30.4 700 21,287 15 40,445 28 Ranger

19 Ranger FM Calculated 308,827 170 398,638 277

19 Ranger FM Actual 241,000 167 390,000 271 Ranger Flow Meter

25 MDR/Cluster 65 5.3 130 8450 6 16,055 11 PA3 Blackstone/Pacific Court

25 MDR 188 4.0 200 37600 26 71,440 50 PA4 and PA5 Blackstone

25 MDR 140 3.6 200 28000 19 53,200 37 Kraemer East @ Edgemont

25 MDR 54 3.9 200 10800 8 20,520 14 Kraemer West @ Edgemont

25 Appartments 115 17.4 110 12650 9 24,035 17 Kraemer West @ Channel

2 Industrial 15.3 700 10703 7 20,336 14 Kraemer East @ Channel

1 Industrial 17.6 700 12334 9 23,435 16 Orbiter St

55 Industrial 22.7 700 15897 11 30,204 21 Voyager

13 Industrial 14.3 700 10038 7 19,072 13 Enterprise

4 Industrial 23.3 700 16278.5 11 30,929 21 Ranger

23 Kraemer FM Calculated 542,761 283 707,864 492

23 Kraemer FM Actual 370,000 257 649,000 451 Kraemer Flow Meter

Development/Street Location

Range FM Basin Area

Birch FM Basin Area

TABLE 2 - MODEL FLOW FACTOR DATA

Average Flow Peak Flow
MH#

1 Land Use Units
2

Kraemer FM Basin Area

1) MH# is for loading the model and corresponds to Figure 2

2) Units are dwelling units for residential use, acreage for industrial use, and students for Elementary School.

6
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Project Flows

The City’s 2021 SMP requires potential developers to perform a sewer generation analysis 
incorporating details of the specific development area and conduct a hydraulic analysis to verify 
available downstream system capacity. The 94.5-acre western Project area that is tributary to the 
study sewer system has planned residential land uses as shown in Table 3 below. The housing 
products include low density residential (LDR) and medium density residential (MDR) homes. 
The number of dwelling units and densities by residential land use type were obtained from the 
Brea 265 Specific Plan dated October 14, 2021 and are also included in Table 3. The LDR land 
use area identified in the Specific Plan includes a 1.0-acre reserved site for public safety/civic 
uses. City staff estimated that 6 personnel would be on duty at any one time. Project flows were 
estimated based on water use data provided by the City for other new developments (summarized 
in Appendix B) and the calibrated flow factors for the study area tributary basins as described 
above. The resulting flow factor estimates are 230 gpd/du for LDR and 130 gpd/du for MDR. 
These factors are similar to those used for the Kraemer basin residential land use mix which has 
higher density residential uses than the Ranger basin making these factors more appropriate. 
Using these factors, the resulting average sewer flow for the western Project area equals 90,390 
gpd. The estimated population for this same area equals 1,726 people based on 2.82 persons per 
dwelling unit from the City of Brea General Plan 2021-2029 Housing Element (consistent with 
the Brea 265 EIR). The resulting per capita sewer generation rate is equal to 52 gallons per day. 
This estimate is within State regulations which call for indoor water use of 55 gallons per capita 
per day (gpcd) through 2025 decreasing to 50 gpcd by 2030.

The Brea 265 Project was identified in the 2021 SMP and evaluated as a near-term project to 
determine any resulting capacity constraints. The SMP projected an average sewer flow rate of 
145,000 gpd for the western portion of the Project and 114,600 gpd for the eastern portion of the 
Project. SMP loading factors for residential land uses equal 270 gpd/du for single-family 
residential (1.0 to 6.0 du/ac), 248 gpd/du for multi-family residential (6.1 to 12.0 du/ac), and 210 
gpd/du for high density residential (12.1 to 24.9 du/ac). These factors were utilized in this 
analysis and applied based on residential land use density. It should be noted, however, that the 
SMP factors for multi-family density products exceed metered water use for similar new 
developments, with water use ranging from 144 to 218 gpd/du (Appendix B). The SMP factor 
for parks was also utilized and is equal to 10.5 gpd/acre. The estimated lower factors, based on 
flow monitoring and metered water use for similar products, were presented as a realistic 
projection of the future flows while the factors presented in Table 3 from the 2021 SMP are used 
as a conservative planning estimate, consistent with the SMP analysis. Table 3 shows the average 
and peak dry weather sewer generation for the Project area using the 2021 SMP factors. The 
resulting average dry weather flow (ADWF) for the western study area is 154,553 gpd, or 89.6 
gpcd using the population estimate of 1,726. Peak dry weather flows (PDWF) are also calculated 
using the SMP peaking criteria (Qpk = 1.777 x Qavg

0.92, Q in cfs). 
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TABLE 3 – BREA 265 WESTERN AREA ESTIMATED SEWER LOADING
Factor Average Flow Peak Dry Flow

Proposed Land Use Acres du/ac DU's (gpd/unit) gpd gpm gpd gpm
WESTERN PROJECT AREA
Low Density Residential 25.2 4.2 105 270 28,350 19.7 56,487 39.2

Public Safety/Civic(1)     330 0.2 658 0.5
Medium Density Residential 49 10.3 507 248 125,736 87.3 250,528 174.0
Parks/Recreation 13.0   10.5 137 0.1 272 0.2
Open Space and ROW 7.3        
Total 94.5  612 154,553 107.3 307,945 213.9
(1) Included in LDR land use in Specific Plan (PA 11). Average flow assumes 6 personnel and 55 gpcd.

Similarly, sewer flow for the eastern Project area is projected using Specific Plan land use and 
SMP loading factors as shown in Table 4. It is assumed that these flows will discharge to 
OCSD’s Carbon Canyon Interceptor which runs through the eastern portion of the Project. 
Preliminary engineering call for three points of connection to OCSD’s interceptor sewer as 
shown in Appendix D, which would be subject to change during preliminary design. Email 
correspondence from Adam Nazaroff, Engineering/Planning supervisor at OCSD, dated March 
3, 2022, indicated that the Brea 265 project is within the OCSD collection system tributary areas 
(see Appendix E). That fact entitles the project to sewer service via OCSD trunk sewer systems. 
In terms of capacity, the existing Carbon Canyon Interceptor through the Project has a 33” 
diameter pipe with its flattest slope being 0.0023, which would equate to a minimum design 
capacity of 15.0 million gallons per day (MGD) using a depth-to-Diameter ratio (d/D) of 0.75. 
The peak flow from the entire Project area tributary to this line from Table 4, below, would take 
up only about 1.7 percent of that capacity. However, the new 33” sewer connects to a 27” 
diameter section of sewer downstream with a slope of 0.0030, which has a design capacity of 
10.0 MGD and the project would utilize about 2.6 percent of that capacity, still a small 
percentage. And the developed area tributary to this trunk sewer upstream of these reaches is 
fairly small.

TABLE 4 - BREA 265 EASTERN AREA ESTIMATED SEWER LOADING - SMP FACTORS
Factor Average Flow Peak Dry Flow

Proposed Land Use Acres du/ac DU's (gpd/unit) gpd gpm gpd gpm
EASTERN PROJECT AREA
Low Density Residential 109.9 3.1 345 270 93,150 64.7 188,349 130.8
Medium Density Residential 13.9 10.0 143 248 35,464 24.6 71,708 49.8
Parks/Recreation 2.1   10.5 22 0.0 45 0.0
Open Space and ROW 41.7        
Total 167.6  488 128,636 89.3 260,098 180.6
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Model Analysis

The sewer model for the western Project tributary sewer was updated with the existing sewer 
loads based on the flow factors shown in Table 2 for existing land use to calibrate to the flow 
monitoring data. Project flow was estimated using the SMP flow factors presented in Table 3. 
The SMP criteria uses PDWF and peak wet weather flow (PWWF) to evaluate pipe capacity. 
PWWF is calculated by multiplying the PDWF by 1.25. The capacity criteria requires a PDWF 
d/D at or below 0.64 and a PWWF d/D at or below 0.75. Simulations were run utilizing the 
updated flow factors for existing loads and adding the estimated Project sewer loads to the model 
at MH 40. Sewer model output for simulated PDWF and PWWF with and without the Project is 
included in Appendix C along with the corresponding model sewer map showing manhole 
numbers. This model output assumes all sewer flow for the Project area located west of Valencia 
Avenue discharges south to MH 40. 

Model output indicates capacity constraints due to Project sewer flows along Birch Street and 
through the neighborhood north of Birch Street. As shown in the model output (Appendix C), all 
but four sewer reaches from MH 44 downstream to MH 21 (Ranger and Birch) exceed the City’s 
d/D capacity criteria. The deficient reaches are illustrated on Figure 3 in red. Two potential 
capital improvements appear feasible to solve the capacity limitations along Birch Street:

1. Construct a new sewer in Birch Street diverting all flow tributary to MH 44 westerly in 
Birch Street to MH 21 at Birch and Ranger.

2. Construct a new diversion MH just downstream of MH 44 that would send the total flow 
southerly in Voyager Avenue to MH 11. 

The two alternative capital improvements are illustrated on Figures 4 and 5. Figure 4 illustrates 
the first alternative that involves construction of approximately 1,900 feet of new 10-inch 
pipeline along Birch Street from MH 44 to Ranger. There are no plans available for the identified 
deficient reaches along Birch Street so it is recommended that the manholes be surveyed to 
confirm manhole inverts, pipeline slopes, and modeling results, if Alternative 1 is selected. 
Alternative 1 model output is summarized in Table 5 with the upsized diameters highlighted. 

The second alternative improvement, shown on Figure 5, diverts the sewer in Birch Street to the 
sewer in Voyager Avenue at MH 44 by constructing approximately 300 feet of 8-inch pipeline 
from MH 44 to MH 11 in Voyager Avenue. All flow originating upstream of MH 44, including 
the Project, would be diverted to Voyager Avenue with the existing pipeline that continues down 
Birch Street plugged at MH 44. Alternative 2 results are shown in Table 6.

Construction of Alternative 1, a new 10” sewer in Birch Street, would require an encroachment 
permit, traffic control and pavement removal and replacement for approximately 1,900 linear 
feet. For about 40 percent of the length between Voyager Avenue and Flower Hill Street, the 
existing 8” sewer could be replaced in the same alignment with a new 10” sewer, but that would 
require sewer by-passing during construction. This alternative would call for five new manholes 
and rechanneling two existing manholes at each end. There could also be utility impacts, which 
would need to be researched and addressed during preliminary design.
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From 

ID

To 

ID

From 

Inv

To 

Inv

Diameter 

(in) Length (ft) Slope

PDWF 

(gpm) d/D

PWWF 

(gpm) d/D

40 41 449.77 447.33 8 145.6 0.017 307.9 0.46 361.3 0.51

41 42 447.16 445.07 8 266.8 0.008 307.9 0.58 361.3 0.65

42 43 444.9 441.18 8 307.8 0.012 307.9 0.51 361.3 0.56

43 44 441.02 437.69 8 246.8 0.013 307.9 0.49 361.3 0.54

44 61 437.69 436.5 10 240.0 0.005 307.9 0.47 361.3 0.51

61 62 436.33 434.86 10 295.0 0.005 315.9 0.47 371.3 0.52

62 45 432.3 431.49 10 253.0 0.003 315.9 0.54 371.3 0.60

45 68 431.49 426.65 10 360.0 0.013 315.9 0.36 371.3 0.39

68 70 426.65 421.81 10 360.0 0.013 315.9 0.36 371.3 0.39

70 21 421.81 416.97 10 360.0 0.013 315.9 0.36 371.3 0.39

21 20 416.97 414.62 10 335.3 0.007 462.9 0.54 555.1 0.60

20 19 414.54 405.73 10 314.4 0.028 490.9 0.37 590.1 0.41

19 18 405.65 391.2 10 348.2 0.042 490.9 0.34 590.1 0.37

18 4 391.12 381.46 10 321.9 0.030 490.9 0.37 590.1 0.41

4 3 380.99 379.59 15 284.6 0.005 545.9 0.35 658.8 0.39

3 2 379.57 377.59 15 400.0 0.005 545.9 0.35 658.8 0.39

2 1 377.57 375.59 15 400.0 0.005 559.9 0.36 676.3 0.40

1 25 375.46 365.92 12 162.0 0.060 575.9 0.26 696.3 0.29

25 24 365.92 365.13 15 131.3 0.006 704.9 0.38 857.6 0.43

24 23 365.13 363.53 15 320.5 0.005 704.9 0.40 857.6 0.45

23 22 363.53 361.1 15 347.2 0.007 704.9 0.37 857.6 0.41

22 31 361.1 357.86 15 462.9 0.007 704.9 0.37 857.6 0.41

31 32 357.86 357.45 21 135.1 0.003 738.9 0.30 900.1 0.33

NOTE: Improved diameters are shaded.

Table 5 - Alternative 1
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From 

ID

To 

ID

From 

Inv

To 

Inv

Diameter 

(in) Length (ft) Slope

PDWF 

(gpm) d/D

PWWF 

(gpm) d/D

40 41 449.77 447.33 8 145.6 0.017 307.9 0.46 361.3 0.51

41 42 447.16 445.07 8 266.8 0.008 307.9 0.58 361.3 0.65

42 43 444.9 441.18 8 307.8 0.012 307.9 0.51 361.3 0.56

43 44 441.02 437.69 8 246.8 0.013 307.9 0.49 361.3 0.54

44 11 437.69 428.08 8 282.2 0.034 307.9 0.38 361.3 0.42

11 10 428.08 416.64 8 220.0 0.052 307.9 0.34 361.3 0.37

10 55 416.64 404.93 8 225.1 0.052 307.9 0.34 361.3 0.37

55 9 404.74 398.24 8 406.0 0.016 328.9 0.49 387.6 0.54

9 8 398.15 394.94 8 311.8 0.010 328.9 0.56 387.6 0.62

8 7 394.94 390.15 10 462.7 0.010 328.9 0.39 387.6 0.43

7 14 390.03 387.08 10 462.3 0.006 328.9 0.45 387.6 0.50

14 54 386.98 384.33 10 417.7 0.006 341.9 0.46 403.8 0.51

54 4 384.23 381.47 10 435.4 0.006 164.5 0.31 403.8 0.51

4 3 380.99 379.59 15 284.6 0.005 545.9 0.35 658.8 0.39

3 2 379.57 377.59 15 400.0 0.005 545.9 0.35 658.8 0.39

2 1 377.57 375.59 15 400.0 0.005 559.9 0.36 676.3 0.40

1 25 375.46 365.92 12 158.0 0.060 575.9 0.26 696.3 0.29

25 24 365.92 365.13 15 131.3 0.006 704.9 0.38 857.6 0.43

24 23 365.13 363.53 15 320.5 0.005 704.9 0.40 857.6 0.45

23 22 363.53 361.1 15 347.2 0.007 704.9 0.37 857.6 0.41

22 31 361.1 357.86 15 462.9 0.007 704.9 0.37 857.6 0.41

31 32 357.86 357.45 21 135.1 0.003 738.9 0.30 900.1 0.33

NOTE: Proposed pipeline shaded.

Table 6 - Alternative 2
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Construction of Alternative 2, diversion of existing sewer to Voyager Avenue, would involve 
only approximately 300’ of new 8” sewer but would require crossing Birch Street. This would 
also require an encroachment permit, traffic control and pavement removal and replacement but 
only for a much shorter length. The crossing of Birch Street could be done with traffic control 
plans and open trench in short segments to keep at least one lane of traffic open in each direction 
or alternatively, it could be done by jack and bore method without requiring any lane closures. 
And the short segment in Voyager Avenue has much less traffic than Birch Street. Depending on 
the preliminary design, this alternative might be possible with only rechanneling the two existing 
manholes at either end and a straight or slight curved sewer between them. Or worst case, would 
involve one new manhole on the north side of Birch Street and a ninety degree turn south to 
connect to the existing terminal manhole in Voyager. There could be utility impacts, which 
would need to be researched and addressed during preliminary design, but due to the shorter 
length, the potential impacts should be less than Alternative 1. Based on these facts, Alternative 
2 is recommended as construction impacts and disruption to the existing community should be 
far less, unless a major utility conflict surfaces during preliminary design.

The following items related to Project sewer improvements should be considered during the 
preliminary design phase:

 The on-site sewer in the western portion of the Project will have to cross Lambert Road, a 
major 4-lane roadway. The conceptual crossing location is included in the Brea 265 
Specific Plan, which would be a single sewer crossing at the proposed new street 
intersection. The sewer line is proposed to be designed and constructed in conjunction 
with the roadway widening and intersection construction, which will require a City 
encroachment permit for work in the right-of-way. This design will require utility 
research, potential utility potholing, and traffic control. Phased construction and traffic 
control associated with the roadway construction should allow for open trench 
construction of the sewer crossing of Lambert Road. 

 The eastern portion of the Project will discharge to the OCSD Carbon Canyon Interceptor 
at a location or locations to be determined during the preliminary design phase. The 
conceptual sewer system alignment for the eastern Project area is included in the Brea 
265 Specific Plan and in Appendix E, along with record drawings for the OCSD sewer 
system in this area.

 It was assumed in this analysis that all downstream OCSD pipelines have sufficient 
capacity for the additional Project flows.

 Bridge Energy currently sewers its operation north of Lambert Road across Lambert 
Road and then across Valencia where it combines with its other operations and sewers 
directly to an OCSD trunk sewer. Once that portion of the Brea 265 development is under 
construction, Bridge Energy will no longer be able to sewer in this manner and will have 
to find an alternative sewage disposal solution. Note that flows from Bridge Energy were 
not included in the tributary pipeline system evaluated in this analysis. 

 Project flows in this analysis are based on very conservative SMP loading factors that 
exceed State standards for indoor per capita water use. It is anticipated that actual Project 
flows will be less and conform with State regulations.
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Letter of Transmittal
 
 

ADSLLC
 
 

October 14, 2019
 
Mike D. Swan, P.E. ENV SP
PSOMAS | Balancing the Natural and Built Environment
Senior Project Manager
Water & Wastewater Infrastructure
3 Hutton Centre Drive, Suite 200
Santa Ana, CA  92707
 
SUBJECT:  Birch St. Sewer Flow Study 2019 - Brea, CA
 
Dear Mike,
 
ADS is pleased to submit the report for the Birch St. Sewer Flow Study conducted on behalf of PSOMAS.  The metering 
was contracted for fourteen (14) days at three(3) locations.  Additional data days have been provided for each location.  
The study period is September 12, 2019 - October 01, 2019 .  
 
The report contains 5-minute averaged depth, velocity, and quantity hydrographs as well as daily long tables for the 
metering period in pdf format.  An Excel file containing depth, quantity, and velocity entities for the monitoring location in 
5-minute format was previously provided.   
 
In addition, we would be happy to further explain any details about the report that may seem unclear.  Should you have 
any questions or comments, you may contact the Project Manager, Paul Mitchell at (714) 379-9778 ext 223.
 
It has been our pleasure to serve you in the performance of this project.  Thank you for choosing ADS products and 
services to meet your flow monitoring needs.
 
Sincerely, 
ADS ENVIRONMENTAL SERVICES
 
 
Latisha Bennett 
Data Analyst III
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Scope and Methodology

Introduction

PSOMAS entered into an agreement with ADS Environmental Services to conduct flow monitoring at three (3) metering 
points in the Brea, CA Collection System.  The study was contracted for a fourteen (14) day period.  Several additional 
data days have been provided for all locations.  The primary objective of the monitoring was to determine current flows 
for development planning purposes.       

Project Scope

The scope of this study involved using flow monitors to quantify wastewater flows at the designated locations. 
Specifically, the study included the following key components.

Investigate the proposed flow-monitoring sites for adequate hydraulic conditions.•

Flow monitor installations.•

Flow monitor confirmations and data collections.•

Flow data analysis.•

Equipment installation was completed on September 11, 2019.  The study period began on September 12, 2019 and was 
completed on October 01, 2019 . 

Flow Monitoring Equipment

The ADS FlowShark Triton monitor was selected for this project.  This flow monitor is an area velocity flow monitor that 
uses both the Continuity and Manning's equations to measure flow.

The ADS FlowShark Triton monitor consists of data acquisition sensors and a battery-powered microcomputer.  The 
microcomputer includes a processor unit, data storage, and an on-board clock to control and synchronize the sensor 
recordings.  The monitor was programmed to acquire and store depth of flow and velocity readings at 5-minute intervals.

The FS Triton monitor features cross-checking using multiple technologies in each sensor for continuous running of 
comparisons and tolerances.  The FS Triton monitor can support two (2) sets of sensors.  The sensor option used for this 
project was: 
The Peak Combo Sensor installed at the bottom of the pipe includes three types of data acquisition technologies. 

The up looking ultrasonic depth uses sound waves from two independent transceivers to measure the distance from 
the sensor upward toward the flow surface; applying the speed of sound in the water and the temperature measured by 
sensor to calculate depth.

The pressure depth is calculated by using a piezo-resistive crystal to determine the difference between hydrostatic and 
atmospheric pressure.  The pressure sensor is temperature compensated and vented to the atmosphere through a 
desiccant filled breather tube. 

Page 3 of 24
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To obtain peak velocity, the sensor sends an ultrasonic signal at an angle upward through the widest cross-section of 
the oncoming flow.  The signal is reflected by suspended particles, air bubbles, or organic matter with a frequency shift 
proportional to the velocity of the reflecting objects.  The reflected signal is received by the sensor and processed using 
digital spectrum analysis to determine the peak flow velocity.

Installation

Installation of flow monitoring equipment typically proceeds in four steps.  First, the site is investigated for safety and to 
determine physical and hydraulic suitability for the flow monitoring equipment.  Second, the equipment is physically 
installed at the selected location. Third, the monitor is tested to assure proper operation of the velocity and depth of flow 
sensors and verify that the monitor clock is operational and synchronized to the master computer clock.  Fourth, the 
depth and velocity sensors are confirmed and line confirmations are performed. 

In pipes up to 42 inches in diameter, the sensors were mounted on expandable stainless steel rings, inserted at least a 
foot upstream into influent pipes and tightened against the inside walls of the pipes. Influent pipe installations reduce the 
influences of turbulence and backwater often caused by changes in channel geometry in manholes. 
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Data Collection, Confirmation, and Quality Assurance

Data collects were done remotely via wireless connect on a weekly basis via ADS Representatives. During the monitoring 
period, field crews visit each monitoring location to verify proper monitor operation and document field conditions. The 
following quality assurance steps are taken to assure the integrity of the collected data:

Measure power supplies: monitors were powered by dry cell battery packs. Voltages were recorded and battery packs 
replaced, as necessary. Separate batteries provided back-up power to memory allowing primary batteries to be replaced 
without loss of data.

Clock synchronization: Field crews synchronized monitor clocks to master clocks.

Confirm depth and velocity readings: Field crews descended into meter manholes to manually measure depths and 
velocities and compare them meter readings to confirm that they agreed. They also measured silt levels, if any, in the 
inverts of the pipes. Silt areas were subtracted from flow areas to compute true areas of flow.

Confirm average velocities through cross-sectional velocity profiles: Since ADS velocity sensors measure peak 
velocity, field crews collected cross-sectional velocity profiles in order to develop a relationship between peak and 
average velocity in lines that meet the hydraulic criteria.

Upload and Review Data: Data collected from the monitors were uploaded and reviewed by a Data Analyst for 
completeness, outliers and deviations in the flow patterns, which indicate system anomalies or equipment failure.

Flow Quantification Methods

There are two main equations used to measure open channel flow: the Continuity Equation and the Manning 
Equation. The Continuity Equation, which is considered the most accurate, can be used if both depth of flow and velocity 
are available. In cases where velocity measurements are not available or not practical to obtain, the Manning Equation 
can be used to estimate velocity from the depth data based on certain physical characteristics of the pipe (i.e. the slope 
and roughness of the pipe being measured). However, the Manning equation assumes uniform, steady flow hydraulic 
conditions with non-varying roughness, which are typically invalid assumptions in most sanitary sewers. The Continuity 
Equation was used exclusively for this study.

Continuity Equation
The Continuity Equation states that the flow quantity (Q) is equal to the wetted area (A) multiplied by the average velocity 
(V) of the flow.

Q = A * V   

This equation is applicable in a variety of conditions including backwater, surcharge, and reverse flow. 

Data Analysis and Presentation

Data Analysis

A flow monitor is typically programmed to collect data at 5-minute intervals throughout the monitoring period.  The 
monitor stores raw data consisting of (1) the ultrasonic depth, (2) the peak velocity and (3) the pressure depth.  The data 
is imported into ADS's proprietary software and is examined by a data analyst to verify its integrity.  The data analyst also 
reviews the daily field reports and site visit records to identify conditions that would affect the collected data.

Velocity profiles and the line confirmation data developed by the field personnel are reviewed by the data analyst to 
identify inconsistencies and verify data integrity.  Velocity profiles are reviewed and an average to peak velocity ratio is 
calculated for the site.  This ratio is used in converting the peak velocity measured by the sensor to the average velocity 
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used in the Continuity equation.  The data analyst selects which depth sensor entity will be used to calculate the final 
depth information.  Silt levels present at each site visit are reviewed and representative silt levels established.

Occasionally the velocity sensor's performance may be compromised resulting in invalid readings sporadically during the 
monitoring period. This is generally caused by excessive debris (silt) blocking the sensor's crystals, shallow flows (~< 2") 
that may drop below the top of the sensor or very clear flows lacking the particles needed to measure rate. In order to use 
the Continuity equation to quantify the flow during these periods, a Data Analyst and/or Engineer will use the site's 
historical pipe curve (depth vs. velocity) data along with valid field confirmations to  reconstitute and replace the false 
velocity recordings with expected velocity readings for a given historical depth along the curve.

Selections for the above parameters can be constant or can change during the monitoring period.  While the data 
analysis process is described in a linear manner, it often requires an iterative approach to accurately complete.

Data Presentation

This type of flow monitoring project generates a large volume of data.  To facilitate review of the data, results have been 
provided in graphical and tabular formats.  The flow data is presented graphically in the form of scattergraphs and 
hydrographs.  Hydrographs are based on 5-minute averaging.  Tables are provided in daily average format.  These tables 
show the flow rate for each day, along with the daily minimum and maximums, the times they were observed, the total 
daily flow, and total flow for the month (or monitoring period).  The following explanation of terms may aid in interpretation 
of the tables and hydrographs. 

DEPTH - Final calculated depth measurement (in inches) 

QUANTITY - Final calculated flow rate (in MGD) 

VELOCITY - Final calculated flow velocity (in feet per second) 

REPORT TOTAL - Total volume of flow recorded for the indicated time period (in MG)
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Site Commentary

Site Information

Birch01

Pipe Dimensions 7.88

Silt Level 0.00"

Overview

Site  Birch01  functioned under normal conditions during the period Thursday, September 12, 2019 to  Tuesday, October 
1, 2019 . No surcharge conditions were experienced at this location.  This site does not exhibit a typical diurnal pattern 
indicating non residential contributors to this line.  The ADS crew reported the presence of an oil and tar like substance in 
the flow.   Review of the scattergraph shows that both free flow and backwater flow conditions were recorded during the 
study period.

Flow depth and velocity measurements recorded by the flow monitor are consistent with field confirmations conducted to 
date and support the relative accuracy of the flow monitor at this location.   Line confirmations were made more difficult 
that normal due to the oil and tar like substance in the flow.

This location was installed upstream of site Range02. (See Range02 Site Commentary for More Details).

Observations

Average flow depth, velocity, and quantity data observed during Thursday, September 12, 2019 to Tuesday, October 1, 
2019 , along with observed minimum and maximum data, are provided in the following table.  

Observed Flow Conditions

Item Depth 

(in)

Velocity 
(ft/s)

Quantity 
(MGD)

 Average 2.07  2.31 0.106

 Minimum 1.45  1.58 0.045

 Maximum 2.30  2.83 0.135

Time of Minimum 9/25/2019 12:35 AM 9/25/2019 12:15 AM 9/25/2019 12:35 AM

Time of Maximum 9/13/2019 9:00 AM 9/29/2019 3:50 PM 9/29/2019 3:50 PM

Data Quality

Data uptime observed during the  Thursday, September 12, 2019  to the  Tuesday, October 1, 2019 monitoring period is 
provided in the table below.   Based upon the quality and consistency of the observed flow depth and velocity data, the 
Continuity equation was used to calculate flow rate and quantities during the monitoring period.  
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Percent Uptime 

 Depth (in) 100

 Velocity (ft/s) 100

 Quantity (MGD) 100
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ADS Site Report
FM Initials:Project Name:

Site Name:

City:

Access: Type of
System:

Sanitary

Investigation Information:

Manhole Depth:

Manhole Material / 

Pipe Material / Condition:

Commercial

Oxygen:

Safety Notes:

Date/Time of Investigation:

Site Hydraulics:

Upstream Input: (L/S, P/S)

Upstream Manhole:

Downstream Manhole:

Depth of Flow:

Range (Air DOF):

Peak Velocity:

Silt: Inches

fps

+/-
+/-

Cross Section
Installation Information

Installation Type: Standard
Sensors Devices: Ultrasonic / Pressure/Velocity
Surcharge Height:
Rain Gauge Zone:

Yes No ? Distance
Trunk
Lift / Pump Station
WWTP
Other

 Monitor Type  

Pipe Height:
Pipe Width:

Data Acquisition
Manhole ID

Quality Form

Address/Location:

SK

Drive
Storm Combined

X

Manhole Information:Investigation Information:

Condition

Land Use:
TrunkResidential Industrial

NN

Other Information:

Additional Site Information / Comments:

x

x

Monitor Model

Install Date:

Agency:

Triton+
Peak Doppler

0

Backup

Brea Psomas TFM 2019 Brea
Birch01

7.88

Good straight through flow. 

DNI

1.49

8'

Precast/ Fair

VCP/ Fair

2.00

9/5/19 @ 0450

E Birch St & Voyager Ave

DNI

7.88

9/11/19

8'
7.

88
 x

 7
.8

8

“

“

Brea

DNI

0

Plan
N

H2S: LEL: CO:20.9 0 0 0

Manual Collect/Wireless

"

Unknown

x
x
x

Sensor 
Location

flow
dir.

ADS Site
Location

Birch01

Range02

Kraem03

Very hot and oil based flow. 
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Date Depth
(in)

Velocity
(ft/s)

Quantity
(MGD - Total MG)

Rain
(in)

Time Min Time Max Avg Time Min Time Max Avg Time Min Time Max Avg Total Total

09/12/2019 19:30 2.14 21:05 2.29 2.21 17:05 1.58 00:55 2.39 1.92 18:35 0.079 00:25 0.122 0.097 0.097

09/13/2019 01:05 2.14 09:00 2.30 2.21 15:35 1.69 20:00 2.27 1.96 15:35 0.083 09:00 0.115 0.099 0.099

09/14/2019 02:35 2.13 10:30 2.30 2.22 16:30 1.68 10:20 2.52 2.03 19:35 0.083 09:45 0.131 0.103 0.103

09/15/2019 03:00 2.15 08:35 2.27 2.21 02:15 1.78 12:05 2.45 2.10 02:15 0.087 10:25 0.127 0.106 0.106

09/16/2019 12:55 2.10 02:45 2.23 2.17 06:50 1.96 14:40 2.52 2.20 06:50 0.099 14:40 0.123 0.108 0.108

09/17/2019 22:55 2.02 00:15 2.16 2.08 16:55 2.00 19:10 2.47 2.28 16:55 0.092 14:40 0.115 0.105 0.105

09/18/2019 21:55 1.94 06:05 2.08 2.01 16:25 2.15 10:20 2.56 2.34 16:25 0.095 10:20 0.112 0.103 0.103

09/19/2019 04:20 1.94 23:50 2.07 1.99 16:00 2.02 10:25 2.50 2.28 16:00 0.088 22:15 0.111 0.099 0.099

09/20/2019 00:05 2.02 20:50 2.19 2.12 11:40 1.64 02:25 2.39 2.00 17:40 0.077 20:50 0.117 0.094 0.094

09/21/2019 23:50 1.86 11:50 2.29 2.03 00:40 1.85 22:05 2.55 2.34 00:40 0.089 11:50 0.134 0.105 0.105

09/22/2019 19:05 1.82 18:00 1.97 1.89 23:45 1.93 06:45 2.61 2.30 21:00 0.078 09:05 0.108 0.093 0.093

09/23/2019 19:05 1.80 18:35 2.02 1.88 04:20 2.01 22:05 2.62 2.28 01:40 0.080 22:10 0.114 0.091 0.091

09/24/2019 23:55 1.54 23:15 2.06 1.86 23:55 1.98 08:25 2.68 2.49 23:55 0.060 23:15 0.113 0.098 0.098

09/25/2019 00:35 1.45 01:40 2.07 1.94 00:15 1.58 01:00 2.83 2.53 00:35 0.045 01:40 0.125 0.106 0.106

09/26/2019 00:00 1.92 19:15 2.20 2.02 20:35 2.02 03:00 2.64 2.44 00:00 0.094 18:55 0.128 0.108 0.108

09/27/2019 02:05 2.03 15:55 2.19 2.14 02:50 1.98 22:45 2.57 2.37 02:50 0.092 22:45 0.126 0.114 0.114

09/28/2019 20:05 2.00 08:15 2.19 2.11 01:00 2.30 21:30 2.68 2.52 01:00 0.108 09:45 0.130 0.119 0.119

09/29/2019 18:40 1.92 15:50 2.12 2.05 07:30 2.35 15:50 2.83 2.57 18:20 0.102 15:50 0.135 0.117 0.117

09/30/2019 00:40 2.05 09:15 2.17 2.11 17:10 2.49 22:10 2.78 2.65 00:40 0.114 22:10 0.134 0.125 0.125

10/01/2019 05:20 2.06 15:30 2.15 2.11 16:45 2.58 23:45 2.75 2.68 16:45 0.119 06:45 0.132 0.127 0.127

Daily Tabular Report

Daily Tabular Report For The Period 09/12/2019 00:00 - 10/01/2019 23:59

Birch01, Pipe Height: 7.88 in, Silt: 0.00 in

Depth
 (in)

Velocity
 (ft/s)

Quantity
 (MGD - 

Total MG)

Avg
Total

2.07 2.31

2.116

0.106

Report Summary For The Period 09/12/2019 00:00 - 10/01/2019 23:59
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Site Commentary

Site Information

Range02

Pipe Dimensions 10.13

Silt Level 0.00"

Overview

Site  Range02  functioned under normal conditions during the period Thursday, September 12, 2019 to  Tuesday, 
October 1, 2019 . No surcharge conditions were experienced at this location.  The ADS crew reported the presence of an 
oil and tar like substance in this stretch of pipe.   Review of the scattergraph shows that free flow conditions were 
maintained throughout the study period.

Flow depth and velocity measurements recorded by the flow monitor are consistent with field confirmations conducted to 
date and support the relative accuracy of the flow monitor at this location.   Line confirmations were made more difficult 
that normal due to the oil and tar like substance in the flow.

This location was installed downstream of site Birch01.  A check of balancing showed no problems.

Observations

Average flow depth, velocity, and quantity data observed during Thursday, September 12, 2019 to Tuesday, October 1, 
2019 , along with observed minimum and maximum data, are provided in the following table.  

Observed Flow Conditions

Item Depth 

(in)

Velocity 
(ft/s)

Quantity 
(MGD)

 Average 1.89  5.18 0.241

 Minimum 1.54  3.87 0.138

 Maximum 2.34  6.27 0.390

Time of Minimum 9/13/2019 4:25 AM 9/14/2019 5:20 AM 9/19/2019 2:10 AM

Time of Maximum 9/26/2019 9:25 AM 9/17/2019 8:35 AM 9/26/2019 9:25 AM

Data Quality

Data uptime observed during the  Thursday, September 12, 2019  to the  Tuesday, October 1, 2019 monitoring period is 
provided in the table below.   Based upon the quality and consistency of the observed flow depth and velocity data, the 
Continuity equation was used to calculate flow rate and quantities during the monitoring period.  
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Percent Uptime 

 Depth (in) 100

 Velocity (ft/s) 100

 Quantity (MGD) 100
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ADS Site Report
FM Initials:Project Name:

Site Name:

City:

Access: Type of
System:

Sanitary

Investigation Information:

Manhole Depth:

Manhole Material / 

Pipe Material / Condition:

Commercial

Oxygen:

Safety Notes:

Date/Time of Investigation:

Site Hydraulics:

Upstream Input: (L/S, P/S)

Upstream Manhole:

Downstream Manhole:

Depth of Flow:

Range (Air DOF):

Peak Velocity:

Silt: Inches

fps

+/-
+/-

Cross Section
Installation Information

Installation Type: Standard
Sensors Devices: Ultrasonic / Pressure/Velocity
Surcharge Height:
Rain Gauge Zone:

Yes No ? Distance
Trunk
Lift / Pump Station
WWTP
Other

 Monitor Type  

Pipe Height:
Pipe Width:

Data Acquisition
Manhole ID

Quality Form

Address/Location:

SK

Drive
Storm Combined

X

Manhole Information:Investigation Information:

Condition

Land Use:
TrunkResidential Industrial

NN

Other Information:

Additional Site Information / Comments:

x

Monitor Model

x

Install Date:

Agency:

Triton+
Peak Doppler

0

Backup

Brea Psomas TFM 2019 Brea
Range02

10.13

Good straight through flow. 

DNI

6.05

8'

Precast/ Fair

VCP/ Fair

2.25

9/5/19 @ 0600

199 Ranger St

DNI

10.00

9/11/19

8'
10

.1
3 

x 
10

.0
0

“

“

Brea

DNI

0

Plan
N

H2S: LEL: CO:20.9 0 0 0

Manual Collect/Wireless

"

Unknown

x
x
x

Sensor 
Location

flow
dir.

ADS Site
Location

Birch01

Range02

Kraem03

Very hot and oil based flow. 
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Date Depth
(in)

Velocity
(ft/s)

Quantity
(MGD - Total MG)

Rain
(in)

Time Min Time Max Avg Time Min Time Max Avg Time Min Time Max Avg Total Total

09/12/2019 01:55 1.59 21:05 2.19 1.88 02:45 4.18 21:55 6.08 5.13 01:55 0.152 21:10 0.342 0.237 0.237

09/13/2019 04:25 1.54 07:25 2.18 1.84 03:35 4.06 07:20 5.97 5.05 04:25 0.141 07:25 0.332 0.225 0.225

09/14/2019 05:40 1.59 10:45 2.15 1.86 05:20 3.87 19:50 6.08 5.10 05:40 0.139 19:50 0.330 0.233 0.233

09/15/2019 04:35 1.59 20:45 2.25 1.90 05:30 4.06 20:45 6.06 5.20 05:30 0.147 20:45 0.357 0.244 0.244

09/16/2019 03:15 1.60 20:25 2.30 1.91 03:25 4.03 20:55 6.18 5.14 03:25 0.147 20:25 0.374 0.243 0.243

09/17/2019 04:25 1.60 08:35 2.30 1.88 03:20 3.93 08:35 6.27 5.08 02:10 0.145 08:35 0.383 0.237 0.237

09/18/2019 02:00 1.61 20:35 2.28 1.90 03:30 4.19 20:55 6.18 5.17 03:30 0.153 20:20 0.372 0.243 0.243

09/19/2019 02:10 1.58 07:10 2.33 1.91 02:10 3.91 07:15 6.24 5.17 02:10 0.138 07:15 0.388 0.247 0.247

09/20/2019 02:30 1.61 07:30 2.22 1.86 04:50 3.99 07:25 6.05 5.05 04:50 0.146 07:30 0.351 0.229 0.229

09/21/2019 03:40 1.58 08:50 2.20 1.88 04:35 4.15 10:00 6.04 5.20 04:35 0.149 10:00 0.345 0.241 0.241

09/22/2019 05:50 1.61 21:15 2.24 1.91 03:25 4.30 21:15 6.08 5.28 03:25 0.158 21:15 0.357 0.250 0.250

09/23/2019 02:10 1.60 20:50 2.23 1.88 04:40 4.30 19:55 6.07 5.22 04:40 0.161 20:50 0.354 0.242 0.242

09/24/2019 03:25 1.61 20:30 2.23 1.88 02:05 4.30 20:35 6.13 5.22 03:20 0.161 20:30 0.358 0.241 0.241

09/25/2019 01:05 1.61 20:35 2.25 1.88 00:30 4.22 20:40 6.09 5.23 01:05 0.156 20:35 0.359 0.242 0.242

09/26/2019 02:20 1.63 09:25 2.34 1.89 02:20 4.24 09:25 6.24 5.21 02:20 0.158 09:25 0.390 0.243 0.243

09/27/2019 04:10 1.62 07:45 2.26 1.85 03:10 4.17 07:20 6.01 5.15 04:15 0.157 07:45 0.357 0.232 0.232

09/28/2019 03:40 1.64 09:35 2.22 1.88 05:25 4.27 18:35 5.96 5.27 05:25 0.162 09:35 0.341 0.243 0.243

09/29/2019 05:10 1.62 21:10 2.27 1.91 05:40 4.23 21:30 6.08 5.30 05:40 0.156 21:30 0.362 0.251 0.251

09/30/2019 02:05 1.59 20:10 2.30 1.91 02:00 4.18 20:35 6.18 5.27 02:05 0.151 20:10 0.372 0.250 0.250

10/01/2019 05:10 1.61 12:15 2.27 1.90 04:15 4.26 12:15 6.21 5.24 04:15 0.159 12:15 0.371 0.246 0.246

Daily Tabular Report

Daily Tabular Report For The Period 09/12/2019 00:00 - 10/01/2019 23:59

Range02, Pipe Height: 10.13 in, Silt: 0.00 in

Depth
 (in)

Velocity
 (ft/s)

Quantity
 (MGD - 

Total MG)

Avg
Total

1.89 5.18

4.820

0.241

Report Summary For The Period 09/12/2019 00:00 - 10/01/2019 23:59
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Site Commentary

Site Information

Kraem03

Pipe Dimensions 15.13

Silt Level 0.00"

Overview

Site  Kraem03  functioned under normal conditions during the period Thursday, September 12, 2019 to  Tuesday, 
October 1, 2019 . No surcharge conditions were experienced at this location.  The ADS crew reported the presence of an 
oil and tar like substance in this stretch of pipe.   Review of the scattergraph shows that free flow conditions were 
maintained throughout the study period.

Flow depth and velocity measurements recorded by the flow monitor are consistent with field confirmations conducted to 
date and support the relative accuracy of the flow monitor at this location.   Line confirmations were made more difficult 
that normal due to the oil and tar like substance in the flow.

This location was installed downstream of site Range02.  A check of balancing showed no problems.

Observations

Average flow depth, velocity, and quantity data observed during Thursday, September 12, 2019 to Tuesday, October 1, 
2019 , along with observed minimum and maximum data, are provided in the following table.  

Observed Flow Conditions

Item Depth 

(in)

Velocity 

(ft/s)

Quantity 
(MGD)

 Average 2.64  3.80 0.370

 Minimum 2.01  2.92 0.191

 Maximum 3.70  4.31 0.649

Time of Minimum 9/21/2019 4:20 AM 9/15/2019 5:50 AM 9/15/2019 5:50 AM

Time of Maximum 9/26/2019 9:55 AM 10/1/2019 10:55 AM 9/26/2019 9:55 AM

Data Quality

Data uptime observed during the  Thursday, September 12, 2019  to the  Tuesday, October 1, 2019 monitoring period is 
provided in the table below.   Based upon the quality and consistency of the observed flow depth and velocity data, the 
Continuity equation was used to calculate flow rate and quantities during the monitoring period.  
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Percent Uptime 

 Depth (in) 100

 Velocity (ft/s) 100

 Quantity (MGD) 100
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ADS Site Report
FM Initials:Project Name:

Site Name:

City:

Access: Type of
System:

Sanitary

Investigation Information:

Manhole Depth:

Manhole Material / 

Pipe Material / Condition:

Commercial

Oxygen:

Safety Notes:

Date/Time of Investigation:

Site Hydraulics:

Upstream Input: (L/S, P/S)

Upstream Manhole:

Downstream Manhole:

Depth of Flow:

Range (Air DOF):

Peak Velocity:

Silt: Inches

fps

+/-
+/-

Cross Section
Installation Information

Installation Type: Standard
Sensors Devices: Ultrasonic / Pressure/Velocity
Surcharge Height:
Rain Gauge Zone:

Yes No ? Distance
Trunk
Lift / Pump Station
WWTP
Other

 

 Monitor Type          

Pipe Height:
Pipe Width:

Data Acquisition
Manhole ID

Quality Form

Address/Location:

SK

Drive
Storm Combined

X

Manhole Information:Investigation Information:

Condition

Land Use:
TrunkResidential Industrial

NN

Other Information:

Additional Site Information / Comments:

x

 

Monitor Model

x

Install Date:

Agency:

Triton+
Peak Doppler

0

Backup

Brea Psomas TFM 2019 Brea
Kraem03

15.13

Good straight through flow. 

DNI

3.24

12'

Precast/ Fair

VCP/ Fair

1.75

9/5/19 @ 0400

418 Kraemer Blvd

DNI

15.25

9/11/19

12
'

15
.1

3 
x 

15
.2

5

“

“

Brea

DNI

0

Plan
N

H2S: LEL: CO:20.9 0 0 0

Manual Collect/Wireless

"

Unknown

x
x
x

Sensor 
Location

flow
dir.

ADS Site
Location

Birch01

Range02

Kraem03

Very hot and oil based flow. 
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Date Depth
(in)

Velocity
(ft/s)

Quantity
(MGD - Total MG)

Rain
(in)

Time Min Time Max Avg Time Min Time Max Avg Time Min Time Max Avg Total Total

09/12/2019 02:50 2.02 21:20 3.33 2.68 03:10 3.13 08:00 4.23 3.82 02:30 0.202 21:20 0.555 0.380 0.380

09/13/2019 02:30 2.04 07:35 3.47 2.63 04:40 3.13 07:40 4.22 3.80 03:50 0.207 07:35 0.593 0.366 0.366

09/14/2019 05:00 2.02 10:25 3.05 2.56 05:45 2.92 10:55 4.10 3.73 05:15 0.199 10:25 0.478 0.347 0.347

09/15/2019 04:50 2.03 20:30 3.25 2.61 05:50 2.92 20:55 4.14 3.73 05:50 0.191 20:40 0.527 0.358 0.358

09/16/2019 03:15 2.02 07:45 3.39 2.69 04:45 3.06 20:45 4.26 3.82 04:00 0.202 07:45 0.576 0.383 0.383

09/17/2019 02:30 2.03 07:35 3.47 2.68 03:00 3.05 08:45 4.25 3.83 02:25 0.200 07:35 0.589 0.382 0.382

09/18/2019 02:45 2.03 20:45 3.40 2.72 02:45 3.15 07:50 4.22 3.85 02:45 0.204 20:45 0.577 0.390 0.390

09/19/2019 02:15 2.05 07:40 3.52 2.73 02:25 3.12 07:35 4.23 3.85 02:10 0.207 07:40 0.604 0.394 0.394

09/20/2019 02:40 2.04 07:35 3.67 2.62 05:00 3.07 07:40 4.19 3.80 02:35 0.202 07:35 0.638 0.365 0.365

09/21/2019 04:20 2.01 10:10 3.19 2.56 05:05 2.94 10:10 4.09 3.74 05:05 0.192 10:10 0.512 0.348 0.348

09/22/2019 05:55 2.04 20:05 3.30 2.63 06:30 3.09 21:30 4.15 3.78 05:40 0.204 21:25 0.540 0.364 0.364

09/23/2019 02:25 2.03 07:45 3.33 2.67 02:15 3.08 20:00 4.18 3.83 02:15 0.202 07:45 0.553 0.379 0.379

09/24/2019 03:50 2.06 07:55 3.61 2.69 02:15 3.10 08:00 4.27 3.83 02:15 0.208 07:55 0.634 0.382 0.382

09/25/2019 01:10 2.06 20:45 3.40 2.67 00:45 3.09 20:35 4.20 3.82 01:15 0.211 20:45 0.573 0.378 0.378

09/26/2019 02:15 2.04 09:55 3.70 2.67 02:10 3.02 09:55 4.22 3.82 02:15 0.200 09:55 0.649 0.376 0.376

09/27/2019 03:25 2.02 07:35 3.45 2.59 02:30 3.01 07:35 4.24 3.78 02:30 0.200 07:35 0.591 0.355 0.355

09/28/2019 05:40 2.06 09:45 3.07 2.52 06:20 3.10 10:00 4.07 3.73 06:20 0.207 09:45 0.478 0.337 0.337

09/29/2019 03:40 2.04 20:40 3.40 2.60 05:20 2.92 21:15 4.21 3.73 03:55 0.199 20:40 0.572 0.355 0.355

09/30/2019 02:35 2.05 21:10 3.55 2.68 03:00 3.10 20:20 4.23 3.83 03:40 0.207 21:10 0.613 0.382 0.382

10/01/2019 03:05 2.06 07:30 3.48 2.68 02:00 3.13 10:55 4.31 3.83 02:05 0.208 10:55 0.598 0.382 0.382

Daily Tabular Report

Daily Tabular Report For The Period 09/12/2019 00:00 - 10/01/2019 23:59

Kraem03, Pipe Height: 15.13 in, Silt: 0.00 in

Depth
 (in)

Velocity
 (ft/s)

Quantity
 (MGD - 

Total MG)

Avg
Total    

2.64

   

3.80

7.400

0.370

Report Summary For The Period 09/12/2019 00:00 - 10/01/2019 23:59
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2018 Average Metered Water Use 
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Development Land Use DU's
Average Density 

(du/ac)

Average Use 

(gpd/du)

Olinda Ranch VLDR 63 1.5 762

PA 6 Blackstone LDR 93 2.8 407

PA 5 Blackstone LDR 100 4.0 352

PA 8 La Floresta Z Lot Line SFD 77 6.0 218

PA 3 Blackstone SFD Cluster 261 6.5 145

PA 3 La Floresta SFD Cluster 89 8.5 144

PA 7 La Floresta Townhomes 15.0 122

2018 AVERAGE WATER USE BY RESIDENTIAL DEVELOPMENT
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Sewer Model Output 
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32

321 74

9

8

62 61

60
59
58575655

54

5153 50 49
48

46

45 44 43

42

41
40

14

31

22

23

24
25

13

12

21

20

19

18

11

10

Sources: Esri, HERE, Garmin, USGS, Intermap, INCREMENT P, NRCan, Esri
Japan, METI, Esri China (Hong Kong), Esri Korea, Esri (Thailand), NGCC, ©
OpenStreetMap contributors, and the GIS User Community

Model Manhole Numbering
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PDWF d/D PWWF d/D PDWF d/D PWWF d/D

40 41 449.8 447.3 8 145.6 0.017 94.0 0.25 94.0 0.25 307.9 0.46 361.3 0.51

41 42 447.2 445.1 8 266.8 0.008 94.0 0.30 94.0 0.30 307.9 0.58 361.3 0.65

42 43 444.9 441.2 8 307.8 0.012 94.0 0.27 94.0 0.27 307.9 0.51 361.3 0.56

43 44 441.0 437.7 8 246.8 0.013 94.0 0.26 94.0 0.26 307.9 0.49 361.3 0.54

44 61 437.7 436.5 8 240.0 0.005 94.0 0.34 94.0 0.34 307.9 0.68 361.3 0.77

61 62 436.3 434.9 8 295.0 0.005 102.0 0.35 104.0 0.36 315.9 0.69 371.3 0.79

62 45 432.3 431.5 8 253.0 0.003 102.0 0.40 104.0 0.40 315.9 1.00 371.3 1.00

45 46 431.5 430.9 8 197.1 0.003 102.0 0.41 104.0 0.41 315.9 1.00 371.3 1.00

46 47 430.6 429.6 8 320.0 0.003 127.0 0.45 135.3 0.46 340.9 1.00 402.6 1.00

47 48 429.5 429.1 8 39.0 0.011 127.0 0.32 135.3 0.33 340.9 0.56 402.6 0.62

48 49 428.9 428.2 8 139.8 0.005 127.0 0.39 135.3 0.41 340.9 0.73 402.6 1.00

49 50 428.0 426.0 8 325.3 0.006 138.0 0.39 149.0 0.40 351.9 0.68 416.3 0.79

50 51 425.9 418.7 8 277.8 0.026 138.0 0.27 149.0 0.28 351.9 0.44 416.3 0.49

51 52 418.4 418.0 10 115.2 0.004 223.0 0.42 255.3 0.45 436.9 0.62 522.6 0.71

52 53 417.9 417.6 10 68.6 0.005 223.0 0.39 255.3 0.42 436.9 0.58 522.6 0.66

53 21 417.5 417.0 10 129.3 0.004 249.0 0.45 287.8 0.49 462.9 0.65 555.1 0.75

21 20 417.0 414.6 10 335.3 0.007 249.0 0.38 287.8 0.41 462.9 0.54 555.1 0.60

20 19 414.5 405.7 10 314.4 0.028 277.0 0.28 322.8 0.30 490.9 0.37 590.1 0.41

19 18 405.7 391.2 10 348.2 0.042 277.0 0.25 322.8 0.27 490.9 0.34 590.1 0.37

18 4 391.1 381.5 10 321.9 0.030 277.0 0.27 322.8 0.30 490.9 0.37 590.1 0.41

4 3 381.0 379.6 15 284.6 0.005 332.0 0.27 391.5 0.30 545.9 0.35 658.8 0.39

3 2 379.6 377.6 15 400.0 0.005 332.0 0.27 391.5 0.30 545.9 0.35 658.8 0.39

2 1 377.6 375.6 15 400.0 0.005 346.0 0.28 409.0 0.31 559.9 0.36 676.3 0.40

1 25 375.5 365.9 12 162.0 0.060 362.0 0.21 429.0 0.23 575.9 0.26 696.3 0.29

25 24 365.9 365.1 15 131.3 0.006 491.0 0.32 590.3 0.36 704.9 0.39 857.6 0.44

24 23 365.1 363.5 15 320.5 0.005 491.0 0.33 590.3 0.37 704.9 0.40 857.6 0.45

23 22 363.5 361.1 15 347.2 0.007 491.0 0.31 590.3 0.34 704.9 0.38 857.6 0.42

22 31 361.1 357.9 15 462.9 0.007 491.0 0.31 590.3 0.34 704.9 0.37 857.6 0.41

31 32 357.9 357.5 21 135.1 0.003 525.0 0.25 632.8 0.28 738.9 0.30 900.1 0.33

NOTE: Deficient reaches are shaded.

Flow Model Output - Existing and Existing plus Project 

From 

ID

To 

ID

From 

Inv

To 

Inv

Diameter 

(in)

Length 

(ft) Slope

Existing Existing plus Project
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APPENDIX D

OCSD Connections – Eastern Area
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APPENDIX D
The following sheets illustrate the proposed sewer system and connections to the OC San trunk 
sewer for the proposed Brea 265 development east of Valencia Avenue/Rose Drive: 

First Sheet - layout for the Brea 265 sewer system within the southerly portion of the 
development with 3 proposed connections to the OC San trunk sewer labeled.

Second Sheet – 2007 plan and profile Sheet C1003 for OC San 33” Carbon Canyon Sewer 
starting at point where it crosses into AERA property (Brea 265).

Third Sheet – 2007 plan and profile Sheet C1004 showing continuation of OC San 33” Carbon 
Canyon Sewer southerly, including location of Connection 1 for Brea 265 project sewage 
discharge.

Fourth Sheet – 2007 plan and profile Sheet C1005 showing southerly end of OC San 33” Carbon 
Canyon Sewer where it connects to the then existing 27” sewer, including location of Connection 
2 for Brea 265 project sewage discharge.

Fifth Sheet – 1980 plan and profile sheet with point of connection for 2007 33” sewer to 1980 
27” sewer added in red. This plan and profile show the extension of 27” OC San sewer down 
Rose Drive to just south of Blake Road, which is the southerly boundary of the Brea 265 project.

Sixth Sheet – continuation of 1980 plan and profile sheet southerly down Rose Drive, including 
Connection 3 for discharge of most southerly end of Brea 265 project.

Connection 1 and 2 to the existing OC San manholes shown on these plans will involve 
construction of a standard 48” diameter City manhole adjacent to the existing 72” diameter OC 
San manhole, construction of a short section of 8- to 12-inch City sewer, coring that sewer into 
the OC San manhole and finally re-channeling of the OC San manhole. The new City inlet pipes 
coring into the OC San manholes will match soffits with the larger trunk sewer (or higher).

Connection 3 will involve construction of a new 8-inch City sewer in the existing Blake Road, 
which roadway will be widened and improved following construction of this sewer and other 
utilities to be constructed. Then that sewer will be extended out into Rose Drive and turn 
southerly 86 feet before connecting to the existing OC San manhole in Rose Drive just south of 
Blake Road. The manhole connection will be constructed similarly to what’s described above for 
the other two connections.   
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CONNECTION 1

CONNECTION 2

CONNECTION 3

APPROX. MATCH LINE
BETWEEN C1003 & C1004
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CONNECTION 1
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CONNECTION 2

CONNECTS TO
EXISTING 27"
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NEW 72" MH
STA. 59+69.35

NEW (2007) 33" S
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CONNECTION 3
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APPENDIX E

OCSD Capacity – Eastern Area
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From: Nazaroff, Adam <anazaroff@ocsan.gov> 
Sent: Thursday, March 3, 2022 12:12 PM
To: Doug Staley <DougStaley@hunsaker.com>

Cc: Fernandez, Dickie <bfernandez@ocsan.gov>; Khublall, Hardat <hkhublall@ocsan.gov>; Waite, 
Brian <bwaite@ocsan.gov>; Edwards, Troy <tedwards@ocsan.gov>; Lee, Daniel 
<dlee@ocsan.gov>; Ed Mandich <EMandich@hunsaker.com>
Subject: RE: EXTERNAL: RE: Carbon Canyon Sewer Sag Repairs

Doug, good afternoon.  Per your question below: “I wanted to see if you (or direct me to the right 
person) could provide me with a copy of a OSCD sewer master plan exhibit showing the Brea 
property located east of Rose, south of Carbon Canyon and west of Carbon Canyon Park is 
planned to be tributary to the Carbon Canyon Sewer line noted below?”

The attached Exhibit from the Report displays the tributary areas of the OC San collection system.  
Although not specifically identified, your Project area is included within.   Resolution 05-14 has no 
specific language that you are seeking.

Adam Nazaroff
Engineering/Planning | Engineering Supervisor
Office: 714.593.7854 |   www.ocsan.gov
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2656 29th Street, Suite 201 

Santa Monica, CA 90405 

Matt Hagemann, P.G, C.Hg. 

  (949) 887-9013 

 mhagemann@swape.com 

Paul E. Rosenfeld, PhD 

  (310) 795-2335 

 prosenfeld@swape.com 
March 8, 2021 

 

Mitchell M. Tsai 

155 South El Molino, Suite 104 

Pasadena, CA 91101 

 

Subject:  Local Hire Requirements and Considerations for Greenhouse Gas Modeling  

Dear Mr. Tsai,  

Soil Water Air Protection Enterprise (“SWAPE”) is pleased to provide the following draft technical report 

explaining the significance of worker trips required for construction of land use development projects with 

respect to the estimation of greenhouse gas (“GHG”) emissions. The report will also discuss the potential for 

local hire requirements to reduce the length of worker trips, and consequently, reduced or mitigate the 

potential GHG impacts. 

Worker Trips and Greenhouse Gas Calculations 
The California Emissions Estimator Model (“CalEEMod”) is a “statewide land use emissions computer model 

designed to provide a uniform platform for government agencies, land use planners, and environmental 

professionals to quantify potential criteria pollutant and greenhouse gas (GHG) emissions associated with both 

construction and operations from a variety of land use projects.”1 CalEEMod quantifies construction-related 

emissions associated with land use projects resulting from off-road construction equipment; on-road mobile 

equipment associated with workers, vendors, and hauling; fugitive dust associated with grading, demolition, 

truck loading, and on-road vehicles traveling along paved and unpaved roads; and architectural coating 

activities; and paving.2  

The number, length, and vehicle class of worker trips are utilized by CalEEMod to calculate emissions associated 

with the on-road vehicle trips required to transport workers to and from the Project site during construction.3 

 
1 “California Emissions Estimator Model.” CAPCOA, 2017, available at: http://www.aqmd.gov/caleemod/home. 
2 “California Emissions Estimator Model.” CAPCOA, 2017, available at: http://www.aqmd.gov/caleemod/home. 
3 “CalEEMod User’s Guide.” CAPCOA, November 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4, p. 34. 

mailto:mhagemann@swape.com
mailto:prosenfeld@swape.com
http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
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Specifically, the number and length of vehicle trips is utilized to estimate the vehicle miles travelled (“VMT”) 

associated with construction. Then, utilizing vehicle-class specific EMFAC 2014 emission factors, CalEEMod 

calculates the vehicle exhaust, evaporative, and dust emissions resulting from construction-related VMT, 

including personal vehicles for worker commuting.4  

Specifically, in order to calculate VMT, CalEEMod multiplies the average daily trip rate by the average overall trip 

length (see excerpt below): 

“VMTd = Σ(Average Daily Trip Rate i * Average Overall Trip Length i) n  

Where:  

n = Number of land uses being modeled.”5 

Furthermore, to calculate the on-road emissions associated with worker trips, CalEEMod utilizes the following 

equation (see excerpt below): 

“Emissionspollutant = VMT * EFrunning,pollutant  

Where:  

Emissionspollutant = emissions from vehicle running for each pollutant  

VMT = vehicle miles traveled  

EFrunning,pollutant = emission factor for running emissions.”6 

Thus, there is a direct relationship between trip length and VMT, as well as a direct relationship between VMT 

and vehicle running emissions. In other words, when the trip length is increased, the VMT and vehicle running 

emissions increase as a result. Thus, vehicle running emissions can be reduced by decreasing the average overall 

trip length, by way of a local hire requirement or otherwise.  

Default Worker Trip Parameters and Potential Local Hire Requirements 
As previously discussed, the number, length, and vehicle class of worker trips are utilized by CalEEMod to 

calculate emissions associated with the on-road vehicle trips required to transport workers to and from the 

Project site during construction.7 In order to understand how local hire requirements and associated worker trip 

length reductions impact GHG emissions calculations, it is important to consider the CalEEMod default worker 

trip parameters. CalEEMod provides recommended default values based on site-specific information, such as 

land use type, meteorological data, total lot acreage, project type and typical equipment associated with project 

type. If more specific project information is known, the user can change the default values and input project-

specific values, but the California Environmental Quality Act (“CEQA”) requires that such changes be justified by 

substantial evidence.8 The default number of construction-related worker trips is calculated by multiplying the 

 
4 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 14-15.  
5 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 23.  
6 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 15.  
7 “CalEEMod User’s Guide.” CAPCOA, November 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4, p. 34. 
8 CalEEMod User Guide, available at: http://www.caleemod.com/, p. 1, 9.  

http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
http://www.caleemod.com/
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number of pieces of equipment for all phases by 1.25, with the exception of worker trips required for the 

building construction and architectural coating phases.9 Furthermore, the worker trip vehicle class is a 50/25/25 

percent mix of light duty autos, light duty truck class 1 and light duty truck class 2, respectively.”10 Finally, the 

default worker trip length is consistent with the length of the operational home-to-work vehicle trips.11 The 

operational home-to-work vehicle trip lengths are:  

“[B]ased on the location and urbanization selected on the project characteristic screen. These values 

were supplied by the air districts or use a default average for the state. Each district (or county) also 

assigns trip lengths for urban and rural settings” (emphasis added). 12 

Thus, the default worker trip length is based on the location and urbanization level selected by the User when 

modeling emissions. The below table shows the CalEEMod default rural and urban worker trip lengths by air 

basin (see excerpt below and Attachment A).13 

Worker Trip Length by Air Basin 

Air Basin Rural (miles) Urban (miles) 

Great Basin Valleys 16.8 10.8 

Lake County 16.8 10.8 

Lake Tahoe 16.8 10.8 

Mojave Desert 16.8 10.8 

Mountain Counties 16.8 10.8 

North Central Coast 17.1 12.3 

North Coast 16.8 10.8 

Northeast Plateau 16.8 10.8 

Sacramento Valley 16.8 10.8 

Salton Sea 14.6 11 

San Diego 16.8 10.8 

San Francisco Bay Area 10.8 10.8 

San Joaquin Valley 16.8 10.8 

South Central Coast 16.8 10.8 

South Coast 19.8 14.7 

Average 16.47 11.17 

Minimum 10.80 10.80 

Maximum 19.80 14.70 

Range 9.00 3.90 

 
9 “CalEEMod User’s Guide.” CAPCOA, November 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4, p. 34. 
10 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: 
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 15. 
11 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: 
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 14.  
12 “Appendix A Calculation Details for CalEEMod.” CAPCOA, October 2017, available at: 
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6, p. 21.  
13 “Appendix D Default Data Tables.” CAPCOA, October 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4, p. D-84 – D-86.  

http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/01_user-39-s-guide2016-3-2_15november2017.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/02_appendix-a2016-3-2.pdf?sfvrsn=6
http://www.aqmd.gov/docs/default-source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4
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As demonstrated above, default rural worker trip lengths for air basins in California vary from 10.8- to 19.8-

miles, with an average of 16.47 miles. Furthermore, default urban worker trip lengths vary from 10.8- to 14.7-

miles, with an average of 11.17 miles. Thus, while default worker trip lengths vary by location, default urban 

worker trip lengths tend to be shorter in length. Based on these trends evident in the CalEEMod default worker 

trip lengths, we can reasonably assume that the efficacy of a local hire requirement is especially dependent 

upon the urbanization of the project site, as well as the project location.  

Practical Application of a Local Hire Requirement and Associated Impact 
To provide an example of the potential impact of a local hire provision on construction-related GHG emissions, 

we estimated the significance of a local hire provision for the Village South Specific Plan (“Project”) located in 

the City of Claremont (“City”). The Project proposed to construct 1,000 residential units, 100,000-SF of retail 

space, 45,000-SF of office space, as well as a 50-room hotel, on the 24-acre site. The Project location is classified 

as Urban and lies within the Los Angeles-South Coast County. As a result, the Project has a default worker trip 

length of 14.7 miles.14 In an effort to evaluate the potential for a local hire provision to reduce the Project’s 

construction-related GHG emissions, we prepared an updated model, reducing all worker trip lengths to 10 

miles (see Attachment B). Our analysis estimates that if a local hire provision with a 10-mile radius were to be 

implemented, the GHG emissions associated with Project construction would decrease by approximately 17% 

(see table below and Attachment C). 

Local Hire Provision Net Change 

Without Local Hire Provision 

Total Construction GHG Emissions (MT CO2e) 3,623 

Amortized Construction GHG Emissions (MT CO2e/year)  120.77 

With Local Hire Provision 

Total Construction GHG Emissions (MT CO2e) 3,024 

Amortized Construction GHG Emissions (MT CO2e/year)  100.80 

% Decrease in Construction-related GHG Emissions 17% 

As demonstrated above, by implementing a local hire provision requiring 10 mile worker trip lengths, the Project 

could reduce potential GHG emissions associated with construction worker trips. More broadly, any local hire 

requirement that results in a decreased worker trip length from the default value has the potential to result in a 

reduction of construction-related GHG emissions, though the significance of the reduction would vary based on 

the location and urbanization level of the project site.  

This serves as an example of the potential impacts of local hire requirements on estimated project-level GHG 

emissions, though it does not indicate that local hire requirements would result in reduced construction-related 

GHG emission for all projects. As previously described, the significance of a local hire requirement depends on 

the worker trip length enforced and the default worker trip length for the project’s urbanization level and 

location.   

 
14 “Appendix D Default Data Tables.” CAPCOA, October 2017, available at: http://www.aqmd.gov/docs/default-
source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4, p. D-85.  

http://www.aqmd.gov/docs/default-source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4
http://www.aqmd.gov/docs/default-source/caleemod/05_appendix-d2016-3-2.pdf?sfvrsn=4
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Disclaimer 
SWAPE has received limited discovery. Additional information may become available in the future; thus, we 

retain the right to revise or amend this report when additional information becomes available. Our professional 

services have been performed using that degree of care and skill ordinarily exercised, under similar 

circumstances, by reputable environmental consultants practicing in this or similar localities at the time of 

service. No other warranty, expressed or implied, is made as to the scope of work, work methodologies and 

protocols, site conditions, analytical testing results, and findings presented. This report reflects efforts which 

were limited to information that was reasonably accessible at the time of the work, and may contain 

informational gaps, inconsistencies, or otherwise be incomplete due to the unavailability or uncertainty of 

information obtained or provided by third parties.  

 

Sincerely,  

 
Matt Hagemann, P.G., C.Hg. 

 

 
Paul E. Rosenfeld, Ph.D. 



Location Type Location Name
Rural H-W 

(miles)
Urban H-W 

(miles)
Air Basin Great Basin 16.8 10.8
Air Basin Lake County 16.8 10.8
Air Basin Lake Tahoe 16.8 10.8
Air Basin Mojave Desert 16.8 10.8
Air Basin Mountain 16.8 10.8
Air Basin North Central 17.1 12.3
Air Basin North Coast 16.8 10.8
Air Basin Northeast 16.8 10.8
Air Basin Sacramento 16.8 10.8
Air Basin Salton Sea 14.6 11
Air Basin San  Diego 16.8 10.8
Air Basin San  Francisco 

 
10.8 10.8

Air Basin San Joaquin 16.8 10.8
Air Basin South Central 16.8 10.8
Air Basin South Coast 19.8 14.7

Air District Amador County 16.8 10.8
Air District Antelope Valley 16.8 10.8
Air District Bay Area AQMD 10.8 10.8
Air District Butte County 12.54 12.54
Air District Calaveras 

 
16.8 10.8

Air District Colusa County 16.8 10.8
Air District El  Dorado 

 
16.8 10.8

Air District Feather River 16.8 10.8
Air District Glenn County 16.8 10.8
Air District Great Basin  16.8 10.8
Air District Imperial County 10.2 7.3
Air District Kern County 16.8 10.8
Air District Lake County 16.8 10.8
Air District Lassen County 16.8 10.8
Air District Mariposa 

 
16.8 10.8

Air District Mendocino 
 

16.8 10.8
Air District Modoc County 16.8 10.8
Air District Mojave Desert 16.8 10.8
Air District Monterey Bay 

 
16.8 10.8

Air District North Coast 
 

16.8 10.8
Air District Northern Sierra 16.8 10.8
Air District Northern 

  
16.8 10.8

Air District Placer County 16.8 10.8
Air District Sacramento 15 10

Attachment A



Air District San  Diego 
 

16.8 10.8
Air District San Joaquin 

  
16.8 10.8

Air District San Luis Obispo 
 

13 13
Air District Santa Barbara 

 
8.3 8.3

Air District Shasta County 16.8 10.8
Air District Siskiyou  County 

 
16.8 10.8

Air District South  Coast 19.8 14.7
Air District Tehama  County 16.8 10.8
Air District Tuolumne  16.8 10.8
Air District Ventura  County 16.8 10.8
Air District Yolo/Solano 15 10

County Alameda 10.8 10.8
County Alpine 16.8 10.8
County Amador 16.8 10.8
County Butte 12.54 12.54
County Calaveras 16.8 10.8
County Colusa 16.8 10.8
County Contra  Costa 10.8 10.8
County Del  Norte 16.8 10.8
County El  Dorado-Lake  16.8 10.8
County El  Dorado- 16.8 10.8
County Fresno 16.8 10.8
County Glenn 16.8 10.8
County Humboldt 16.8 10.8
County Imperial 10.2 7.3
County Inyo 16.8 10.8
County Kern-Mojave  16.8 10.8
County Kern-San  16.8 10.8
County Kings 16.8 10.8
County Lake 16.8 10.8
County Lassen 16.8 10.8
County Los  Angeles- 16.8 10.8
County Los  Angeles- 19.8 14.7
County Madera 16.8 10.8
County Marin 10.8 10.8
County Mariposa 16.8 10.8
County Mendocino- 16.8 10.8
County Mendocino- 16.8 10.8
County Mendocino- 16.8 10.8
County Mendocino- 16.8 10.8
County Merced 16.8 10.8
County Modoc 16.8 10.8
County Mono 16.8 10.8
County Monterey 16.8 10.8
County Napa 10.8 10.8



County Nevada 16.8 10.8
County Orange 19.8 14.7
County Placer-Lake  16.8 10.8
County Placer-Mountain  16.8 10.8
County Placer- 16.8 10.8
County Plumas 16.8 10.8
County Riverside- 16.8 10.8
County Riverside-

  
19.8 14.7

County Riverside-Salton 14.6 11
County Riverside-South 19.8 14.7
County Sacramento 15 10
County San Benito 16.8 10.8
County San Bernardino-

 
16.8 10.8

County San Bernardino-
 

19.8 14.7
County San Diego 16.8 10.8
County San Francisco 10.8 10.8
County San Joaquin 16.8 10.8
County San Luis Obispo 13 13
County San Mateo 10.8 10.8
County Santa Barbara-

   
8.3 8.3

County Santa Barbara-
   

8.3 8.3
County Santa Clara 10.8 10.8
County Santa Cruz 16.8 10.8
County Shasta 16.8 10.8
County Sierra 16.8 10.8
County Siskiyou 16.8 10.8
County Solano- 15 10
County Solano-San 16.8 10.8
County Sonoma-North 16.8 10.8
County Sonoma-San 10.8 10.8
County Stanislaus 16.8 10.8
County Sutter 16.8 10.8
County Tehama 16.8 10.8
County Trinity 16.8 10.8
County Tulare 16.8 10.8
County Tuolumne 16.8 10.8
County Ventura 16.8 10.8
County Yolo 15 10
County Yuba 16.8 10.8

Statewide Statewide 16.8 10.8



Air Basin Rural (miles) Urban (miles)
Great Basin Valleys 16.8 10.8
Lake County 16.8 10.8
Lake Tahoe 16.8 10.8
Mojave Desert 16.8 10.8
Mountain Counties 16.8 10.8
North Central Coast 17.1 12.3
North Coast 16.8 10.8
Northeast Plateau 16.8 10.8
Sacramento Valley 16.8 10.8
Salton Sea 14.6 11
San  Diego 16.8 10.8
San  Francisco Bay Area 10.8 10.8
San Joaquin Valley 16.8 10.8
South Central Coast 16.8 10.8
South Coast 19.8 14.7
Average 16.47 11.17
Mininum 10.80 10.80
Maximum 19.80 14.70
Range 9.00 3.90

Worker Trip Length by Air Basin



1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Annual

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:52 PMPage 1 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual

Attachment B



Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:52 PMPage 2 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



2.0 Emissions Summary

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:52 PMPage 3 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



2.1 Overall Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year tons/yr MT/yr

2021 0.1713 1.8242 1.1662 2.4000e-
003

0.4169 0.0817 0.4986 0.1795 0.0754 0.2549 0.0000 213.1969 213.1969 0.0601 0.0000 214.6993

2022 0.6904 4.1142 6.1625 0.0189 1.3058 0.1201 1.4259 0.3460 0.1128 0.4588 0.0000 1,721.682
6

1,721.682
6

0.1294 0.0000 1,724.918
7

2023 0.6148 3.3649 5.6747 0.0178 1.1963 0.0996 1.2959 0.3203 0.0935 0.4138 0.0000 1,627.529
5

1,627.529
5

0.1185 0.0000 1,630.492
5

2024 4.1619 0.1335 0.2810 5.9000e-
004

0.0325 6.4700e-
003

0.0390 8.6300e-
003

6.0400e-
003

0.0147 0.0000 52.9078 52.9078 8.0200e-
003

0.0000 53.1082

Maximum 4.1619 4.1142 6.1625 0.0189 1.3058 0.1201 1.4259 0.3460 0.1128 0.4588 0.0000 1,721.682
6

1,721.682
6

0.1294 0.0000 1,724.918
7

Unmitigated Construction
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2.1 Overall Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year tons/yr MT/yr

2021 0.1713 1.8242 1.1662 2.4000e-
003

0.4169 0.0817 0.4986 0.1795 0.0754 0.2549 0.0000 213.1967 213.1967 0.0601 0.0000 214.6991

2022 0.6904 4.1142 6.1625 0.0189 1.3058 0.1201 1.4259 0.3460 0.1128 0.4588 0.0000 1,721.682
3

1,721.682
3

0.1294 0.0000 1,724.918
3

2023 0.6148 3.3648 5.6747 0.0178 1.1963 0.0996 1.2959 0.3203 0.0935 0.4138 0.0000 1,627.529
1

1,627.529
1

0.1185 0.0000 1,630.492
1

2024 4.1619 0.1335 0.2810 5.9000e-
004

0.0325 6.4700e-
003

0.0390 8.6300e-
003

6.0400e-
003

0.0147 0.0000 52.9077 52.9077 8.0200e-
003

0.0000 53.1082

Maximum 4.1619 4.1142 6.1625 0.0189 1.3058 0.1201 1.4259 0.3460 0.1128 0.4588 0.0000 1,721.682
3

1,721.682
3

0.1294 0.0000 1,724.918
3

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Quarter Start Date End Date Maximum Unmitigated ROG + NOX (tons/quarter) Maximum Mitigated ROG + NOX (tons/quarter)

1 9-1-2021 11-30-2021 1.4103 1.4103

2 12-1-2021 2-28-2022 1.3613 1.3613

3 3-1-2022 5-31-2022 1.1985 1.1985

4 6-1-2022 8-31-2022 1.1921 1.1921

5 9-1-2022 11-30-2022 1.1918 1.1918

6 12-1-2022 2-28-2023 1.0774 1.0774

7 3-1-2023 5-31-2023 1.0320 1.0320

8 6-1-2023 8-31-2023 1.0260 1.0260
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Energy 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 3,896.073
2

3,896.073
2

0.1303 0.0468 3,913.283
3

Mobile 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Waste 0.0000 0.0000 0.0000 0.0000 207.8079 0.0000 207.8079 12.2811 0.0000 514.8354

Water 0.0000 0.0000 0.0000 0.0000 29.1632 556.6420 585.8052 3.0183 0.0755 683.7567

Total 6.8692 9.5223 30.3407 0.0914 7.7979 0.2260 8.0240 2.0895 0.2219 2.3114 236.9712 12,294.18
07

12,531.15
19

15.7904 0.1260 12,963.47
51

Unmitigated Operational

9 9-1-2023 11-30-2023 1.0265 1.0265

10 12-1-2023 2-29-2024 2.8857 2.8857

11 3-1-2024 5-31-2024 1.6207 1.6207

Highest 2.8857 2.8857

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:52 PMPage 6 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Energy 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 3,896.073
2

3,896.073
2

0.1303 0.0468 3,913.283
3

Mobile 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Waste 0.0000 0.0000 0.0000 0.0000 207.8079 0.0000 207.8079 12.2811 0.0000 514.8354

Water 0.0000 0.0000 0.0000 0.0000 29.1632 556.6420 585.8052 3.0183 0.0755 683.7567

Total 6.8692 9.5223 30.3407 0.0914 7.7979 0.2260 8.0240 2.0895 0.2219 2.3114 236.9712 12,294.18
07

12,531.15
19

15.7904 0.1260 12,963.47
51

Mitigated Operational

3.0 Construction Detail

Construction Phase

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0
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Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0496 0.0000 0.0496 7.5100e-
003

0.0000 7.5100e-
003

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0475 0.4716 0.3235 5.8000e-
004

0.0233 0.0233 0.0216 0.0216 0.0000 51.0012 51.0012 0.0144 0.0000 51.3601

Total 0.0475 0.4716 0.3235 5.8000e-
004

0.0496 0.0233 0.0729 7.5100e-
003

0.0216 0.0291 0.0000 51.0012 51.0012 0.0144 0.0000 51.3601

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 1.9300e-
003

0.0634 0.0148 1.8000e-
004

3.9400e-
003

1.9000e-
004

4.1300e-
003

1.0800e-
003

1.8000e-
004

1.2600e-
003

0.0000 17.4566 17.4566 1.2100e-
003

0.0000 17.4869

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 9.7000e-
004

7.5000e-
004

8.5100e-
003

2.0000e-
005

2.4700e-
003

2.0000e-
005

2.4900e-
003

6.5000e-
004

2.0000e-
005

6.7000e-
004

0.0000 2.2251 2.2251 7.0000e-
005

0.0000 2.2267

Total 2.9000e-
003

0.0641 0.0233 2.0000e-
004

6.4100e-
003

2.1000e-
004

6.6200e-
003

1.7300e-
003

2.0000e-
004

1.9300e-
003

0.0000 19.6816 19.6816 1.2800e-
003

0.0000 19.7136

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0496 0.0000 0.0496 7.5100e-
003

0.0000 7.5100e-
003

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0475 0.4716 0.3235 5.8000e-
004

0.0233 0.0233 0.0216 0.0216 0.0000 51.0011 51.0011 0.0144 0.0000 51.3600

Total 0.0475 0.4716 0.3235 5.8000e-
004

0.0496 0.0233 0.0729 7.5100e-
003

0.0216 0.0291 0.0000 51.0011 51.0011 0.0144 0.0000 51.3600

Mitigated Construction On-Site
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 1.9300e-
003

0.0634 0.0148 1.8000e-
004

3.9400e-
003

1.9000e-
004

4.1300e-
003

1.0800e-
003

1.8000e-
004

1.2600e-
003

0.0000 17.4566 17.4566 1.2100e-
003

0.0000 17.4869

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 9.7000e-
004

7.5000e-
004

8.5100e-
003

2.0000e-
005

2.4700e-
003

2.0000e-
005

2.4900e-
003

6.5000e-
004

2.0000e-
005

6.7000e-
004

0.0000 2.2251 2.2251 7.0000e-
005

0.0000 2.2267

Total 2.9000e-
003

0.0641 0.0233 2.0000e-
004

6.4100e-
003

2.1000e-
004

6.6200e-
003

1.7300e-
003

2.0000e-
004

1.9300e-
003

0.0000 19.6816 19.6816 1.2800e-
003

0.0000 19.7136

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1807 0.0000 0.1807 0.0993 0.0000 0.0993 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0389 0.4050 0.2115 3.8000e-
004

0.0204 0.0204 0.0188 0.0188 0.0000 33.4357 33.4357 0.0108 0.0000 33.7061

Total 0.0389 0.4050 0.2115 3.8000e-
004

0.1807 0.0204 0.2011 0.0993 0.0188 0.1181 0.0000 33.4357 33.4357 0.0108 0.0000 33.7061

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.7000e-
004

6.0000e-
004

6.8100e-
003

2.0000e-
005

1.9700e-
003

2.0000e-
005

1.9900e-
003

5.2000e-
004

1.0000e-
005

5.4000e-
004

0.0000 1.7801 1.7801 5.0000e-
005

0.0000 1.7814

Total 7.7000e-
004

6.0000e-
004

6.8100e-
003

2.0000e-
005

1.9700e-
003

2.0000e-
005

1.9900e-
003

5.2000e-
004

1.0000e-
005

5.4000e-
004

0.0000 1.7801 1.7801 5.0000e-
005

0.0000 1.7814

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1807 0.0000 0.1807 0.0993 0.0000 0.0993 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0389 0.4050 0.2115 3.8000e-
004

0.0204 0.0204 0.0188 0.0188 0.0000 33.4357 33.4357 0.0108 0.0000 33.7060

Total 0.0389 0.4050 0.2115 3.8000e-
004

0.1807 0.0204 0.2011 0.0993 0.0188 0.1181 0.0000 33.4357 33.4357 0.0108 0.0000 33.7060

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.7000e-
004

6.0000e-
004

6.8100e-
003

2.0000e-
005

1.9700e-
003

2.0000e-
005

1.9900e-
003

5.2000e-
004

1.0000e-
005

5.4000e-
004

0.0000 1.7801 1.7801 5.0000e-
005

0.0000 1.7814

Total 7.7000e-
004

6.0000e-
004

6.8100e-
003

2.0000e-
005

1.9700e-
003

2.0000e-
005

1.9900e-
003

5.2000e-
004

1.0000e-
005

5.4000e-
004

0.0000 1.7801 1.7801 5.0000e-
005

0.0000 1.7814

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1741 0.0000 0.1741 0.0693 0.0000 0.0693 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0796 0.8816 0.5867 1.1800e-
003

0.0377 0.0377 0.0347 0.0347 0.0000 103.5405 103.5405 0.0335 0.0000 104.3776

Total 0.0796 0.8816 0.5867 1.1800e-
003

0.1741 0.0377 0.2118 0.0693 0.0347 0.1040 0.0000 103.5405 103.5405 0.0335 0.0000 104.3776

Unmitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 1.6400e-
003

1.2700e-
003

0.0144 4.0000e-
005

4.1600e-
003

3.0000e-
005

4.2000e-
003

1.1100e-
003

3.0000e-
005

1.1400e-
003

0.0000 3.7579 3.7579 1.1000e-
004

0.0000 3.7607

Total 1.6400e-
003

1.2700e-
003

0.0144 4.0000e-
005

4.1600e-
003

3.0000e-
005

4.2000e-
003

1.1100e-
003

3.0000e-
005

1.1400e-
003

0.0000 3.7579 3.7579 1.1000e-
004

0.0000 3.7607

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1741 0.0000 0.1741 0.0693 0.0000 0.0693 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0796 0.8816 0.5867 1.1800e-
003

0.0377 0.0377 0.0347 0.0347 0.0000 103.5403 103.5403 0.0335 0.0000 104.3775

Total 0.0796 0.8816 0.5867 1.1800e-
003

0.1741 0.0377 0.2118 0.0693 0.0347 0.1040 0.0000 103.5403 103.5403 0.0335 0.0000 104.3775

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 1.6400e-
003

1.2700e-
003

0.0144 4.0000e-
005

4.1600e-
003

3.0000e-
005

4.2000e-
003

1.1100e-
003

3.0000e-
005

1.1400e-
003

0.0000 3.7579 3.7579 1.1000e-
004

0.0000 3.7607

Total 1.6400e-
003

1.2700e-
003

0.0144 4.0000e-
005

4.1600e-
003

3.0000e-
005

4.2000e-
003

1.1100e-
003

3.0000e-
005

1.1400e-
003

0.0000 3.7579 3.7579 1.1000e-
004

0.0000 3.7607

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0807 0.0000 0.0807 0.0180 0.0000 0.0180 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0127 0.1360 0.1017 2.2000e-
004

5.7200e-
003

5.7200e-
003

5.2600e-
003

5.2600e-
003

0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Total 0.0127 0.1360 0.1017 2.2000e-
004

0.0807 5.7200e-
003

0.0865 0.0180 5.2600e-
003

0.0233 0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Unmitigated Construction On-Site

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:52 PMPage 16 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.8000e-
004

2.1000e-
004

2.4400e-
003

1.0000e-
005

7.7000e-
004

1.0000e-
005

7.7000e-
004

2.0000e-
004

1.0000e-
005

2.1000e-
004

0.0000 0.6679 0.6679 2.0000e-
005

0.0000 0.6684

Total 2.8000e-
004

2.1000e-
004

2.4400e-
003

1.0000e-
005

7.7000e-
004

1.0000e-
005

7.7000e-
004

2.0000e-
004

1.0000e-
005

2.1000e-
004

0.0000 0.6679 0.6679 2.0000e-
005

0.0000 0.6684

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0807 0.0000 0.0807 0.0180 0.0000 0.0180 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0127 0.1360 0.1017 2.2000e-
004

5.7200e-
003

5.7200e-
003

5.2600e-
003

5.2600e-
003

0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Total 0.0127 0.1360 0.1017 2.2000e-
004

0.0807 5.7200e-
003

0.0865 0.0180 5.2600e-
003

0.0233 0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.8000e-
004

2.1000e-
004

2.4400e-
003

1.0000e-
005

7.7000e-
004

1.0000e-
005

7.7000e-
004

2.0000e-
004

1.0000e-
005

2.1000e-
004

0.0000 0.6679 0.6679 2.0000e-
005

0.0000 0.6684

Total 2.8000e-
004

2.1000e-
004

2.4400e-
003

1.0000e-
005

7.7000e-
004

1.0000e-
005

7.7000e-
004

2.0000e-
004

1.0000e-
005

2.1000e-
004

0.0000 0.6679 0.6679 2.0000e-
005

0.0000 0.6684

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1324 293.1324 0.0702 0.0000 294.8881

Total 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1324 293.1324 0.0702 0.0000 294.8881

Unmitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0527 1.6961 0.4580 4.5500e-
003

0.1140 3.1800e-
003

0.1171 0.0329 3.0400e-
003

0.0359 0.0000 441.9835 441.9835 0.0264 0.0000 442.6435

Worker 0.4088 0.3066 3.5305 0.0107 1.1103 8.8700e-
003

1.1192 0.2949 8.1700e-
003

0.3031 0.0000 966.8117 966.8117 0.0266 0.0000 967.4773

Total 0.4616 2.0027 3.9885 0.0152 1.2243 0.0121 1.2363 0.3278 0.0112 0.3390 0.0000 1,408.795
2

1,408.795
2

0.0530 0.0000 1,410.120
8

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1321 293.1321 0.0702 0.0000 294.8877

Total 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1321 293.1321 0.0702 0.0000 294.8877

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0527 1.6961 0.4580 4.5500e-
003

0.1140 3.1800e-
003

0.1171 0.0329 3.0400e-
003

0.0359 0.0000 441.9835 441.9835 0.0264 0.0000 442.6435

Worker 0.4088 0.3066 3.5305 0.0107 1.1103 8.8700e-
003

1.1192 0.2949 8.1700e-
003

0.3031 0.0000 966.8117 966.8117 0.0266 0.0000 967.4773

Total 0.4616 2.0027 3.9885 0.0152 1.2243 0.0121 1.2363 0.3278 0.0112 0.3390 0.0000 1,408.795
2

1,408.795
2

0.0530 0.0000 1,410.120
8

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2789 286.2789 0.0681 0.0000 287.9814

Total 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2789 286.2789 0.0681 0.0000 287.9814

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0382 1.2511 0.4011 4.3000e-
003

0.1113 1.4600e-
003

0.1127 0.0321 1.4000e-
003

0.0335 0.0000 417.9930 417.9930 0.0228 0.0000 418.5624

Worker 0.3753 0.2708 3.1696 0.0101 1.0840 8.4100e-
003

1.0924 0.2879 7.7400e-
003

0.2957 0.0000 909.3439 909.3439 0.0234 0.0000 909.9291

Total 0.4135 1.5218 3.5707 0.0144 1.1953 9.8700e-
003

1.2051 0.3200 9.1400e-
003

0.3292 0.0000 1,327.336
9

1,327.336
9

0.0462 0.0000 1,328.491
6

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2785 286.2785 0.0681 0.0000 287.9811

Total 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2785 286.2785 0.0681 0.0000 287.9811

Mitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0382 1.2511 0.4011 4.3000e-
003

0.1113 1.4600e-
003

0.1127 0.0321 1.4000e-
003

0.0335 0.0000 417.9930 417.9930 0.0228 0.0000 418.5624

Worker 0.3753 0.2708 3.1696 0.0101 1.0840 8.4100e-
003

1.0924 0.2879 7.7400e-
003

0.2957 0.0000 909.3439 909.3439 0.0234 0.0000 909.9291

Total 0.4135 1.5218 3.5707 0.0144 1.1953 9.8700e-
003

1.2051 0.3200 9.1400e-
003

0.3292 0.0000 1,327.336
9

1,327.336
9

0.0462 0.0000 1,328.491
6

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 3.7000e-
004

2.7000e-
004

3.1200e-
003

1.0000e-
005

1.0700e-
003

1.0000e-
005

1.0800e-
003

2.8000e-
004

1.0000e-
005

2.9000e-
004

0.0000 0.8963 0.8963 2.0000e-
005

0.0000 0.8968

Total 3.7000e-
004

2.7000e-
004

3.1200e-
003

1.0000e-
005

1.0700e-
003

1.0000e-
005

1.0800e-
003

2.8000e-
004

1.0000e-
005

2.9000e-
004

0.0000 0.8963 0.8963 2.0000e-
005

0.0000 0.8968

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 3.7000e-
004

2.7000e-
004

3.1200e-
003

1.0000e-
005

1.0700e-
003

1.0000e-
005

1.0800e-
003

2.8000e-
004

1.0000e-
005

2.9000e-
004

0.0000 0.8963 0.8963 2.0000e-
005

0.0000 0.8968

Total 3.7000e-
004

2.7000e-
004

3.1200e-
003

1.0000e-
005

1.0700e-
003

1.0000e-
005

1.0800e-
003

2.8000e-
004

1.0000e-
005

2.9000e-
004

0.0000 0.8963 0.8963 2.0000e-
005

0.0000 0.8968

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 5.9000e-
004

4.1000e-
004

4.9200e-
003

2.0000e-
005

1.8100e-
003

1.0000e-
005

1.8200e-
003

4.8000e-
004

1.0000e-
005

4.9000e-
004

0.0000 1.4697 1.4697 4.0000e-
005

0.0000 1.4706

Total 5.9000e-
004

4.1000e-
004

4.9200e-
003

2.0000e-
005

1.8100e-
003

1.0000e-
005

1.8200e-
003

4.8000e-
004

1.0000e-
005

4.9000e-
004

0.0000 1.4697 1.4697 4.0000e-
005

0.0000 1.4706

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 5.9000e-
004

4.1000e-
004

4.9200e-
003

2.0000e-
005

1.8100e-
003

1.0000e-
005

1.8200e-
003

4.8000e-
004

1.0000e-
005

4.9000e-
004

0.0000 1.4697 1.4697 4.0000e-
005

0.0000 1.4706

Total 5.9000e-
004

4.1000e-
004

4.9200e-
003

2.0000e-
005

1.8100e-
003

1.0000e-
005

1.8200e-
003

4.8000e-
004

1.0000e-
005

4.9000e-
004

0.0000 1.4697 1.4697 4.0000e-
005

0.0000 1.4706

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Archit. Coating 4.1372 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 3.1600e-
003

0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Total 4.1404 0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0101 6.9900e-
003

0.0835 2.8000e-
004

0.0307 2.3000e-
004

0.0309 8.1500e-
003

2.2000e-
004

8.3700e-
003

0.0000 24.9407 24.9407 6.1000e-
004

0.0000 24.9558

Total 0.0101 6.9900e-
003

0.0835 2.8000e-
004

0.0307 2.3000e-
004

0.0309 8.1500e-
003

2.2000e-
004

8.3700e-
003

0.0000 24.9407 24.9407 6.1000e-
004

0.0000 24.9558

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Archit. Coating 4.1372 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 3.1600e-
003

0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Total 4.1404 0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0101 6.9900e-
003

0.0835 2.8000e-
004

0.0307 2.3000e-
004

0.0309 8.1500e-
003

2.2000e-
004

8.3700e-
003

0.0000 24.9407 24.9407 6.1000e-
004

0.0000 24.9558

Total 0.0101 6.9900e-
003

0.0835 2.8000e-
004

0.0307 2.3000e-
004

0.0309 8.1500e-
003

2.2000e-
004

8.3700e-
003

0.0000 24.9407 24.9407 6.1000e-
004

0.0000 24.9558

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Unmitigated 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452
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Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Electricity 
Mitigated

0.0000 0.0000 0.0000 0.0000 0.0000 2,512.646
5

2,512.646
5

0.1037 0.0215 2,521.635
6

Electricity 
Unmitigated

0.0000 0.0000 0.0000 0.0000 0.0000 2,512.646
5

2,512.646
5

0.1037 0.0215 2,521.635
6

NaturalGas 
Mitigated

0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
7

1,383.426
7

0.0265 0.0254 1,391.647
8

NaturalGas 
Unmitigated

0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
7

1,383.426
7

0.0265 0.0254 1,391.647
8
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Apartments Low 
Rise

408494 2.2000e-
003

0.0188 8.0100e-
003

1.2000e-
004

1.5200e-
003

1.5200e-
003

1.5200e-
003

1.5200e-
003

0.0000 21.7988 21.7988 4.2000e-
004

4.0000e-
004

21.9284

Apartments Mid 
Rise

1.30613e
+007

0.0704 0.6018 0.2561 3.8400e-
003

0.0487 0.0487 0.0487 0.0487 0.0000 696.9989 696.9989 0.0134 0.0128 701.1408

General Office 
Building

468450 2.5300e-
003

0.0230 0.0193 1.4000e-
004

1.7500e-
003

1.7500e-
003

1.7500e-
003

1.7500e-
003

0.0000 24.9983 24.9983 4.8000e-
004

4.6000e-
004

25.1468

High Turnover (Sit 
Down Restaurant)

8.30736e
+006

0.0448 0.4072 0.3421 2.4400e-
003

0.0310 0.0310 0.0310 0.0310 0.0000 443.3124 443.3124 8.5000e-
003

8.1300e-
003

445.9468

Hotel 1.74095e
+006

9.3900e-
003

0.0853 0.0717 5.1000e-
004

6.4900e-
003

6.4900e-
003

6.4900e-
003

6.4900e-
003

0.0000 92.9036 92.9036 1.7800e-
003

1.7000e-
003

93.4557

Quality 
Restaurant

1.84608e
+006

9.9500e-
003

0.0905 0.0760 5.4000e-
004

6.8800e-
003

6.8800e-
003

6.8800e-
003

6.8800e-
003

0.0000 98.5139 98.5139 1.8900e-
003

1.8100e-
003

99.0993

Regional 
Shopping Center

91840 5.0000e-
004

4.5000e-
003

3.7800e-
003

3.0000e-
005

3.4000e-
004

3.4000e-
004

3.4000e-
004

3.4000e-
004

0.0000 4.9009 4.9009 9.0000e-
005

9.0000e-
005

4.9301

Total 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
8

1,383.426
8

0.0265 0.0254 1,391.647
8

Unmitigated
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Apartments Low 
Rise

408494 2.2000e-
003

0.0188 8.0100e-
003

1.2000e-
004

1.5200e-
003

1.5200e-
003

1.5200e-
003

1.5200e-
003

0.0000 21.7988 21.7988 4.2000e-
004

4.0000e-
004

21.9284

Apartments Mid 
Rise

1.30613e
+007

0.0704 0.6018 0.2561 3.8400e-
003

0.0487 0.0487 0.0487 0.0487 0.0000 696.9989 696.9989 0.0134 0.0128 701.1408

General Office 
Building

468450 2.5300e-
003

0.0230 0.0193 1.4000e-
004

1.7500e-
003

1.7500e-
003

1.7500e-
003

1.7500e-
003

0.0000 24.9983 24.9983 4.8000e-
004

4.6000e-
004

25.1468

High Turnover (Sit 
Down Restaurant)

8.30736e
+006

0.0448 0.4072 0.3421 2.4400e-
003

0.0310 0.0310 0.0310 0.0310 0.0000 443.3124 443.3124 8.5000e-
003

8.1300e-
003

445.9468

Hotel 1.74095e
+006

9.3900e-
003

0.0853 0.0717 5.1000e-
004

6.4900e-
003

6.4900e-
003

6.4900e-
003

6.4900e-
003

0.0000 92.9036 92.9036 1.7800e-
003

1.7000e-
003

93.4557

Quality 
Restaurant

1.84608e
+006

9.9500e-
003

0.0905 0.0760 5.4000e-
004

6.8800e-
003

6.8800e-
003

6.8800e-
003

6.8800e-
003

0.0000 98.5139 98.5139 1.8900e-
003

1.8100e-
003

99.0993

Regional 
Shopping Center

91840 5.0000e-
004

4.5000e-
003

3.7800e-
003

3.0000e-
005

3.4000e-
004

3.4000e-
004

3.4000e-
004

3.4000e-
004

0.0000 4.9009 4.9009 9.0000e-
005

9.0000e-
005

4.9301

Total 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
8

1,383.426
8

0.0265 0.0254 1,391.647
8

Mitigated
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5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Apartments Low 
Rise

106010 33.7770 1.3900e-
003

2.9000e-
004

33.8978

Apartments Mid 
Rise

3.94697e
+006

1,257.587
9

0.0519 0.0107 1,262.086
9

General Office 
Building

584550 186.2502 7.6900e-
003

1.5900e-
003

186.9165

High Turnover (Sit 
Down Restaurant)

1.58904e
+006

506.3022 0.0209 4.3200e-
003

508.1135

Hotel 550308 175.3399 7.2400e-
003

1.5000e-
003

175.9672

Quality 
Restaurant

353120 112.5116 4.6500e-
003

9.6000e-
004

112.9141

Regional 
Shopping Center

756000 240.8778 9.9400e-
003

2.0600e-
003

241.7395

Total 2,512.646
5

0.1037 0.0215 2,521.635
6

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Apartments Low 
Rise

106010 33.7770 1.3900e-
003

2.9000e-
004

33.8978

Apartments Mid 
Rise

3.94697e
+006

1,257.587
9

0.0519 0.0107 1,262.086
9

General Office 
Building

584550 186.2502 7.6900e-
003

1.5900e-
003

186.9165

High Turnover (Sit 
Down Restaurant)

1.58904e
+006

506.3022 0.0209 4.3200e-
003

508.1135

Hotel 550308 175.3399 7.2400e-
003

1.5000e-
003

175.9672

Quality 
Restaurant

353120 112.5116 4.6500e-
003

9.6000e-
004

112.9141

Regional 
Shopping Center

756000 240.8778 9.9400e-
003

2.0600e-
003

241.7395

Total 2,512.646
5

0.1037 0.0215 2,521.635
6

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Unmitigated 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.4137 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

4.3998 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 0.0206 0.1763 0.0750 1.1200e-
003

0.0143 0.0143 0.0143 0.0143 0.0000 204.1166 204.1166 3.9100e-
003

3.7400e-
003

205.3295

Landscaping 0.3096 0.1187 10.3054 5.4000e-
004

0.0572 0.0572 0.0572 0.0572 0.0000 16.8504 16.8504 0.0161 0.0000 17.2540

Total 5.1437 0.2950 10.3804 1.6600e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Unmitigated
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7.1 Mitigation Measures Water

7.0 Water Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.4137 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

4.3998 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 0.0206 0.1763 0.0750 1.1200e-
003

0.0143 0.0143 0.0143 0.0143 0.0000 204.1166 204.1166 3.9100e-
003

3.7400e-
003

205.3295

Landscaping 0.3096 0.1187 10.3054 5.4000e-
004

0.0572 0.0572 0.0572 0.0572 0.0000 16.8504 16.8504 0.0161 0.0000 17.2540

Total 5.1437 0.2950 10.3804 1.6600e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Mitigated
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Total CO2 CH4 N2O CO2e

Category MT/yr

Mitigated 585.8052 3.0183 0.0755 683.7567

Unmitigated 585.8052 3.0183 0.0755 683.7567
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7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Apartments Low 
Rise

1.62885 / 
1.02688

10.9095 0.0535 1.3400e-
003

12.6471

Apartments Mid 
Rise

63.5252 / 
40.0485

425.4719 2.0867 0.0523 493.2363

General Office 
Building

7.99802 / 
4.90201

53.0719 0.2627 6.5900e-
003

61.6019

High Turnover (Sit 
Down Restaurant)

10.9272 / 
0.697482

51.2702 0.3580 8.8200e-
003

62.8482

Hotel 1.26834 / 
0.140927

6.1633 0.0416 1.0300e-
003

7.5079

Quality 
Restaurant

2.42827 / 
0.154996

11.3934 0.0796 1.9600e-
003

13.9663

Regional 
Shopping Center

4.14806 / 
2.54236

27.5250 0.1363 3.4200e-
003

31.9490

Total 585.8052 3.0183 0.0755 683.7567

Unmitigated
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8.1 Mitigation Measures Waste

7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Apartments Low 
Rise

1.62885 / 
1.02688

10.9095 0.0535 1.3400e-
003

12.6471

Apartments Mid 
Rise

63.5252 / 
40.0485

425.4719 2.0867 0.0523 493.2363

General Office 
Building

7.99802 / 
4.90201

53.0719 0.2627 6.5900e-
003

61.6019

High Turnover (Sit 
Down Restaurant)

10.9272 / 
0.697482

51.2702 0.3580 8.8200e-
003

62.8482

Hotel 1.26834 / 
0.140927

6.1633 0.0416 1.0300e-
003

7.5079

Quality 
Restaurant

2.42827 / 
0.154996

11.3934 0.0796 1.9600e-
003

13.9663

Regional 
Shopping Center

4.14806 / 
2.54236

27.5250 0.1363 3.4200e-
003

31.9490

Total 585.8052 3.0183 0.0755 683.7567

Mitigated

8.0 Waste Detail
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Total CO2 CH4 N2O CO2e

MT/yr

 Mitigated 207.8079 12.2811 0.0000 514.8354

 Unmitigated 207.8079 12.2811 0.0000 514.8354

Category/Year
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8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Apartments Low 
Rise

11.5 2.3344 0.1380 0.0000 5.7834

Apartments Mid 
Rise

448.5 91.0415 5.3804 0.0000 225.5513

General Office 
Building

41.85 8.4952 0.5021 0.0000 21.0464

High Turnover (Sit 
Down Restaurant)

428.4 86.9613 5.1393 0.0000 215.4430

Hotel 27.38 5.5579 0.3285 0.0000 13.7694

Quality 
Restaurant

7.3 1.4818 0.0876 0.0000 3.6712

Regional 
Shopping Center

58.8 11.9359 0.7054 0.0000 29.5706

Total 207.8079 12.2811 0.0000 514.8354

Unmitigated
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8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Apartments Low 
Rise

11.5 2.3344 0.1380 0.0000 5.7834

Apartments Mid 
Rise

448.5 91.0415 5.3804 0.0000 225.5513

General Office 
Building

41.85 8.4952 0.5021 0.0000 21.0464

High Turnover (Sit 
Down Restaurant)

428.4 86.9613 5.1393 0.0000 215.4430

Hotel 27.38 5.5579 0.3285 0.0000 13.7694

Quality 
Restaurant

7.3 1.4818 0.0876 0.0000 3.6712

Regional 
Shopping Center

58.8 11.9359 0.7054 0.0000 29.5706

Total 207.8079 12.2811 0.0000 514.8354

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type
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11.0 Vegetation

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Summer
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Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27
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2.0 Emissions Summary

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2769 46.4588 31.6840 0.0643 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 6,234.797
4

6,234.797
4

1.9495 0.0000 6,283.535
2

2022 5.3304 38.8967 49.5629 0.1517 9.8688 1.6366 10.7727 3.6558 1.5057 5.1615 0.0000 15,251.56
74

15,251.56
74

1.9503 0.0000 15,278.52
88

2023 4.8957 26.3317 46.7567 0.1472 9.8688 0.7794 10.6482 2.6381 0.7322 3.3702 0.0000 14,807.52
69

14,807.52
69

1.0250 0.0000 14,833.15
21

2024 237.1630 9.5575 15.1043 0.0244 1.7884 0.4698 1.8628 0.4743 0.4322 0.5476 0.0000 2,361.398
9

2,361.398
9

0.7177 0.0000 2,379.342
1

Maximum 237.1630 46.4588 49.5629 0.1517 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 15,251.56
74

15,251.56
74

1.9503 0.0000 15,278.52
88

Unmitigated Construction
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2769 46.4588 31.6840 0.0643 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 6,234.797
4

6,234.797
4

1.9495 0.0000 6,283.535
2

2022 5.3304 38.8967 49.5629 0.1517 9.8688 1.6366 10.7727 3.6558 1.5057 5.1615 0.0000 15,251.56
74

15,251.56
74

1.9503 0.0000 15,278.52
88

2023 4.8957 26.3317 46.7567 0.1472 9.8688 0.7794 10.6482 2.6381 0.7322 3.3702 0.0000 14,807.52
69

14,807.52
69

1.0250 0.0000 14,833.15
20

2024 237.1630 9.5575 15.1043 0.0244 1.7884 0.4698 1.8628 0.4743 0.4322 0.5476 0.0000 2,361.398
9

2,361.398
9

0.7177 0.0000 2,379.342
1

Maximum 237.1630 46.4588 49.5629 0.1517 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 15,251.56
74

15,251.56
74

1.9503 0.0000 15,278.52
88

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Total 41.1168 67.2262 207.5497 0.6278 45.9592 2.4626 48.4217 12.2950 2.4385 14.7336 0.0000 76,811.18
16

76,811.18
16

2.8282 0.4832 77,025.87
86

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Total 41.1168 67.2262 207.5497 0.6278 45.9592 2.4626 48.4217 12.2950 2.4385 14.7336 0.0000 76,811.18
16

76,811.18
16

2.8282 0.4832 77,025.87
86

Mitigated Operational
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3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0
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Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1273 4.0952 0.9602 0.0119 0.2669 0.0126 0.2795 0.0732 0.0120 0.0852 1,292.241
3

1,292.241
3

0.0877 1,294.433
7

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0643 0.0442 0.6042 1.7100e-
003

0.1677 1.3500e-
003

0.1690 0.0445 1.2500e-
003

0.0457 170.8155 170.8155 5.0300e-
003

170.9413

Total 0.1916 4.1394 1.5644 0.0136 0.4346 0.0139 0.4485 0.1176 0.0133 0.1309 1,463.056
8

1,463.056
8

0.0927 1,465.375
0

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Mitigated Construction On-Site
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1273 4.0952 0.9602 0.0119 0.2669 0.0126 0.2795 0.0732 0.0120 0.0852 1,292.241
3

1,292.241
3

0.0877 1,294.433
7

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0643 0.0442 0.6042 1.7100e-
003

0.1677 1.3500e-
003

0.1690 0.0445 1.2500e-
003

0.0457 170.8155 170.8155 5.0300e-
003

170.9413

Total 0.1916 4.1394 1.5644 0.0136 0.4346 0.0139 0.4485 0.1176 0.0133 0.1309 1,463.056
8

1,463.056
8

0.0927 1,465.375
0

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0772 0.0530 0.7250 2.0600e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 204.9786 204.9786 6.0400e-
003

205.1296

Total 0.0772 0.0530 0.7250 2.0600e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 204.9786 204.9786 6.0400e-
003

205.1296

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0772 0.0530 0.7250 2.0600e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 204.9786 204.9786 6.0400e-
003

205.1296

Total 0.0772 0.0530 0.7250 2.0600e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 204.9786 204.9786 6.0400e-
003

205.1296

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Unmitigated Construction On-Site

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:54 PMPage 13 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Summer



3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0857 0.0589 0.8056 2.2900e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 227.7540 227.7540 6.7100e-
003

227.9217

Total 0.0857 0.0589 0.8056 2.2900e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 227.7540 227.7540 6.7100e-
003

227.9217

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0857 0.0589 0.8056 2.2900e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 227.7540 227.7540 6.7100e-
003

227.9217

Total 0.0857 0.0589 0.8056 2.2900e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 227.7540 227.7540 6.7100e-
003

227.9217

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Unmitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0803 0.0532 0.7432 2.2100e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 219.7425 219.7425 6.0600e-
003

219.8941

Total 0.0803 0.0532 0.7432 2.2100e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 219.7425 219.7425 6.0600e-
003

219.8941

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0803 0.0532 0.7432 2.2100e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 219.7425 219.7425 6.0600e-
003

219.8941

Total 0.0803 0.0532 0.7432 2.2100e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 219.7425 219.7425 6.0600e-
003

219.8941

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Unmitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4079 13.2032 3.4341 0.0364 0.9155 0.0248 0.9404 0.2636 0.0237 0.2873 3,896.548
2

3,896.548
2

0.2236 3,902.138
4

Worker 3.2162 2.1318 29.7654 0.0883 8.9533 0.0701 9.0234 2.3745 0.0646 2.4390 8,800.685
7

8,800.685
7

0.2429 8,806.758
2

Total 3.6242 15.3350 33.1995 0.1247 9.8688 0.0949 9.9637 2.6381 0.0883 2.7263 12,697.23
39

12,697.23
39

0.4665 12,708.89
66

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4079 13.2032 3.4341 0.0364 0.9155 0.0248 0.9404 0.2636 0.0237 0.2873 3,896.548
2

3,896.548
2

0.2236 3,902.138
4

Worker 3.2162 2.1318 29.7654 0.0883 8.9533 0.0701 9.0234 2.3745 0.0646 2.4390 8,800.685
7

8,800.685
7

0.2429 8,806.758
2

Total 3.6242 15.3350 33.1995 0.1247 9.8688 0.0949 9.9637 2.6381 0.0883 2.7263 12,697.23
39

12,697.23
39

0.4665 12,708.89
66

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3027 10.0181 3.1014 0.0352 0.9156 0.0116 0.9271 0.2636 0.0111 0.2747 3,773.876
2

3,773.876
2

0.1982 3,778.830
0

Worker 3.0203 1.9287 27.4113 0.0851 8.9533 0.0681 9.0214 2.3745 0.0627 2.4372 8,478.440
8

8,478.440
8

0.2190 8,483.916
0

Total 3.3229 11.9468 30.5127 0.1203 9.8688 0.0797 9.9485 2.6381 0.0738 2.7118 12,252.31
70

12,252.31
70

0.4172 12,262.74
60

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Mitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3027 10.0181 3.1014 0.0352 0.9156 0.0116 0.9271 0.2636 0.0111 0.2747 3,773.876
2

3,773.876
2

0.1982 3,778.830
0

Worker 3.0203 1.9287 27.4113 0.0851 8.9533 0.0681 9.0214 2.3745 0.0627 2.4372 8,478.440
8

8,478.440
8

0.2190 8,483.916
0

Total 3.3229 11.9468 30.5127 0.1203 9.8688 0.0797 9.9485 2.6381 0.0738 2.7118 12,252.31
70

12,252.31
70

0.4172 12,262.74
60

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0566 0.0361 0.5133 1.5900e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 158.7723 158.7723 4.1000e-
003

158.8748

Total 0.0566 0.0361 0.5133 1.5900e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 158.7723 158.7723 4.1000e-
003

158.8748

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0566 0.0361 0.5133 1.5900e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 158.7723 158.7723 4.1000e-
003

158.8748

Total 0.0566 0.0361 0.5133 1.5900e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 158.7723 158.7723 4.1000e-
003

158.8748

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0535 0.0329 0.4785 1.5400e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 153.8517 153.8517 3.7600e-
003

153.9458

Total 0.0535 0.0329 0.4785 1.5400e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 153.8517 153.8517 3.7600e-
003

153.9458

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0535 0.0329 0.4785 1.5400e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 153.8517 153.8517 3.7600e-
003

153.9458

Total 0.0535 0.0329 0.4785 1.5400e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 153.8517 153.8517 3.7600e-
003

153.9458

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.5707 0.3513 5.1044 0.0165 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,641.085
2

1,641.085
2

0.0401 1,642.088
6

Total 0.5707 0.3513 5.1044 0.0165 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,641.085
2

1,641.085
2

0.0401 1,642.088
6

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.5707 0.3513 5.1044 0.0165 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,641.085
2

1,641.085
2

0.0401 1,642.088
6

Total 0.5707 0.3513 5.1044 0.0165 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,641.085
2

1,641.085
2

0.0401 1,642.088
6

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Unmitigated 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452
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Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

NaturalGas 
Mitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

NaturalGas 
Unmitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1119.16 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35784.3 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1283.42 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22759.9 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4769.72 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5057.75 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

251.616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1.11916 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35.7843 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1.28342 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22.7599 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4.76972 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5.05775 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

0.251616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated
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8.1 Mitigation Measures Waste

7.1 Mitigation Measures Water

7.0 Water Detail

8.0 Waste Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment
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11.0 Vegetation

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Winter
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Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27
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2.0 Emissions Summary

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2865 46.4651 31.6150 0.0642 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 6,221.493
7

6,221.493
7

1.9491 0.0000 6,270.221
4

2022 5.7218 38.9024 47.3319 0.1455 9.8688 1.6366 10.7736 3.6558 1.5057 5.1615 0.0000 14,630.30
99

14,630.30
99

1.9499 0.0000 14,657.26
63

2023 5.2705 26.4914 44.5936 0.1413 9.8688 0.7800 10.6488 2.6381 0.7328 3.3708 0.0000 14,210.34
24

14,210.34
24

1.0230 0.0000 14,235.91
60

2024 237.2328 9.5610 15.0611 0.0243 1.7884 0.4698 1.8628 0.4743 0.4322 0.5476 0.0000 2,352.417
8

2,352.417
8

0.7175 0.0000 2,370.355
0

Maximum 237.2328 46.4651 47.3319 0.1455 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 14,630.30
99

14,630.30
99

1.9499 0.0000 14,657.26
63

Unmitigated Construction
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2865 46.4651 31.6150 0.0642 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 6,221.493
7

6,221.493
7

1.9491 0.0000 6,270.221
4

2022 5.7218 38.9024 47.3319 0.1455 9.8688 1.6366 10.7736 3.6558 1.5057 5.1615 0.0000 14,630.30
99

14,630.30
99

1.9499 0.0000 14,657.26
63

2023 5.2705 26.4914 44.5936 0.1413 9.8688 0.7800 10.6488 2.6381 0.7328 3.3708 0.0000 14,210.34
24

14,210.34
24

1.0230 0.0000 14,235.91
60

2024 237.2328 9.5610 15.0611 0.0243 1.7884 0.4698 1.8628 0.4743 0.4322 0.5476 0.0000 2,352.417
8

2,352.417
8

0.7175 0.0000 2,370.355
0

Maximum 237.2328 46.4651 47.3319 0.1455 18.2675 2.0461 20.3135 9.9840 1.8824 11.8664 0.0000 14,630.30
99

14,630.30
99

1.9499 0.0000 14,657.26
63

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Total 40.7912 67.7872 202.7424 0.6043 45.9592 2.4640 48.4231 12.2950 2.4399 14.7349 0.0000 74,422.37
87

74,422.37
87

2.8429 0.4832 74,637.44
17

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Total 40.7912 67.7872 202.7424 0.6043 45.9592 2.4640 48.4231 12.2950 2.4399 14.7349 0.0000 74,422.37
87

74,422.37
87

2.8429 0.4832 74,637.44
17

Mitigated Operational
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3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0
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Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 14.70 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1304 4.1454 1.0182 0.0117 0.2669 0.0128 0.2797 0.0732 0.0122 0.0854 1,269.855
5

1,269.855
5

0.0908 1,272.125
2

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0715 0.0489 0.5524 1.6100e-
003

0.1677 1.3500e-
003

0.1690 0.0445 1.2500e-
003

0.0457 160.8377 160.8377 4.7300e-
003

160.9560

Total 0.2019 4.1943 1.5706 0.0133 0.4346 0.0141 0.4487 0.1176 0.0135 0.1311 1,430.693
2

1,430.693
2

0.0955 1,433.081
2

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Mitigated Construction On-Site
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1304 4.1454 1.0182 0.0117 0.2669 0.0128 0.2797 0.0732 0.0122 0.0854 1,269.855
5

1,269.855
5

0.0908 1,272.125
2

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0715 0.0489 0.5524 1.6100e-
003

0.1677 1.3500e-
003

0.1690 0.0445 1.2500e-
003

0.0457 160.8377 160.8377 4.7300e-
003

160.9560

Total 0.2019 4.1943 1.5706 0.0133 0.4346 0.0141 0.4487 0.1176 0.0135 0.1311 1,430.693
2

1,430.693
2

0.0955 1,433.081
2

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0858 0.0587 0.6629 1.9400e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 193.0052 193.0052 5.6800e-
003

193.1472

Total 0.0858 0.0587 0.6629 1.9400e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 193.0052 193.0052 5.6800e-
003

193.1472

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0858 0.0587 0.6629 1.9400e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 193.0052 193.0052 5.6800e-
003

193.1472

Total 0.0858 0.0587 0.6629 1.9400e-
003

0.2012 1.6300e-
003

0.2028 0.0534 1.5000e-
003

0.0549 193.0052 193.0052 5.6800e-
003

193.1472

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Unmitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0954 0.0652 0.7365 2.1500e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 214.4502 214.4502 6.3100e-
003

214.6080

Total 0.0954 0.0652 0.7365 2.1500e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 214.4502 214.4502 6.3100e-
003

214.6080

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0954 0.0652 0.7365 2.1500e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 214.4502 214.4502 6.3100e-
003

214.6080

Total 0.0954 0.0652 0.7365 2.1500e-
003

0.2236 1.8100e-
003

0.2254 0.0593 1.6600e-
003

0.0610 214.4502 214.4502 6.3100e-
003

214.6080

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Unmitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0896 0.0589 0.6784 2.0800e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 206.9139 206.9139 5.7000e-
003

207.0563

Total 0.0896 0.0589 0.6784 2.0800e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 206.9139 206.9139 5.7000e-
003

207.0563

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0896 0.0589 0.6784 2.0800e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 206.9139 206.9139 5.7000e-
003

207.0563

Total 0.0896 0.0589 0.6784 2.0800e-
003

0.2236 1.7500e-
003

0.2253 0.0593 1.6100e-
003

0.0609 206.9139 206.9139 5.7000e-
003

207.0563

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Unmitigated Construction On-Site

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:49 PMPage 17 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Winter



3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4284 13.1673 3.8005 0.0354 0.9155 0.0256 0.9412 0.2636 0.0245 0.2881 3,789.075
0

3,789.075
0

0.2381 3,795.028
3

Worker 3.5872 2.3593 27.1680 0.0832 8.9533 0.0701 9.0234 2.3745 0.0646 2.4390 8,286.901
3

8,286.901
3

0.2282 8,292.605
8

Total 4.0156 15.5266 30.9685 0.1186 9.8688 0.0957 9.9645 2.6381 0.0891 2.7271 12,075.97
63

12,075.97
63

0.4663 12,087.63
41

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4284 13.1673 3.8005 0.0354 0.9155 0.0256 0.9412 0.2636 0.0245 0.2881 3,789.075
0

3,789.075
0

0.2381 3,795.028
3

Worker 3.5872 2.3593 27.1680 0.0832 8.9533 0.0701 9.0234 2.3745 0.0646 2.4390 8,286.901
3

8,286.901
3

0.2282 8,292.605
8

Total 4.0156 15.5266 30.9685 0.1186 9.8688 0.0957 9.9645 2.6381 0.0891 2.7271 12,075.97
63

12,075.97
63

0.4663 12,087.63
41

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3183 9.9726 3.3771 0.0343 0.9156 0.0122 0.9277 0.2636 0.0116 0.2752 3,671.400
7

3,671.400
7

0.2096 3,676.641
7

Worker 3.3795 2.1338 24.9725 0.0801 8.9533 0.0681 9.0214 2.3745 0.0627 2.4372 7,983.731
8

7,983.731
8

0.2055 7,988.868
3

Total 3.6978 12.1065 28.3496 0.1144 9.8688 0.0803 9.9491 2.6381 0.0743 2.7124 11,655.13
25

11,655.13
25

0.4151 11,665.50
99

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Mitigated Construction On-Site

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:49 PMPage 20 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Winter



3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3183 9.9726 3.3771 0.0343 0.9156 0.0122 0.9277 0.2636 0.0116 0.2752 3,671.400
7

3,671.400
7

0.2096 3,676.641
7

Worker 3.3795 2.1338 24.9725 0.0801 8.9533 0.0681 9.0214 2.3745 0.0627 2.4372 7,983.731
8

7,983.731
8

0.2055 7,988.868
3

Total 3.6978 12.1065 28.3496 0.1144 9.8688 0.0803 9.9491 2.6381 0.0743 2.7124 11,655.13
25

11,655.13
25

0.4151 11,665.50
99

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0633 0.0400 0.4677 1.5000e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 149.5081 149.5081 3.8500e-
003

149.6043

Total 0.0633 0.0400 0.4677 1.5000e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 149.5081 149.5081 3.8500e-
003

149.6043

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0633 0.0400 0.4677 1.5000e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 149.5081 149.5081 3.8500e-
003

149.6043

Total 0.0633 0.0400 0.4677 1.5000e-
003

0.1677 1.2800e-
003

0.1689 0.0445 1.1700e-
003

0.0456 149.5081 149.5081 3.8500e-
003

149.6043

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0601 0.0364 0.4354 1.4500e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 144.8706 144.8706 3.5300e-
003

144.9587

Total 0.0601 0.0364 0.4354 1.4500e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 144.8706 144.8706 3.5300e-
003

144.9587

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0601 0.0364 0.4354 1.4500e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 144.8706 144.8706 3.5300e-
003

144.9587

Total 0.0601 0.0364 0.4354 1.4500e-
003

0.1677 1.2600e-
003

0.1689 0.0445 1.1600e-
003

0.0456 144.8706 144.8706 3.5300e-
003

144.9587

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.6406 0.3886 4.6439 0.0155 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,545.286
0

1,545.286
0

0.0376 1,546.226
2

Total 0.6406 0.3886 4.6439 0.0155 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,545.286
0

1,545.286
0

0.0376 1,546.226
2

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.6406 0.3886 4.6439 0.0155 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,545.286
0

1,545.286
0

0.0376 1,546.226
2

Total 0.6406 0.3886 4.6439 0.0155 1.7884 0.0134 1.8018 0.4743 0.0123 0.4866 1,545.286
0

1,545.286
0

0.0376 1,546.226
2

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Unmitigated 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:49 PMPage 28 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Winter



Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

NaturalGas 
Mitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

NaturalGas 
Unmitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1119.16 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35784.3 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1283.42 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22759.9 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4769.72 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5057.75 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

251.616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1.11916 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35.7843 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1.28342 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22.7599 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4.76972 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5.05775 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

0.251616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/6/2021 1:49 PMPage 33 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Winter



8.1 Mitigation Measures Waste

7.1 Mitigation Measures Water

7.0 Water Detail

8.0 Waste Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment
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11.0 Vegetation

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Annual
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Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Trips and VMT - Local hire provision

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82
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2.0 Emissions Summary

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00
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2.1 Overall Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year tons/yr MT/yr

2021 0.1704 1.8234 1.1577 2.3800e-
003

0.4141 0.0817 0.4958 0.1788 0.0754 0.2542 0.0000 210.7654 210.7654 0.0600 0.0000 212.2661

2022 0.5865 4.0240 5.1546 0.0155 0.9509 0.1175 1.0683 0.2518 0.1103 0.3621 0.0000 1,418.655
4

1,418.655
4

0.1215 0.0000 1,421.692
5

2023 0.5190 3.2850 4.7678 0.0147 0.8497 0.0971 0.9468 0.2283 0.0912 0.3195 0.0000 1,342.441
2

1,342.441
2

0.1115 0.0000 1,345.229
1

2024 4.1592 0.1313 0.2557 5.0000e-
004

0.0221 6.3900e-
003

0.0285 5.8700e-
003

5.9700e-
003

0.0118 0.0000 44.6355 44.6355 7.8300e-
003

0.0000 44.8311

Maximum 4.1592 4.0240 5.1546 0.0155 0.9509 0.1175 1.0683 0.2518 0.1103 0.3621 0.0000 1,418.655
4

1,418.655
4

0.1215 0.0000 1,421.692
5

Unmitigated Construction
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2.1 Overall Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year tons/yr MT/yr

2021 0.1704 1.8234 1.1577 2.3800e-
003

0.4141 0.0817 0.4958 0.1788 0.0754 0.2542 0.0000 210.7651 210.7651 0.0600 0.0000 212.2658

2022 0.5865 4.0240 5.1546 0.0155 0.9509 0.1175 1.0683 0.2518 0.1103 0.3621 0.0000 1,418.655
0

1,418.655
0

0.1215 0.0000 1,421.692
1

2023 0.5190 3.2850 4.7678 0.0147 0.8497 0.0971 0.9468 0.2283 0.0912 0.3195 0.0000 1,342.440
9

1,342.440
9

0.1115 0.0000 1,345.228
7

2024 4.1592 0.1313 0.2557 5.0000e-
004

0.0221 6.3900e-
003

0.0285 5.8700e-
003

5.9700e-
003

0.0118 0.0000 44.6354 44.6354 7.8300e-
003

0.0000 44.8311

Maximum 4.1592 4.0240 5.1546 0.0155 0.9509 0.1175 1.0683 0.2518 0.1103 0.3621 0.0000 1,418.655
0

1,418.655
0

0.1215 0.0000 1,421.692
1

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Quarter Start Date End Date Maximum Unmitigated ROG + NOX (tons/quarter) Maximum Mitigated ROG + NOX (tons/quarter)

1 9-1-2021 11-30-2021 1.4091 1.4091

2 12-1-2021 2-28-2022 1.3329 1.3329

3 3-1-2022 5-31-2022 1.1499 1.1499

4 6-1-2022 8-31-2022 1.1457 1.1457

5 9-1-2022 11-30-2022 1.1415 1.1415

6 12-1-2022 2-28-2023 1.0278 1.0278

7 3-1-2023 5-31-2023 0.9868 0.9868

8 6-1-2023 8-31-2023 0.9831 0.9831
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Energy 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 3,896.073
2

3,896.073
2

0.1303 0.0468 3,913.283
3

Mobile 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Waste 0.0000 0.0000 0.0000 0.0000 207.8079 0.0000 207.8079 12.2811 0.0000 514.8354

Water 0.0000 0.0000 0.0000 0.0000 29.1632 556.6420 585.8052 3.0183 0.0755 683.7567

Total 6.8692 9.5223 30.3407 0.0914 7.7979 0.2260 8.0240 2.0895 0.2219 2.3114 236.9712 12,294.18
07

12,531.15
19

15.7904 0.1260 12,963.47
51

Unmitigated Operational

9 9-1-2023 11-30-2023 0.9798 0.9798

10 12-1-2023 2-29-2024 2.8757 2.8757

11 3-1-2024 5-31-2024 1.6188 1.6188

Highest 2.8757 2.8757
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Area 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Energy 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 3,896.073
2

3,896.073
2

0.1303 0.0468 3,913.283
3

Mobile 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Waste 0.0000 0.0000 0.0000 0.0000 207.8079 0.0000 207.8079 12.2811 0.0000 514.8354

Water 0.0000 0.0000 0.0000 0.0000 29.1632 556.6420 585.8052 3.0183 0.0755 683.7567

Total 6.8692 9.5223 30.3407 0.0914 7.7979 0.2260 8.0240 2.0895 0.2219 2.3114 236.9712 12,294.18
07

12,531.15
19

15.7904 0.1260 12,963.47
51

Mitigated Operational

3.0 Construction Detail

Construction Phase

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0
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Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0496 0.0000 0.0496 7.5100e-
003

0.0000 7.5100e-
003

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0475 0.4716 0.3235 5.8000e-
004

0.0233 0.0233 0.0216 0.0216 0.0000 51.0012 51.0012 0.0144 0.0000 51.3601

Total 0.0475 0.4716 0.3235 5.8000e-
004

0.0496 0.0233 0.0729 7.5100e-
003

0.0216 0.0291 0.0000 51.0012 51.0012 0.0144 0.0000 51.3601

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 1.9300e-
003

0.0634 0.0148 1.8000e-
004

3.9400e-
003

1.9000e-
004

4.1300e-
003

1.0800e-
003

1.8000e-
004

1.2600e-
003

0.0000 17.4566 17.4566 1.2100e-
003

0.0000 17.4869

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.2000e-
004

5.3000e-
004

6.0900e-
003

2.0000e-
005

1.6800e-
003

1.0000e-
005

1.6900e-
003

4.5000e-
004

1.0000e-
005

4.6000e-
004

0.0000 1.5281 1.5281 5.0000e-
005

0.0000 1.5293

Total 2.6500e-
003

0.0639 0.0209 2.0000e-
004

5.6200e-
003

2.0000e-
004

5.8200e-
003

1.5300e-
003

1.9000e-
004

1.7200e-
003

0.0000 18.9847 18.9847 1.2600e-
003

0.0000 19.0161

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0496 0.0000 0.0496 7.5100e-
003

0.0000 7.5100e-
003

0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0475 0.4716 0.3235 5.8000e-
004

0.0233 0.0233 0.0216 0.0216 0.0000 51.0011 51.0011 0.0144 0.0000 51.3600

Total 0.0475 0.4716 0.3235 5.8000e-
004

0.0496 0.0233 0.0729 7.5100e-
003

0.0216 0.0291 0.0000 51.0011 51.0011 0.0144 0.0000 51.3600

Mitigated Construction On-Site

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/12/2021 2:26 PMPage 11 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 1.9300e-
003

0.0634 0.0148 1.8000e-
004

3.9400e-
003

1.9000e-
004

4.1300e-
003

1.0800e-
003

1.8000e-
004

1.2600e-
003

0.0000 17.4566 17.4566 1.2100e-
003

0.0000 17.4869

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.2000e-
004

5.3000e-
004

6.0900e-
003

2.0000e-
005

1.6800e-
003

1.0000e-
005

1.6900e-
003

4.5000e-
004

1.0000e-
005

4.6000e-
004

0.0000 1.5281 1.5281 5.0000e-
005

0.0000 1.5293

Total 2.6500e-
003

0.0639 0.0209 2.0000e-
004

5.6200e-
003

2.0000e-
004

5.8200e-
003

1.5300e-
003

1.9000e-
004

1.7200e-
003

0.0000 18.9847 18.9847 1.2600e-
003

0.0000 19.0161

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1807 0.0000 0.1807 0.0993 0.0000 0.0993 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0389 0.4050 0.2115 3.8000e-
004

0.0204 0.0204 0.0188 0.0188 0.0000 33.4357 33.4357 0.0108 0.0000 33.7061

Total 0.0389 0.4050 0.2115 3.8000e-
004

0.1807 0.0204 0.2011 0.0993 0.0188 0.1181 0.0000 33.4357 33.4357 0.0108 0.0000 33.7061

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 5.8000e-
004

4.3000e-
004

4.8700e-
003

1.0000e-
005

1.3400e-
003

1.0000e-
005

1.3500e-
003

3.6000e-
004

1.0000e-
005

3.7000e-
004

0.0000 1.2225 1.2225 4.0000e-
005

0.0000 1.2234

Total 5.8000e-
004

4.3000e-
004

4.8700e-
003

1.0000e-
005

1.3400e-
003

1.0000e-
005

1.3500e-
003

3.6000e-
004

1.0000e-
005

3.7000e-
004

0.0000 1.2225 1.2225 4.0000e-
005

0.0000 1.2234

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1807 0.0000 0.1807 0.0993 0.0000 0.0993 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0389 0.4050 0.2115 3.8000e-
004

0.0204 0.0204 0.0188 0.0188 0.0000 33.4357 33.4357 0.0108 0.0000 33.7060

Total 0.0389 0.4050 0.2115 3.8000e-
004

0.1807 0.0204 0.2011 0.0993 0.0188 0.1181 0.0000 33.4357 33.4357 0.0108 0.0000 33.7060

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 5.8000e-
004

4.3000e-
004

4.8700e-
003

1.0000e-
005

1.3400e-
003

1.0000e-
005

1.3500e-
003

3.6000e-
004

1.0000e-
005

3.7000e-
004

0.0000 1.2225 1.2225 4.0000e-
005

0.0000 1.2234

Total 5.8000e-
004

4.3000e-
004

4.8700e-
003

1.0000e-
005

1.3400e-
003

1.0000e-
005

1.3500e-
003

3.6000e-
004

1.0000e-
005

3.7000e-
004

0.0000 1.2225 1.2225 4.0000e-
005

0.0000 1.2234

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1741 0.0000 0.1741 0.0693 0.0000 0.0693 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0796 0.8816 0.5867 1.1800e-
003

0.0377 0.0377 0.0347 0.0347 0.0000 103.5405 103.5405 0.0335 0.0000 104.3776

Total 0.0796 0.8816 0.5867 1.1800e-
003

0.1741 0.0377 0.2118 0.0693 0.0347 0.1040 0.0000 103.5405 103.5405 0.0335 0.0000 104.3776

Unmitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 1.2200e-
003

9.0000e-
004

0.0103 3.0000e-
005

2.8300e-
003

2.0000e-
005

2.8600e-
003

7.5000e-
004

2.0000e-
005

7.8000e-
004

0.0000 2.5808 2.5808 8.0000e-
005

0.0000 2.5828

Total 1.2200e-
003

9.0000e-
004

0.0103 3.0000e-
005

2.8300e-
003

2.0000e-
005

2.8600e-
003

7.5000e-
004

2.0000e-
005

7.8000e-
004

0.0000 2.5808 2.5808 8.0000e-
005

0.0000 2.5828

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.1741 0.0000 0.1741 0.0693 0.0000 0.0693 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0796 0.8816 0.5867 1.1800e-
003

0.0377 0.0377 0.0347 0.0347 0.0000 103.5403 103.5403 0.0335 0.0000 104.3775

Total 0.0796 0.8816 0.5867 1.1800e-
003

0.1741 0.0377 0.2118 0.0693 0.0347 0.1040 0.0000 103.5403 103.5403 0.0335 0.0000 104.3775

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 1.2200e-
003

9.0000e-
004

0.0103 3.0000e-
005

2.8300e-
003

2.0000e-
005

2.8600e-
003

7.5000e-
004

2.0000e-
005

7.8000e-
004

0.0000 2.5808 2.5808 8.0000e-
005

0.0000 2.5828

Total 1.2200e-
003

9.0000e-
004

0.0103 3.0000e-
005

2.8300e-
003

2.0000e-
005

2.8600e-
003

7.5000e-
004

2.0000e-
005

7.8000e-
004

0.0000 2.5808 2.5808 8.0000e-
005

0.0000 2.5828

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0807 0.0000 0.0807 0.0180 0.0000 0.0180 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0127 0.1360 0.1017 2.2000e-
004

5.7200e-
003

5.7200e-
003

5.2600e-
003

5.2600e-
003

0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Total 0.0127 0.1360 0.1017 2.2000e-
004

0.0807 5.7200e-
003

0.0865 0.0180 5.2600e-
003

0.0233 0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Unmitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.1000e-
004

1.5000e-
004

1.7400e-
003

1.0000e-
005

5.2000e-
004

0.0000 5.3000e-
004

1.4000e-
004

0.0000 1.4000e-
004

0.0000 0.4587 0.4587 1.0000e-
005

0.0000 0.4590

Total 2.1000e-
004

1.5000e-
004

1.7400e-
003

1.0000e-
005

5.2000e-
004

0.0000 5.3000e-
004

1.4000e-
004

0.0000 1.4000e-
004

0.0000 0.4587 0.4587 1.0000e-
005

0.0000 0.4590

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Fugitive Dust 0.0807 0.0000 0.0807 0.0180 0.0000 0.0180 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.0127 0.1360 0.1017 2.2000e-
004

5.7200e-
003

5.7200e-
003

5.2600e-
003

5.2600e-
003

0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Total 0.0127 0.1360 0.1017 2.2000e-
004

0.0807 5.7200e-
003

0.0865 0.0180 5.2600e-
003

0.0233 0.0000 19.0871 19.0871 6.1700e-
003

0.0000 19.2414

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.1000e-
004

1.5000e-
004

1.7400e-
003

1.0000e-
005

5.2000e-
004

0.0000 5.3000e-
004

1.4000e-
004

0.0000 1.4000e-
004

0.0000 0.4587 0.4587 1.0000e-
005

0.0000 0.4590

Total 2.1000e-
004

1.5000e-
004

1.7400e-
003

1.0000e-
005

5.2000e-
004

0.0000 5.3000e-
004

1.4000e-
004

0.0000 1.4000e-
004

0.0000 0.4587 0.4587 1.0000e-
005

0.0000 0.4590

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1324 293.1324 0.0702 0.0000 294.8881

Total 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1324 293.1324 0.0702 0.0000 294.8881

Unmitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0527 1.6961 0.4580 4.5500e-
003

0.1140 3.1800e-
003

0.1171 0.0329 3.0400e-
003

0.0359 0.0000 441.9835 441.9835 0.0264 0.0000 442.6435

Worker 0.3051 0.2164 2.5233 7.3500e-
003

0.7557 6.2300e-
003

0.7619 0.2007 5.7400e-
003

0.2065 0.0000 663.9936 663.9936 0.0187 0.0000 664.4604

Total 0.3578 1.9125 2.9812 0.0119 0.8696 9.4100e-
003

0.8790 0.2336 8.7800e-
003

0.2424 0.0000 1,105.977
1

1,105.977
1

0.0451 0.0000 1,107.103
9

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1321 293.1321 0.0702 0.0000 294.8877

Total 0.2158 1.9754 2.0700 3.4100e-
003

0.1023 0.1023 0.0963 0.0963 0.0000 293.1321 293.1321 0.0702 0.0000 294.8877

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0527 1.6961 0.4580 4.5500e-
003

0.1140 3.1800e-
003

0.1171 0.0329 3.0400e-
003

0.0359 0.0000 441.9835 441.9835 0.0264 0.0000 442.6435

Worker 0.3051 0.2164 2.5233 7.3500e-
003

0.7557 6.2300e-
003

0.7619 0.2007 5.7400e-
003

0.2065 0.0000 663.9936 663.9936 0.0187 0.0000 664.4604

Total 0.3578 1.9125 2.9812 0.0119 0.8696 9.4100e-
003

0.8790 0.2336 8.7800e-
003

0.2424 0.0000 1,105.977
1

1,105.977
1

0.0451 0.0000 1,107.103
9

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2789 286.2789 0.0681 0.0000 287.9814

Total 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2789 286.2789 0.0681 0.0000 287.9814

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0382 1.2511 0.4011 4.3000e-
003

0.1113 1.4600e-
003

0.1127 0.0321 1.4000e-
003

0.0335 0.0000 417.9930 417.9930 0.0228 0.0000 418.5624

Worker 0.2795 0.1910 2.2635 6.9100e-
003

0.7377 5.9100e-
003

0.7436 0.1960 5.4500e-
003

0.2014 0.0000 624.5363 624.5363 0.0164 0.0000 624.9466

Total 0.3177 1.4420 2.6646 0.0112 0.8490 7.3700e-
003

0.8564 0.2281 6.8500e-
003

0.2349 0.0000 1,042.529
4

1,042.529
4

0.0392 0.0000 1,043.509
0

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2785 286.2785 0.0681 0.0000 287.9811

Total 0.1942 1.7765 2.0061 3.3300e-
003

0.0864 0.0864 0.0813 0.0813 0.0000 286.2785 286.2785 0.0681 0.0000 287.9811

Mitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0382 1.2511 0.4011 4.3000e-
003

0.1113 1.4600e-
003

0.1127 0.0321 1.4000e-
003

0.0335 0.0000 417.9930 417.9930 0.0228 0.0000 418.5624

Worker 0.2795 0.1910 2.2635 6.9100e-
003

0.7377 5.9100e-
003

0.7436 0.1960 5.4500e-
003

0.2014 0.0000 624.5363 624.5363 0.0164 0.0000 624.9466

Total 0.3177 1.4420 2.6646 0.0112 0.8490 7.3700e-
003

0.8564 0.2281 6.8500e-
003

0.2349 0.0000 1,042.529
4

1,042.529
4

0.0392 0.0000 1,043.509
0

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.8000e-
004

1.9000e-
004

2.2300e-
003

1.0000e-
005

7.3000e-
004

1.0000e-
005

7.3000e-
004

1.9000e-
004

1.0000e-
005

2.0000e-
004

0.0000 0.6156 0.6156 2.0000e-
005

0.0000 0.6160

Total 2.8000e-
004

1.9000e-
004

2.2300e-
003

1.0000e-
005

7.3000e-
004

1.0000e-
005

7.3000e-
004

1.9000e-
004

1.0000e-
005

2.0000e-
004

0.0000 0.6156 0.6156 2.0000e-
005

0.0000 0.6160

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 6.7100e-
003

0.0663 0.0948 1.5000e-
004

3.3200e-
003

3.3200e-
003

3.0500e-
003

3.0500e-
003

0.0000 13.0175 13.0175 4.2100e-
003

0.0000 13.1227

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 2.8000e-
004

1.9000e-
004

2.2300e-
003

1.0000e-
005

7.3000e-
004

1.0000e-
005

7.3000e-
004

1.9000e-
004

1.0000e-
005

2.0000e-
004

0.0000 0.6156 0.6156 2.0000e-
005

0.0000 0.6160

Total 2.8000e-
004

1.9000e-
004

2.2300e-
003

1.0000e-
005

7.3000e-
004

1.0000e-
005

7.3000e-
004

1.9000e-
004

1.0000e-
005

2.0000e-
004

0.0000 0.6156 0.6156 2.0000e-
005

0.0000 0.6160

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 4.4000e-
004

2.9000e-
004

3.5100e-
003

1.0000e-
005

1.2300e-
003

1.0000e-
005

1.2400e-
003

3.3000e-
004

1.0000e-
005

3.4000e-
004

0.0000 1.0094 1.0094 3.0000e-
005

0.0000 1.0100

Total 4.4000e-
004

2.9000e-
004

3.5100e-
003

1.0000e-
005

1.2300e-
003

1.0000e-
005

1.2400e-
003

3.3000e-
004

1.0000e-
005

3.4000e-
004

0.0000 1.0094 1.0094 3.0000e-
005

0.0000 1.0100

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Off-Road 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.0109 0.1048 0.1609 2.5000e-
004

5.1500e-
003

5.1500e-
003

4.7400e-
003

4.7400e-
003

0.0000 22.0292 22.0292 7.1200e-
003

0.0000 22.2073

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 4.4000e-
004

2.9000e-
004

3.5100e-
003

1.0000e-
005

1.2300e-
003

1.0000e-
005

1.2400e-
003

3.3000e-
004

1.0000e-
005

3.4000e-
004

0.0000 1.0094 1.0094 3.0000e-
005

0.0000 1.0100

Total 4.4000e-
004

2.9000e-
004

3.5100e-
003

1.0000e-
005

1.2300e-
003

1.0000e-
005

1.2400e-
003

3.3000e-
004

1.0000e-
005

3.4000e-
004

0.0000 1.0094 1.0094 3.0000e-
005

0.0000 1.0100

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Archit. Coating 4.1372 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 3.1600e-
003

0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Total 4.1404 0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.4800e-
003

4.9300e-
003

0.0596 1.9000e-
004

0.0209 1.6000e-
004

0.0211 5.5500e-
003

1.5000e-
004

5.7000e-
003

0.0000 17.1287 17.1287 4.3000e-
004

0.0000 17.1394

Total 7.4800e-
003

4.9300e-
003

0.0596 1.9000e-
004

0.0209 1.6000e-
004

0.0211 5.5500e-
003

1.5000e-
004

5.7000e-
003

0.0000 17.1287 17.1287 4.3000e-
004

0.0000 17.1394

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Archit. Coating 4.1372 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 3.1600e-
003

0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Total 4.1404 0.0213 0.0317 5.0000e-
005

1.0700e-
003

1.0700e-
003

1.0700e-
003

1.0700e-
003

0.0000 4.4682 4.4682 2.5000e-
004

0.0000 4.4745

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 7.4800e-
003

4.9300e-
003

0.0596 1.9000e-
004

0.0209 1.6000e-
004

0.0211 5.5500e-
003

1.5000e-
004

5.7000e-
003

0.0000 17.1287 17.1287 4.3000e-
004

0.0000 17.1394

Total 7.4800e-
003

4.9300e-
003

0.0596 1.9000e-
004

0.0209 1.6000e-
004

0.0211 5.5500e-
003

1.5000e-
004

5.7000e-
003

0.0000 17.1287 17.1287 4.3000e-
004

0.0000 17.1394

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

Unmitigated 1.5857 7.9962 19.1834 0.0821 7.7979 0.0580 7.8559 2.0895 0.0539 2.1434 0.0000 7,620.498
6

7,620.498
6

0.3407 0.0000 7,629.016
2

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452
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Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Electricity 
Mitigated

0.0000 0.0000 0.0000 0.0000 0.0000 2,512.646
5

2,512.646
5

0.1037 0.0215 2,521.635
6

Electricity 
Unmitigated

0.0000 0.0000 0.0000 0.0000 0.0000 2,512.646
5

2,512.646
5

0.1037 0.0215 2,521.635
6

NaturalGas 
Mitigated

0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
7

1,383.426
7

0.0265 0.0254 1,391.647
8

NaturalGas 
Unmitigated

0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
7

1,383.426
7

0.0265 0.0254 1,391.647
8
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Apartments Low 
Rise

408494 2.2000e-
003

0.0188 8.0100e-
003

1.2000e-
004

1.5200e-
003

1.5200e-
003

1.5200e-
003

1.5200e-
003

0.0000 21.7988 21.7988 4.2000e-
004

4.0000e-
004

21.9284

Apartments Mid 
Rise

1.30613e
+007

0.0704 0.6018 0.2561 3.8400e-
003

0.0487 0.0487 0.0487 0.0487 0.0000 696.9989 696.9989 0.0134 0.0128 701.1408

General Office 
Building

468450 2.5300e-
003

0.0230 0.0193 1.4000e-
004

1.7500e-
003

1.7500e-
003

1.7500e-
003

1.7500e-
003

0.0000 24.9983 24.9983 4.8000e-
004

4.6000e-
004

25.1468

High Turnover (Sit 
Down Restaurant)

8.30736e
+006

0.0448 0.4072 0.3421 2.4400e-
003

0.0310 0.0310 0.0310 0.0310 0.0000 443.3124 443.3124 8.5000e-
003

8.1300e-
003

445.9468

Hotel 1.74095e
+006

9.3900e-
003

0.0853 0.0717 5.1000e-
004

6.4900e-
003

6.4900e-
003

6.4900e-
003

6.4900e-
003

0.0000 92.9036 92.9036 1.7800e-
003

1.7000e-
003

93.4557

Quality 
Restaurant

1.84608e
+006

9.9500e-
003

0.0905 0.0760 5.4000e-
004

6.8800e-
003

6.8800e-
003

6.8800e-
003

6.8800e-
003

0.0000 98.5139 98.5139 1.8900e-
003

1.8100e-
003

99.0993

Regional 
Shopping Center

91840 5.0000e-
004

4.5000e-
003

3.7800e-
003

3.0000e-
005

3.4000e-
004

3.4000e-
004

3.4000e-
004

3.4000e-
004

0.0000 4.9009 4.9009 9.0000e-
005

9.0000e-
005

4.9301

Total 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
8

1,383.426
8

0.0265 0.0254 1,391.647
8

Unmitigated
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr tons/yr MT/yr

Apartments Low 
Rise

408494 2.2000e-
003

0.0188 8.0100e-
003

1.2000e-
004

1.5200e-
003

1.5200e-
003

1.5200e-
003

1.5200e-
003

0.0000 21.7988 21.7988 4.2000e-
004

4.0000e-
004

21.9284

Apartments Mid 
Rise

1.30613e
+007

0.0704 0.6018 0.2561 3.8400e-
003

0.0487 0.0487 0.0487 0.0487 0.0000 696.9989 696.9989 0.0134 0.0128 701.1408

General Office 
Building

468450 2.5300e-
003

0.0230 0.0193 1.4000e-
004

1.7500e-
003

1.7500e-
003

1.7500e-
003

1.7500e-
003

0.0000 24.9983 24.9983 4.8000e-
004

4.6000e-
004

25.1468

High Turnover (Sit 
Down Restaurant)

8.30736e
+006

0.0448 0.4072 0.3421 2.4400e-
003

0.0310 0.0310 0.0310 0.0310 0.0000 443.3124 443.3124 8.5000e-
003

8.1300e-
003

445.9468

Hotel 1.74095e
+006

9.3900e-
003

0.0853 0.0717 5.1000e-
004

6.4900e-
003

6.4900e-
003

6.4900e-
003

6.4900e-
003

0.0000 92.9036 92.9036 1.7800e-
003

1.7000e-
003

93.4557

Quality 
Restaurant

1.84608e
+006

9.9500e-
003

0.0905 0.0760 5.4000e-
004

6.8800e-
003

6.8800e-
003

6.8800e-
003

6.8800e-
003

0.0000 98.5139 98.5139 1.8900e-
003

1.8100e-
003

99.0993

Regional 
Shopping Center

91840 5.0000e-
004

4.5000e-
003

3.7800e-
003

3.0000e-
005

3.4000e-
004

3.4000e-
004

3.4000e-
004

3.4000e-
004

0.0000 4.9009 4.9009 9.0000e-
005

9.0000e-
005

4.9301

Total 0.1398 1.2312 0.7770 7.6200e-
003

0.0966 0.0966 0.0966 0.0966 0.0000 1,383.426
8

1,383.426
8

0.0265 0.0254 1,391.647
8

Mitigated
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5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Apartments Low 
Rise

106010 33.7770 1.3900e-
003

2.9000e-
004

33.8978

Apartments Mid 
Rise

3.94697e
+006

1,257.587
9

0.0519 0.0107 1,262.086
9

General Office 
Building

584550 186.2502 7.6900e-
003

1.5900e-
003

186.9165

High Turnover (Sit 
Down Restaurant)

1.58904e
+006

506.3022 0.0209 4.3200e-
003

508.1135

Hotel 550308 175.3399 7.2400e-
003

1.5000e-
003

175.9672

Quality 
Restaurant

353120 112.5116 4.6500e-
003

9.6000e-
004

112.9141

Regional 
Shopping Center

756000 240.8778 9.9400e-
003

2.0600e-
003

241.7395

Total 2,512.646
5

0.1037 0.0215 2,521.635
6

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.3 Energy by Land Use - Electricity

Electricity 
Use

Total CO2 CH4 N2O CO2e

Land Use kWh/yr MT/yr

Apartments Low 
Rise

106010 33.7770 1.3900e-
003

2.9000e-
004

33.8978

Apartments Mid 
Rise

3.94697e
+006

1,257.587
9

0.0519 0.0107 1,262.086
9

General Office 
Building

584550 186.2502 7.6900e-
003

1.5900e-
003

186.9165

High Turnover (Sit 
Down Restaurant)

1.58904e
+006

506.3022 0.0209 4.3200e-
003

508.1135

Hotel 550308 175.3399 7.2400e-
003

1.5000e-
003

175.9672

Quality 
Restaurant

353120 112.5116 4.6500e-
003

9.6000e-
004

112.9141

Regional 
Shopping Center

756000 240.8778 9.9400e-
003

2.0600e-
003

241.7395

Total 2,512.646
5

0.1037 0.0215 2,521.635
6

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category tons/yr MT/yr

Mitigated 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Unmitigated 5.1437 0.2950 10.3804 1.6700e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.4137 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

4.3998 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 0.0206 0.1763 0.0750 1.1200e-
003

0.0143 0.0143 0.0143 0.0143 0.0000 204.1166 204.1166 3.9100e-
003

3.7400e-
003

205.3295

Landscaping 0.3096 0.1187 10.3054 5.4000e-
004

0.0572 0.0572 0.0572 0.0572 0.0000 16.8504 16.8504 0.0161 0.0000 17.2540

Total 5.1437 0.2950 10.3804 1.6600e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Unmitigated
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7.1 Mitigation Measures Water

7.0 Water Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory tons/yr MT/yr

Architectural 
Coating

0.4137 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

4.3998 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 0.0206 0.1763 0.0750 1.1200e-
003

0.0143 0.0143 0.0143 0.0143 0.0000 204.1166 204.1166 3.9100e-
003

3.7400e-
003

205.3295

Landscaping 0.3096 0.1187 10.3054 5.4000e-
004

0.0572 0.0572 0.0572 0.0572 0.0000 16.8504 16.8504 0.0161 0.0000 17.2540

Total 5.1437 0.2950 10.3804 1.6600e-
003

0.0714 0.0714 0.0714 0.0714 0.0000 220.9670 220.9670 0.0201 3.7400e-
003

222.5835

Mitigated
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Total CO2 CH4 N2O CO2e

Category MT/yr

Mitigated 585.8052 3.0183 0.0755 683.7567

Unmitigated 585.8052 3.0183 0.0755 683.7567
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7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Apartments Low 
Rise

1.62885 / 
1.02688

10.9095 0.0535 1.3400e-
003

12.6471

Apartments Mid 
Rise

63.5252 / 
40.0485

425.4719 2.0867 0.0523 493.2363

General Office 
Building

7.99802 / 
4.90201

53.0719 0.2627 6.5900e-
003

61.6019

High Turnover (Sit 
Down Restaurant)

10.9272 / 
0.697482

51.2702 0.3580 8.8200e-
003

62.8482

Hotel 1.26834 / 
0.140927

6.1633 0.0416 1.0300e-
003

7.5079

Quality 
Restaurant

2.42827 / 
0.154996

11.3934 0.0796 1.9600e-
003

13.9663

Regional 
Shopping Center

4.14806 / 
2.54236

27.5250 0.1363 3.4200e-
003

31.9490

Total 585.8052 3.0183 0.0755 683.7567

Unmitigated
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8.1 Mitigation Measures Waste

7.2 Water by Land Use

Indoor/Out
door Use

Total CO2 CH4 N2O CO2e

Land Use Mgal MT/yr

Apartments Low 
Rise

1.62885 / 
1.02688

10.9095 0.0535 1.3400e-
003

12.6471

Apartments Mid 
Rise

63.5252 / 
40.0485

425.4719 2.0867 0.0523 493.2363

General Office 
Building

7.99802 / 
4.90201

53.0719 0.2627 6.5900e-
003

61.6019

High Turnover (Sit 
Down Restaurant)

10.9272 / 
0.697482

51.2702 0.3580 8.8200e-
003

62.8482

Hotel 1.26834 / 
0.140927

6.1633 0.0416 1.0300e-
003

7.5079

Quality 
Restaurant

2.42827 / 
0.154996

11.3934 0.0796 1.9600e-
003

13.9663

Regional 
Shopping Center

4.14806 / 
2.54236

27.5250 0.1363 3.4200e-
003

31.9490

Total 585.8052 3.0183 0.0755 683.7567

Mitigated

8.0 Waste Detail
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Total CO2 CH4 N2O CO2e

MT/yr

 Mitigated 207.8079 12.2811 0.0000 514.8354

 Unmitigated 207.8079 12.2811 0.0000 514.8354

Category/Year
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8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Apartments Low 
Rise

11.5 2.3344 0.1380 0.0000 5.7834

Apartments Mid 
Rise

448.5 91.0415 5.3804 0.0000 225.5513

General Office 
Building

41.85 8.4952 0.5021 0.0000 21.0464

High Turnover (Sit 
Down Restaurant)

428.4 86.9613 5.1393 0.0000 215.4430

Hotel 27.38 5.5579 0.3285 0.0000 13.7694

Quality 
Restaurant

7.3 1.4818 0.0876 0.0000 3.6712

Regional 
Shopping Center

58.8 11.9359 0.7054 0.0000 29.5706

Total 207.8079 12.2811 0.0000 514.8354

Unmitigated

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/12/2021 2:26 PMPage 42 of 44

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Annual



8.2 Waste by Land Use

Waste 
Disposed

Total CO2 CH4 N2O CO2e

Land Use tons MT/yr

Apartments Low 
Rise

11.5 2.3344 0.1380 0.0000 5.7834

Apartments Mid 
Rise

448.5 91.0415 5.3804 0.0000 225.5513

General Office 
Building

41.85 8.4952 0.5021 0.0000 21.0464

High Turnover (Sit 
Down Restaurant)

428.4 86.9613 5.1393 0.0000 215.4430

Hotel 27.38 5.5579 0.3285 0.0000 13.7694

Quality 
Restaurant

7.3 1.4818 0.0876 0.0000 3.6712

Regional 
Shopping Center

58.8 11.9359 0.7054 0.0000 29.5706

Total 207.8079 12.2811 0.0000 514.8354

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type
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11.0 Vegetation

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Summer
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Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Trips and VMT - Local hire provision

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82
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2.0 Emissions Summary

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2561 46.4415 31.4494 0.0636 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 6,163.416
6

6,163.416
6

1.9475 0.0000 6,212.103
9

2022 4.5441 38.8811 40.8776 0.1240 8.8255 1.6361 10.4616 3.6369 1.5052 5.1421 0.0000 12,493.44
03

12,493.44
03

1.9485 0.0000 12,518.57
07

2023 4.1534 25.7658 38.7457 0.1206 7.0088 0.7592 7.7679 1.8799 0.7136 2.5935 0.0000 12,150.48
90

12,150.48
90

0.9589 0.0000 12,174.46
15

2024 237.0219 9.5478 14.9642 0.0239 1.2171 0.4694 1.2875 0.3229 0.4319 0.4621 0.0000 2,313.180
8

2,313.180
8

0.7166 0.0000 2,331.095
6

Maximum 237.0219 46.4415 40.8776 0.1240 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 12,493.44
03

12,493.44
03

1.9485 0.0000 12,518.57
07

Unmitigated Construction
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2561 46.4415 31.4494 0.0636 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 6,163.416
6

6,163.416
6

1.9475 0.0000 6,212.103
9

2022 4.5441 38.8811 40.8776 0.1240 8.8255 1.6361 10.4616 3.6369 1.5052 5.1421 0.0000 12,493.44
03

12,493.44
03

1.9485 0.0000 12,518.57
07

2023 4.1534 25.7658 38.7457 0.1206 7.0088 0.7592 7.7679 1.8799 0.7136 2.5935 0.0000 12,150.48
90

12,150.48
90

0.9589 0.0000 12,174.46
15

2024 237.0219 9.5478 14.9642 0.0239 1.2171 0.4694 1.2875 0.3229 0.4319 0.4621 0.0000 2,313.180
8

2,313.180
8

0.7166 0.0000 2,331.095
5

Maximum 237.0219 46.4415 40.8776 0.1240 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 12,493.44
03

12,493.44
03

1.9485 0.0000 12,518.57
07

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Total 41.1168 67.2262 207.5497 0.6278 45.9592 2.4626 48.4217 12.2950 2.4385 14.7336 0.0000 76,811.18
16

76,811.18
16

2.8282 0.4832 77,025.87
86

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Total 41.1168 67.2262 207.5497 0.6278 45.9592 2.4626 48.4217 12.2950 2.4385 14.7336 0.0000 76,811.18
16

76,811.18
16

2.8282 0.4832 77,025.87
86

Mitigated Operational
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3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/12/2021 2:29 PMPage 7 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Summer



Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1273 4.0952 0.9602 0.0119 0.2669 0.0126 0.2795 0.0732 0.0120 0.0852 1,292.241
3

1,292.241
3

0.0877 1,294.433
7

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0487 0.0313 0.4282 1.1800e-
003

0.1141 9.5000e-
004

0.1151 0.0303 8.8000e-
004

0.0311 117.2799 117.2799 3.5200e-
003

117.3678

Total 0.1760 4.1265 1.3884 0.0131 0.3810 0.0135 0.3946 0.1034 0.0129 0.1163 1,409.521
2

1,409.521
2

0.0912 1,411.801
5

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Mitigated Construction On-Site
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1273 4.0952 0.9602 0.0119 0.2669 0.0126 0.2795 0.0732 0.0120 0.0852 1,292.241
3

1,292.241
3

0.0877 1,294.433
7

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0487 0.0313 0.4282 1.1800e-
003

0.1141 9.5000e-
004

0.1151 0.0303 8.8000e-
004

0.0311 117.2799 117.2799 3.5200e-
003

117.3678

Total 0.1760 4.1265 1.3884 0.0131 0.3810 0.0135 0.3946 0.1034 0.0129 0.1163 1,409.521
2

1,409.521
2

0.0912 1,411.801
5

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0584 0.0375 0.5139 1.4100e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 140.7359 140.7359 4.2200e-
003

140.8414

Total 0.0584 0.0375 0.5139 1.4100e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 140.7359 140.7359 4.2200e-
003

140.8414

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0584 0.0375 0.5139 1.4100e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 140.7359 140.7359 4.2200e-
003

140.8414

Total 0.0584 0.0375 0.5139 1.4100e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 140.7359 140.7359 4.2200e-
003

140.8414

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Unmitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0649 0.0417 0.5710 1.5700e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 156.3732 156.3732 4.6900e-
003

156.4904

Total 0.0649 0.0417 0.5710 1.5700e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 156.3732 156.3732 4.6900e-
003

156.4904

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0649 0.0417 0.5710 1.5700e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 156.3732 156.3732 4.6900e-
003

156.4904

Total 0.0649 0.0417 0.5710 1.5700e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 156.3732 156.3732 4.6900e-
003

156.4904

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Unmitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0607 0.0376 0.5263 1.5100e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 150.8754 150.8754 4.2400e-
003

150.9813

Total 0.0607 0.0376 0.5263 1.5100e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 150.8754 150.8754 4.2400e-
003

150.9813

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0607 0.0376 0.5263 1.5100e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 150.8754 150.8754 4.2400e-
003

150.9813

Total 0.0607 0.0376 0.5263 1.5100e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 150.8754 150.8754 4.2400e-
003

150.9813

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Unmitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4079 13.2032 3.4341 0.0364 0.9155 0.0248 0.9404 0.2636 0.0237 0.2873 3,896.548
2

3,896.548
2

0.2236 3,902.138
4

Worker 2.4299 1.5074 21.0801 0.0607 6.0932 0.0493 6.1425 1.6163 0.0454 1.6617 6,042.558
5

6,042.558
5

0.1697 6,046.800
0

Total 2.8378 14.7106 24.5142 0.0971 7.0087 0.0741 7.0828 1.8799 0.0691 1.9490 9,939.106
7

9,939.106
7

0.3933 9,948.938
4

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4079 13.2032 3.4341 0.0364 0.9155 0.0248 0.9404 0.2636 0.0237 0.2873 3,896.548
2

3,896.548
2

0.2236 3,902.138
4

Worker 2.4299 1.5074 21.0801 0.0607 6.0932 0.0493 6.1425 1.6163 0.0454 1.6617 6,042.558
5

6,042.558
5

0.1697 6,046.800
0

Total 2.8378 14.7106 24.5142 0.0971 7.0087 0.0741 7.0828 1.8799 0.0691 1.9490 9,939.106
7

9,939.106
7

0.3933 9,948.938
4

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3027 10.0181 3.1014 0.0352 0.9156 0.0116 0.9271 0.2636 0.0111 0.2747 3,773.876
2

3,773.876
2

0.1982 3,778.830
0

Worker 2.2780 1.3628 19.4002 0.0584 6.0932 0.0479 6.1411 1.6163 0.0441 1.6604 5,821.402
8

5,821.402
8

0.1529 5,825.225
4

Total 2.5807 11.3809 22.5017 0.0936 7.0088 0.0595 7.0682 1.8799 0.0552 1.9350 9,595.279
0

9,595.279
0

0.3511 9,604.055
4

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Mitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3027 10.0181 3.1014 0.0352 0.9156 0.0116 0.9271 0.2636 0.0111 0.2747 3,773.876
2

3,773.876
2

0.1982 3,778.830
0

Worker 2.2780 1.3628 19.4002 0.0584 6.0932 0.0479 6.1411 1.6163 0.0441 1.6604 5,821.402
8

5,821.402
8

0.1529 5,825.225
4

Total 2.5807 11.3809 22.5017 0.0936 7.0088 0.0595 7.0682 1.8799 0.0552 1.9350 9,595.279
0

9,595.279
0

0.3511 9,604.055
4

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0427 0.0255 0.3633 1.0900e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 109.0150 109.0150 2.8600e-
003

109.0866

Total 0.0427 0.0255 0.3633 1.0900e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 109.0150 109.0150 2.8600e-
003

109.0866

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0427 0.0255 0.3633 1.0900e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 109.0150 109.0150 2.8600e-
003

109.0866

Total 0.0427 0.0255 0.3633 1.0900e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 109.0150 109.0150 2.8600e-
003

109.0866

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0403 0.0233 0.3384 1.0600e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 105.6336 105.6336 2.6300e-
003

105.6992

Total 0.0403 0.0233 0.3384 1.0600e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 105.6336 105.6336 2.6300e-
003

105.6992

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0403 0.0233 0.3384 1.0600e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 105.6336 105.6336 2.6300e-
003

105.6992

Total 0.0403 0.0233 0.3384 1.0600e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 105.6336 105.6336 2.6300e-
003

105.6992

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.4296 0.2481 3.6098 0.0113 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,126.758
3

1,126.758
3

0.0280 1,127.458
3

Total 0.4296 0.2481 3.6098 0.0113 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,126.758
3

1,126.758
3

0.0280 1,127.458
3

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.4296 0.2481 3.6098 0.0113 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,126.758
3

1,126.758
3

0.0280 1,127.458
3

Total 0.4296 0.2481 3.6098 0.0113 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,126.758
3

1,126.758
3

0.0280 1,127.458
3

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

Unmitigated 9.8489 45.4304 114.8495 0.4917 45.9592 0.3360 46.2951 12.2950 0.3119 12.6070 50,306.60
34

50,306.60
34

2.1807 50,361.12
08

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452
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Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

NaturalGas 
Mitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

NaturalGas 
Unmitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1119.16 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35784.3 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1283.42 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22759.9 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4769.72 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5057.75 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

251.616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1.11916 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35.7843 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1.28342 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22.7599 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4.76972 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5.05775 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

0.251616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated
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8.1 Mitigation Measures Waste

7.1 Mitigation Measures Water

7.0 Water Detail

8.0 Waste Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment
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11.0 Vegetation

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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1.1 Land Usage

Land Uses Size Metric Lot Acreage Floor Surface Area Population

General Office Building 45.00 1000sqft 1.03 45,000.00 0

High Turnover (Sit Down Restaurant) 36.00 1000sqft 0.83 36,000.00 0

Hotel 50.00 Room 1.67 72,600.00 0

Quality Restaurant 8.00 1000sqft 0.18 8,000.00 0

Apartments Low Rise 25.00 Dwelling Unit 1.56 25,000.00 72

Apartments Mid Rise 975.00 Dwelling Unit 25.66 975,000.00 2789

Regional Shopping Center 56.00 1000sqft 1.29 56,000.00 0

1.2 Other Project Characteristics

Urbanization

Climate Zone

Urban

9

Wind Speed (m/s) Precipitation Freq (Days)2.2 33

1.3 User Entered Comments & Non-Default Data

1.0 Project Characteristics

Utility Company Southern California Edison

2028Operational Year

CO2 Intensity 
(lb/MWhr)

702.44 0.029CH4 Intensity 
(lb/MWhr)

0.006N2O Intensity 
(lb/MWhr)

Village South Specific Plan (Proposed)
Los Angeles-South Coast County, Winter
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Project Characteristics - Consistent with the DEIR's model.

Land Use - See SWAPE comment regarding residential and retail land uses.

Construction Phase - See SWAPE comment regarding individual construction phase lengths.

Demolition - Consistent with the DEIR's model. See SWAPE comment regarding demolition.

Vehicle Trips - Saturday trips consistent with the DEIR's model. See SWAPE comment regarding weekday and Sunday trips.

Woodstoves - Woodstoves and wood-burning fireplaces consistent with the DEIR's model. See SWAPE comment regarding gas fireplaces.

Energy Use - 

Construction Off-road Equipment Mitigation - See SWAPE comment on construction-related mitigation.

Area Mitigation - See SWAPE comment regarding operational mitigation measures.

Water Mitigation - See SWAPE comment regarding operational mitigation measures.

Trips and VMT - Local hire provision

Table Name Column Name Default Value New Value

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces FireplaceWoodMass 1,019.20 0.00

tblFireplaces NumberWood 1.25 0.00

tblFireplaces NumberWood 48.75 0.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblTripsAndVMT WorkerTripLength 14.70 10.00

tblVehicleTrips ST_TR 7.16 6.17

tblVehicleTrips ST_TR 6.39 3.87

tblVehicleTrips ST_TR 2.46 1.39

tblVehicleTrips ST_TR 158.37 79.82
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2.0 Emissions Summary

tblVehicleTrips ST_TR 8.19 3.75

tblVehicleTrips ST_TR 94.36 63.99

tblVehicleTrips ST_TR 49.97 10.74

tblVehicleTrips SU_TR 6.07 6.16

tblVehicleTrips SU_TR 5.86 4.18

tblVehicleTrips SU_TR 1.05 0.69

tblVehicleTrips SU_TR 131.84 78.27

tblVehicleTrips SU_TR 5.95 3.20

tblVehicleTrips SU_TR 72.16 57.65

tblVehicleTrips SU_TR 25.24 6.39

tblVehicleTrips WD_TR 6.59 5.83

tblVehicleTrips WD_TR 6.65 4.13

tblVehicleTrips WD_TR 11.03 6.41

tblVehicleTrips WD_TR 127.15 65.80

tblVehicleTrips WD_TR 8.17 3.84

tblVehicleTrips WD_TR 89.95 62.64

tblVehicleTrips WD_TR 42.70 9.43

tblWoodstoves NumberCatalytic 1.25 0.00

tblWoodstoves NumberCatalytic 48.75 0.00

tblWoodstoves NumberNoncatalytic 1.25 0.00

tblWoodstoves NumberNoncatalytic 48.75 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveDayYear 25.00 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00

tblWoodstoves WoodstoveWoodMass 999.60 0.00
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2621 46.4460 31.4068 0.0635 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 6,154.337
7

6,154.337
7

1.9472 0.0000 6,203.018
6

2022 4.7966 38.8851 39.6338 0.1195 8.8255 1.6361 10.4616 3.6369 1.5052 5.1421 0.0000 12,035.34
40

12,035.34
40

1.9482 0.0000 12,060.60
13

2023 4.3939 25.8648 37.5031 0.1162 7.0088 0.7598 7.7685 1.8799 0.7142 2.5940 0.0000 11,710.40
80

11,710.40
80

0.9617 0.0000 11,734.44
97

2024 237.0656 9.5503 14.9372 0.0238 1.2171 0.4694 1.2875 0.3229 0.4319 0.4621 0.0000 2,307.051
7

2,307.051
7

0.7164 0.0000 2,324.962
7

Maximum 237.0656 46.4460 39.6338 0.1195 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 12,035.34
40

12,035.34
40

1.9482 0.0000 12,060.60
13

Unmitigated Construction
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2.1 Overall Construction (Maximum Daily Emission)

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Year lb/day lb/day

2021 4.2621 46.4460 31.4068 0.0635 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 6,154.337
7

6,154.337
7

1.9472 0.0000 6,203.018
6

2022 4.7966 38.8851 39.6338 0.1195 8.8255 1.6361 10.4616 3.6369 1.5052 5.1421 0.0000 12,035.34
40

12,035.34
40

1.9482 0.0000 12,060.60
13

2023 4.3939 25.8648 37.5031 0.1162 7.0088 0.7598 7.7685 1.8799 0.7142 2.5940 0.0000 11,710.40
80

11,710.40
80

0.9617 0.0000 11,734.44
97

2024 237.0656 9.5503 14.9372 0.0238 1.2171 0.4694 1.2875 0.3229 0.4319 0.4621 0.0000 2,307.051
7

2,307.051
7

0.7164 0.0000 2,324.962
7

Maximum 237.0656 46.4460 39.6338 0.1195 18.2032 2.0456 20.2488 9.9670 1.8820 11.8490 0.0000 12,035.34
40

12,035.34
40

1.9482 0.0000 12,060.60
13

Mitigated Construction

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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2.2 Overall Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Total 40.7912 67.7872 202.7424 0.6043 45.9592 2.4640 48.4231 12.2950 2.4399 14.7349 0.0000 74,422.37
87

74,422.37
87

2.8429 0.4832 74,637.44
17

Unmitigated Operational

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Area 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Energy 0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mobile 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Total 40.7912 67.7872 202.7424 0.6043 45.9592 2.4640 48.4231 12.2950 2.4399 14.7349 0.0000 74,422.37
87

74,422.37
87

2.8429 0.4832 74,637.44
17

Mitigated Operational
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3.0 Construction Detail

Construction Phase

Phase 
Number

Phase Name Phase Type Start Date End Date Num Days 
Week

Num Days Phase Description

1 Demolition Demolition 9/1/2021 10/12/2021 5 30

2 Site Preparation Site Preparation 10/13/2021 11/9/2021 5 20

3 Grading Grading 11/10/2021 1/11/2022 5 45

4 Building Construction Building Construction 1/12/2022 12/12/2023 5 500

5 Paving Paving 12/13/2023 1/30/2024 5 35

6 Architectural Coating Architectural Coating 1/31/2024 3/19/2024 5 35

OffRoad Equipment

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio-CO2 Total CO2 CH4 N20 CO2e

Percent 
Reduction

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Residential Indoor: 2,025,000; Residential Outdoor: 675,000; Non-Residential Indoor: 326,400; Non-Residential Outdoor: 108,800; Striped 
Parking Area: 0 (Architectural Coating – sqft)

Acres of Grading (Site Preparation Phase): 0

Acres of Grading (Grading Phase): 112.5

Acres of Paving: 0
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Phase Name Offroad Equipment Type Amount Usage Hours Horse Power Load Factor

Demolition Concrete/Industrial Saws 1 8.00 81 0.73

Demolition Excavators 3 8.00 158 0.38

Demolition Rubber Tired Dozers 2 8.00 247 0.40

Site Preparation Rubber Tired Dozers 3 8.00 247 0.40

Site Preparation Tractors/Loaders/Backhoes 4 8.00 97 0.37

Grading Excavators 2 8.00 158 0.38

Grading Graders 1 8.00 187 0.41

Grading Rubber Tired Dozers 1 8.00 247 0.40

Grading Scrapers 2 8.00 367 0.48

Grading Tractors/Loaders/Backhoes 2 8.00 97 0.37

Building Construction Cranes 1 7.00 231 0.29

Building Construction Forklifts 3 8.00 89 0.20

Building Construction Generator Sets 1 8.00 84 0.74

Building Construction Tractors/Loaders/Backhoes 3 7.00 97 0.37

Building Construction Welders 1 8.00 46 0.45

Paving Pavers 2 8.00 130 0.42

Paving Paving Equipment 2 8.00 132 0.36

Paving Rollers 2 8.00 80 0.38

Architectural Coating Air Compressors 1 6.00 78 0.48

Trips and VMT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Unmitigated Construction On-Site

3.1 Mitigation Measures Construction

Phase Name Offroad Equipment 
Count

Worker Trip 
Number

Vendor Trip 
Number

Hauling Trip 
Number

Worker Trip 
Length

Vendor Trip 
Length

Hauling Trip 
Length

Worker Vehicle 
Class

Vendor 
Vehicle Class

Hauling 
Vehicle Class

Demolition 6 15.00 0.00 458.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Site Preparation 7 18.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Grading 8 20.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Building Construction 9 801.00 143.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Paving 6 15.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT

Architectural Coating 1 160.00 0.00 0.00 10.00 6.90 20.00 LD_Mix HDT_Mix HHDT
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1304 4.1454 1.0182 0.0117 0.2669 0.0128 0.2797 0.0732 0.0122 0.0854 1,269.855
5

1,269.855
5

0.0908 1,272.125
2

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0532 0.0346 0.3963 1.1100e-
003

0.1141 9.5000e-
004

0.1151 0.0303 8.8000e-
004

0.0311 110.4707 110.4707 3.3300e-
003

110.5539

Total 0.1835 4.1800 1.4144 0.0128 0.3810 0.0137 0.3948 0.1034 0.0131 0.1165 1,380.326
2

1,380.326
2

0.0941 1,382.679
1

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 3.3074 0.0000 3.3074 0.5008 0.0000 0.5008 0.0000 0.0000

Off-Road 3.1651 31.4407 21.5650 0.0388 1.5513 1.5513 1.4411 1.4411 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Total 3.1651 31.4407 21.5650 0.0388 3.3074 1.5513 4.8588 0.5008 1.4411 1.9419 0.0000 3,747.944
9

3,747.944
9

1.0549 3,774.317
4

Mitigated Construction On-Site
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3.2 Demolition - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.1304 4.1454 1.0182 0.0117 0.2669 0.0128 0.2797 0.0732 0.0122 0.0854 1,269.855
5

1,269.855
5

0.0908 1,272.125
2

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0532 0.0346 0.3963 1.1100e-
003

0.1141 9.5000e-
004

0.1151 0.0303 8.8000e-
004

0.0311 110.4707 110.4707 3.3300e-
003

110.5539

Total 0.1835 4.1800 1.4144 0.0128 0.3810 0.0137 0.3948 0.1034 0.0131 0.1165 1,380.326
2

1,380.326
2

0.0941 1,382.679
1

Mitigated Construction Off-Site

3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Unmitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0638 0.0415 0.4755 1.3300e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 132.5649 132.5649 3.9900e-
003

132.6646

Total 0.0638 0.0415 0.4755 1.3300e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 132.5649 132.5649 3.9900e-
003

132.6646

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 18.0663 0.0000 18.0663 9.9307 0.0000 9.9307 0.0000 0.0000

Off-Road 3.8882 40.4971 21.1543 0.0380 2.0445 2.0445 1.8809 1.8809 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Total 3.8882 40.4971 21.1543 0.0380 18.0663 2.0445 20.1107 9.9307 1.8809 11.8116 0.0000 3,685.656
9

3,685.656
9

1.1920 3,715.457
3

Mitigated Construction On-Site
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3.3 Site Preparation - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0638 0.0415 0.4755 1.3300e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 132.5649 132.5649 3.9900e-
003

132.6646

Total 0.0638 0.0415 0.4755 1.3300e-
003

0.1369 1.1400e-
003

0.1381 0.0363 1.0500e-
003

0.0374 132.5649 132.5649 3.9900e-
003

132.6646

Mitigated Construction Off-Site

3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Unmitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0709 0.0462 0.5284 1.4800e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 147.2943 147.2943 4.4300e-
003

147.4051

Total 0.0709 0.0462 0.5284 1.4800e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 147.2943 147.2943 4.4300e-
003

147.4051

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 4.1912 46.3998 30.8785 0.0620 1.9853 1.9853 1.8265 1.8265 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Total 4.1912 46.3998 30.8785 0.0620 8.6733 1.9853 10.6587 3.5965 1.8265 5.4230 0.0000 6,007.043
4

6,007.043
4

1.9428 6,055.613
4

Mitigated Construction On-Site
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3.4 Grading - 2021

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0709 0.0462 0.5284 1.4800e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 147.2943 147.2943 4.4300e-
003

147.4051

Total 0.0709 0.0462 0.5284 1.4800e-
003

0.1521 1.2700e-
003

0.1534 0.0404 1.1700e-
003

0.0415 147.2943 147.2943 4.4300e-
003

147.4051

Mitigated Construction Off-Site

3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Unmitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0665 0.0416 0.4861 1.4300e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 142.1207 142.1207 4.0000e-
003

142.2207

Total 0.0665 0.0416 0.4861 1.4300e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 142.1207 142.1207 4.0000e-
003

142.2207

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Fugitive Dust 8.6733 0.0000 8.6733 3.5965 0.0000 3.5965 0.0000 0.0000

Off-Road 3.6248 38.8435 29.0415 0.0621 1.6349 1.6349 1.5041 1.5041 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Total 3.6248 38.8435 29.0415 0.0621 8.6733 1.6349 10.3082 3.5965 1.5041 5.1006 0.0000 6,011.410
5

6,011.410
5

1.9442 6,060.015
8

Mitigated Construction On-Site
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3.4 Grading - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0665 0.0416 0.4861 1.4300e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 142.1207 142.1207 4.0000e-
003

142.2207

Total 0.0665 0.0416 0.4861 1.4300e-
003

0.1521 1.2300e-
003

0.1534 0.0404 1.1300e-
003

0.0415 142.1207 142.1207 4.0000e-
003

142.2207

Mitigated Construction Off-Site

3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Unmitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4284 13.1673 3.8005 0.0354 0.9155 0.0256 0.9412 0.2636 0.0245 0.2881 3,789.075
0

3,789.075
0

0.2381 3,795.028
3

Worker 2.6620 1.6677 19.4699 0.0571 6.0932 0.0493 6.1425 1.6163 0.0454 1.6617 5,691.935
4

5,691.935
4

0.1602 5,695.940
8

Total 3.0904 14.8350 23.2704 0.0926 7.0087 0.0749 7.0836 1.8799 0.0699 1.9498 9,481.010
4

9,481.010
4

0.3984 9,490.969
1

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Total 1.7062 15.6156 16.3634 0.0269 0.8090 0.8090 0.7612 0.7612 0.0000 2,554.333
6

2,554.333
6

0.6120 2,569.632
2

Mitigated Construction On-Site
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3.5 Building Construction - 2022

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.4284 13.1673 3.8005 0.0354 0.9155 0.0256 0.9412 0.2636 0.0245 0.2881 3,789.075
0

3,789.075
0

0.2381 3,795.028
3

Worker 2.6620 1.6677 19.4699 0.0571 6.0932 0.0493 6.1425 1.6163 0.0454 1.6617 5,691.935
4

5,691.935
4

0.1602 5,695.940
8

Total 3.0904 14.8350 23.2704 0.0926 7.0087 0.0749 7.0836 1.8799 0.0699 1.9498 9,481.010
4

9,481.010
4

0.3984 9,490.969
1

Mitigated Construction Off-Site

3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Unmitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3183 9.9726 3.3771 0.0343 0.9156 0.0122 0.9277 0.2636 0.0116 0.2752 3,671.400
7

3,671.400
7

0.2096 3,676.641
7

Worker 2.5029 1.5073 17.8820 0.0550 6.0932 0.0479 6.1411 1.6163 0.0441 1.6604 5,483.797
4

5,483.797
4

0.1442 5,487.402
0

Total 2.8211 11.4799 21.2591 0.0893 7.0088 0.0601 7.0688 1.8799 0.0557 1.9356 9,155.198
1

9,155.198
1

0.3538 9,164.043
7

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Total 1.5728 14.3849 16.2440 0.0269 0.6997 0.6997 0.6584 0.6584 0.0000 2,555.209
9

2,555.209
9

0.6079 2,570.406
1

Mitigated Construction On-Site
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3.5 Building Construction - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.3183 9.9726 3.3771 0.0343 0.9156 0.0122 0.9277 0.2636 0.0116 0.2752 3,671.400
7

3,671.400
7

0.2096 3,676.641
7

Worker 2.5029 1.5073 17.8820 0.0550 6.0932 0.0479 6.1411 1.6163 0.0441 1.6604 5,483.797
4

5,483.797
4

0.1442 5,487.402
0

Total 2.8211 11.4799 21.2591 0.0893 7.0088 0.0601 7.0688 1.8799 0.0557 1.9356 9,155.198
1

9,155.198
1

0.3538 9,164.043
7

Mitigated Construction Off-Site

3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Unmitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0469 0.0282 0.3349 1.0300e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 102.6928 102.6928 2.7000e-
003

102.7603

Total 0.0469 0.0282 0.3349 1.0300e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 102.6928 102.6928 2.7000e-
003

102.7603

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 1.0327 10.1917 14.5842 0.0228 0.5102 0.5102 0.4694 0.4694 0.0000 2,207.584
1

2,207.584
1

0.7140 2,225.433
6

Mitigated Construction On-Site
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3.6 Paving - 2023

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0469 0.0282 0.3349 1.0300e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 102.6928 102.6928 2.7000e-
003

102.7603

Total 0.0469 0.0282 0.3349 1.0300e-
003

0.1141 9.0000e-
004

0.1150 0.0303 8.3000e-
004

0.0311 102.6928 102.6928 2.7000e-
003

102.7603

Mitigated Construction Off-Site

3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Unmitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0444 0.0257 0.3114 1.0000e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 99.5045 99.5045 2.4700e-
003

99.5663

Total 0.0444 0.0257 0.3114 1.0000e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 99.5045 99.5045 2.4700e-
003

99.5663

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Off-Road 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Paving 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Total 0.9882 9.5246 14.6258 0.0228 0.4685 0.4685 0.4310 0.4310 0.0000 2,207.547
2

2,207.547
2

0.7140 2,225.396
3

Mitigated Construction On-Site
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3.6 Paving - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.0444 0.0257 0.3114 1.0000e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 99.5045 99.5045 2.4700e-
003

99.5663

Total 0.0444 0.0257 0.3114 1.0000e-
003

0.1141 8.8000e-
004

0.1150 0.0303 8.1000e-
004

0.0311 99.5045 99.5045 2.4700e-
003

99.5663

Mitigated Construction Off-Site

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 281.4481 281.4481 0.0159 281.8443

Unmitigated Construction On-Site
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3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.4734 0.2743 3.3220 0.0107 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,061.381
8

1,061.381
8

0.0264 1,062.041
0

Total 0.4734 0.2743 3.3220 0.0107 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,061.381
8

1,061.381
8

0.0264 1,062.041
0

Unmitigated Construction Off-Site

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Archit. Coating 236.4115 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Off-Road 0.1808 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Total 236.5923 1.2188 1.8101 2.9700e-
003

0.0609 0.0609 0.0609 0.0609 0.0000 281.4481 281.4481 0.0159 281.8443

Mitigated Construction On-Site
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4.0 Operational Detail - Mobile

4.1 Mitigation Measures Mobile

3.7 Architectural Coating - 2024

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Hauling 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Vendor 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Worker 0.4734 0.2743 3.3220 0.0107 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,061.381
8

1,061.381
8

0.0264 1,062.041
0

Total 0.4734 0.2743 3.3220 0.0107 1.2171 9.4300e-
003

1.2266 0.3229 8.6800e-
003

0.3315 1,061.381
8

1,061.381
8

0.0264 1,062.041
0

Mitigated Construction Off-Site
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

Unmitigated 9.5233 45.9914 110.0422 0.4681 45.9592 0.3373 46.2965 12.2950 0.3132 12.6083 47,917.80
05

47,917.80
05

2.1953 47,972.68
39

4.2 Trip Summary Information

4.3 Trip Type Information

Average Daily Trip Rate Unmitigated Mitigated

Land Use Weekday Saturday Sunday Annual VMT Annual VMT

Apartments Low Rise 145.75 154.25 154.00 506,227 506,227

Apartments Mid Rise 4,026.75 3,773.25 4075.50 13,660,065 13,660,065

General Office Building 288.45 62.55 31.05 706,812 706,812

High Turnover (Sit Down Restaurant) 2,368.80 2,873.52 2817.72 3,413,937 3,413,937

Hotel 192.00 187.50 160.00 445,703 445,703

Quality Restaurant 501.12 511.92 461.20 707,488 707,488

Regional Shopping Center 528.08 601.44 357.84 1,112,221 1,112,221

Total 8,050.95 8,164.43 8,057.31 20,552,452 20,552,452
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Miles Trip % Trip Purpose %

Land Use H-W or C-W H-S or C-C H-O or C-NW H-W or C-W H-S or C-C H-O or C-NW Primary Diverted Pass-by

Apartments Low Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

Apartments Mid Rise 14.70 5.90 8.70 40.20 19.20 40.60 86 11 3

General Office Building 16.60 8.40 6.90 33.00 48.00 19.00 77 19 4

High Turnover (Sit Down 
Restaurant)

16.60 8.40 6.90 8.50 72.50 19.00 37 20 43

Hotel 16.60 8.40 6.90 19.40 61.60 19.00 58 38 4

Quality Restaurant 16.60 8.40 6.90 12.00 69.00 19.00 38 18 44

Regional Shopping Center 16.60 8.40 6.90 16.30 64.70 19.00 54 35 11

5.0 Energy Detail

5.1 Mitigation Measures Energy

4.4 Fleet Mix

Land Use LDA LDT1 LDT2 MDV LHD1 LHD2 MHD HHD OBUS UBUS MCY SBUS MH

Apartments Low Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Apartments Mid Rise 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

General Office Building 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

High Turnover (Sit Down 
Restaurant)

0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Hotel 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Quality Restaurant 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Regional Shopping Center 0.543088 0.044216 0.209971 0.116369 0.014033 0.006332 0.021166 0.033577 0.002613 0.001817 0.005285 0.000712 0.000821

Historical Energy Use: N

CalEEMod Version: CalEEMod.2016.3.2 Date: 1/12/2021 2:30 PMPage 29 of 35

Village South Specific Plan (Proposed) - Los Angeles-South Coast County, Winter



ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

NaturalGas 
Mitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

NaturalGas 
Unmitigated

0.7660 6.7462 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7
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5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1119.16 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35784.3 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1283.42 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22759.9 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4769.72 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5057.75 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

251.616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Unmitigated
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6.1 Mitigation Measures Area

6.0 Area Detail

5.2 Energy by Land Use - NaturalGas

NaturalGa
s Use

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Land Use kBTU/yr lb/day lb/day

Apartments Low 
Rise

1.11916 0.0121 0.1031 0.0439 6.6000e-
004

8.3400e-
003

8.3400e-
003

8.3400e-
003

8.3400e-
003

131.6662 131.6662 2.5200e-
003

2.4100e-
003

132.4486

Apartments Mid 
Rise

35.7843 0.3859 3.2978 1.4033 0.0211 0.2666 0.2666 0.2666 0.2666 4,209.916
4

4,209.916
4

0.0807 0.0772 4,234.933
9

General Office 
Building

1.28342 0.0138 0.1258 0.1057 7.5000e-
004

9.5600e-
003

9.5600e-
003

9.5600e-
003

9.5600e-
003

150.9911 150.9911 2.8900e-
003

2.7700e-
003

151.8884

High Turnover (Sit 
Down Restaurant)

22.7599 0.2455 2.2314 1.8743 0.0134 0.1696 0.1696 0.1696 0.1696 2,677.634
2

2,677.634
2

0.0513 0.0491 2,693.546
0

Hotel 4.76972 0.0514 0.4676 0.3928 2.8100e-
003

0.0355 0.0355 0.0355 0.0355 561.1436 561.1436 0.0108 0.0103 564.4782

Quality 
Restaurant

5.05775 0.0545 0.4959 0.4165 2.9800e-
003

0.0377 0.0377 0.0377 0.0377 595.0298 595.0298 0.0114 0.0109 598.5658

Regional 
Shopping Center

0.251616 2.7100e-
003

0.0247 0.0207 1.5000e-
004

1.8700e-
003

1.8700e-
003

1.8700e-
003

1.8700e-
003

29.6019 29.6019 5.7000e-
004

5.4000e-
004

29.7778

Total 0.7660 6.7463 4.2573 0.0418 0.5292 0.5292 0.5292 0.5292 8,355.983
2

8,355.983
2

0.1602 0.1532 8,405.638
7

Mitigated
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ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

Category lb/day lb/day

Mitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Unmitigated
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8.1 Mitigation Measures Waste

7.1 Mitigation Measures Water

7.0 Water Detail

8.0 Waste Detail

6.2 Area by SubCategory

ROG NOx CO SO2 Fugitive 
PM10

Exhaust 
PM10

PM10 
Total

Fugitive 
PM2.5

Exhaust 
PM2.5

PM2.5 
Total

Bio- CO2 NBio- CO2 Total CO2 CH4 N2O CO2e

SubCategory lb/day lb/day

Architectural 
Coating

2.2670 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Consumer 
Products

24.1085 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Hearth 1.6500 14.1000 6.0000 0.0900 1.1400 1.1400 1.1400 1.1400 0.0000 18,000.00
00

18,000.00
00

0.3450 0.3300 18,106.96
50

Landscaping 2.4766 0.9496 82.4430 4.3600e-
003

0.4574 0.4574 0.4574 0.4574 148.5950 148.5950 0.1424 152.1542

Total 30.5020 15.0496 88.4430 0.0944 1.5974 1.5974 1.5974 1.5974 0.0000 18,148.59
50

18,148.59
50

0.4874 0.3300 18,259.11
92

Mitigated

9.0 Operational Offroad

Equipment Type Number Hours/Day Days/Year Horse Power Load Factor Fuel Type

10.0 Stationary Equipment
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11.0 Vegetation

Fire Pumps and Emergency Generators

Equipment Type Number Hours/Day Hours/Year Horse Power Load Factor Fuel Type

Boilers

Equipment Type Number Heat Input/Day Heat Input/Year Boiler Rating Fuel Type

User Defined Equipment

Equipment Type Number
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Total Construction GHG Emissions (MT CO2e) 3,623
Amortized (MT CO2e/year) 120.77

Total Construction GHG Emissions (MT CO2e) 3,024
Amortized (MT CO2e/year) 100.80

% Decrease in Construction-related GHG Emissions 17%

Local Hire Provision Net Change

With Local Hire Provision

Without Local Hire Provision

Attachment C



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

EXHIBIT B 



  
 SOIL WATER AIR PROTECTION ENTERPRISE 

 2656 29th Street, Suite 201 
 Santa Monica, California 90405 

 Attn: Paul Rosenfeld, Ph.D. 
 Mobil: (310) 795-2335 

Office: (310) 452-5555 
 Fax: (310) 452-5550 

 Email: prosenfeld@swape.com 
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Paul Rosenfeld, Ph.D. Chemical Fate and Transport & Air Dispersion Modeling 

Principal Environmental Chemist  Risk Assessment & Remediation Specialist 

 

Education 

Ph.D. Soil Chemistry, University of Washington, 1999. Dissertation on volatile organic compound filtration. 

M.S. Environmental Science, U.C. Berkeley, 1995. Thesis on organic waste economics. 

B.A. Environmental Studies, U.C. Santa Barbara, 1991.  Thesis on wastewater treatment. 

 

Professional Experience 
  
Dr. Rosenfeld has over 25 years’ experience conducting environmental investigations and risk assessments for 

evaluating impacts to human health, property, and ecological receptors. His expertise focuses on the fate and 

transport of environmental contaminants, human health risk, exposure assessment, and ecological restoration. Dr. 

Rosenfeld has evaluated and modeled emissions from unconventional oil drilling operations, oil spills, landfills, 

boilers and incinerators, process stacks, storage tanks, confined animal feeding operations, and many other industrial 

and agricultural sources. His project experience ranges from monitoring and modeling of pollution sources to 

evaluating impacts of pollution on workers at industrial facilities and residents in surrounding communities. 

 

Dr. Rosenfeld has investigated and designed remediation programs and risk assessments for contaminated sites 

containing lead, heavy metals, mold, bacteria, particulate matter, petroleum hydrocarbons, chlorinated solvents, 

pesticides, radioactive waste, dioxins and furans, semi- and volatile organic compounds, PCBs, PAHs, perchlorate, 

asbestos, per- and poly-fluoroalkyl substances (PFOA/PFOS), unusual polymers, fuel oxygenates (MTBE), among 

other pollutants. Dr. Rosenfeld also has experience evaluating greenhouse gas emissions from various projects and is 

an expert on the assessment of odors from industrial and agricultural sites, as well as the evaluation of odor nuisance 

impacts and technologies for abatement of odorous emissions.  As a principal scientist at SWAPE, Dr. Rosenfeld 

directs air dispersion modeling and exposure assessments.  He has served as an expert witness and testified about 

pollution sources causing nuisance and/or personal injury at dozens of sites and has testified as an expert witness on 

more than ten cases involving exposure to air contaminants from industrial sources. 
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Professional History: 

Soil Water Air Protection Enterprise (SWAPE); 2003 to present; Principal and Founding Partner 
UCLA School of Public Health; 2007 to 2011; Lecturer (Assistant Researcher) 
UCLA School of Public Health; 2003 to 2006; Adjunct Professor 
UCLA Environmental Science and Engineering Program; 2002-2004; Doctoral Intern Coordinator 
UCLA Institute of the Environment, 2001-2002; Research Associate 
Komex H2O Science, 2001 to 2003; Senior Remediation Scientist 
National Groundwater Association, 2002-2004; Lecturer 
San Diego State University, 1999-2001; Adjunct Professor 
Anteon Corp., San Diego, 2000-2001; Remediation Project Manager 
Ogden (now Amec), San Diego, 2000-2000; Remediation Project Manager 
Bechtel, San Diego, California, 1999 – 2000; Risk Assessor 
King County, Seattle, 1996 – 1999; Scientist 
James River Corp., Washington, 1995-96; Scientist 
Big Creek Lumber, Davenport, California, 1995; Scientist 
Plumas Corp., California and USFS, Tahoe 1993-1995; Scientist 
Peace Corps and World Wildlife Fund, St. Kitts, West Indies, 1991-1993; Scientist 
 

Publications: 
  
Remy, L.L., Clay T., Byers, V., Rosenfeld P. E. (2019) Hospital, Health, and Community Burden After Oil 
Refinery Fires, Richmond, California 2007 and 2012. Environmental Health. 18:48 
 
Simons, R.A., Seo, Y. Rosenfeld, P., (2015) Modeling the Effect of Refinery Emission On Residential Property 
Value. Journal of Real Estate Research. 27(3):321-342 
 
Chen, J. A, Zapata A. R., Sutherland A. J., Molmen, D.R., Chow, B. S., Wu, L. E., Rosenfeld, P. E., Hesse, R. C., 
(2012) Sulfur Dioxide and Volatile Organic Compound Exposure To A Community In Texas City Texas Evaluated 
Using Aermod and Empirical Data.   American Journal of Environmental Science, 8(6), 622-632. 
 
Rosenfeld, P.E. & Feng, L. (2011). The Risks of Hazardous Waste.  Amsterdam: Elsevier Publishing.  
 
Cheremisinoff, N.P., & Rosenfeld, P.E. (2011). Handbook of Pollution Prevention and Cleaner Production: Best 
Practices in the Agrochemical Industry, Amsterdam: Elsevier Publishing.  
 
Gonzalez, J., Feng, L., Sutherland, A., Waller, C., Sok, H., Hesse, R., Rosenfeld, P. (2010). PCBs and 
Dioxins/Furans in Attic Dust Collected Near Former PCB Production and Secondary Copper Facilities in Sauget, IL. 
Procedia Environmental Sciences. 113–125. 
 
Feng, L., Wu, C., Tam, L., Sutherland, A.J., Clark, J.J., Rosenfeld, P.E. (2010). Dioxin and Furan Blood Lipid and 
Attic Dust Concentrations in Populations Living Near Four Wood Treatment Facilities in the United States.  Journal 
of Environmental Health. 73(6), 34-46. 
 
Cheremisinoff, N.P., & Rosenfeld, P.E. (2010). Handbook of Pollution Prevention and Cleaner Production: Best 
Practices in the Wood and Paper Industries. Amsterdam: Elsevier Publishing. 
 
Cheremisinoff, N.P., & Rosenfeld, P.E. (2009). Handbook of Pollution Prevention and Cleaner Production: Best 
Practices in the Petroleum Industry. Amsterdam: Elsevier Publishing. 
 
Wu, C., Tam, L., Clark, J., Rosenfeld, P. (2009). Dioxin and furan blood lipid concentrations in populations living 
near four wood treatment facilities in the United States. WIT Transactions on Ecology and the Environment, Air 
Pollution, 123 (17), 319-327.  
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Tam L. K.., Wu C. D., Clark J. J. and Rosenfeld, P.E. (2008). A Statistical Analysis Of Attic Dust And Blood Lipid 
Concentrations Of Tetrachloro-p-Dibenzodioxin (TCDD) Toxicity Equivalency Quotients (TEQ) In Two 
Populations Near Wood Treatment Facilities. Organohalogen Compounds, 70, 002252-002255. 
 
Tam L. K.., Wu C. D., Clark J. J. and Rosenfeld, P.E. (2008). Methods For Collect Samples For Assessing Dioxins 
And Other Environmental Contaminants In Attic Dust: A Review.  Organohalogen Compounds, 70, 000527-
000530. 
 
Hensley, A.R. A. Scott, J. J. J. Clark, Rosenfeld, P.E. (2007). Attic Dust and Human Blood Samples Collected near 
a Former Wood Treatment Facility.  Environmental Research. 105, 194-197. 
 
Rosenfeld, P.E., J. J. J. Clark, A. R. Hensley, M. Suffet. (2007). The Use of an Odor Wheel Classification for 
Evaluation of Human Health Risk Criteria for Compost Facilities.  Water Science & Technology 55(5), 345-357. 
 
Rosenfeld, P. E.,  M. Suffet. (2007). The Anatomy Of Odour Wheels For Odours Of Drinking Water, Wastewater, 
Compost And The Urban Environment.  Water Science & Technology 55(5), 335-344. 
 
Sullivan, P. J. Clark, J.J.J., Agardy, F. J., Rosenfeld, P.E. (2007). Toxic Legacy, Synthetic Toxins in the Food, 
Water, and Air in American Cities.  Boston Massachusetts: Elsevier Publishing 
 
Rosenfeld, P.E., and Suffet I.H. (2004). Control of Compost Odor Using High Carbon Wood Ash. Water Science 
and Technology. 49(9),171-178. 
  
Rosenfeld P. E., J.J. Clark, I.H. (Mel) Suffet (2004). The Value of An Odor-Quality-Wheel Classification Scheme 
For The Urban Environment. Water Environment Federation’s Technical Exhibition and Conference (WEFTEC) 
2004. New Orleans, October 2-6, 2004. 
 
Rosenfeld, P.E., and Suffet, I.H. (2004). Understanding Odorants Associated With Compost, Biomass Facilities, 
and the Land Application of Biosolids. Water Science and Technology. 49(9), 193-199. 
 
Rosenfeld, P.E., and Suffet I.H. (2004). Control of Compost Odor Using High Carbon Wood Ash, Water Science 
and Technology, 49( 9), 171-178. 
 
Rosenfeld, P. E., Grey, M. A., Sellew, P. (2004). Measurement of Biosolids Odor and Odorant Emissions from 
Windrows, Static Pile and Biofilter. Water Environment Research. 76(4), 310-315. 
 
Rosenfeld, P.E., Grey, M and Suffet, M. (2002). Compost Demonstration Project, Sacramento California Using 
High-Carbon Wood Ash to Control Odor at a Green Materials Composting Facility. Integrated Waste Management 
Board Public Affairs Office, Publications Clearinghouse (MS–6), Sacramento, CA Publication #442-02-008.  
 
Rosenfeld, P.E., and C.L. Henry.  (2001). Characterization of odor emissions from three different biosolids. Water 
Soil and Air Pollution. 127(1-4), 173-191. 
 
Rosenfeld, P.E., and Henry C. L., (2000).  Wood ash control of odor emissions from biosolids application. Journal 
of Environmental Quality. 29, 1662-1668. 
 
Rosenfeld, P.E., C.L. Henry and D. Bennett. (2001). Wastewater dewatering polymer affect on biosolids odor 
emissions and microbial activity. Water Environment Research. 73(4), 363-367. 
 
Rosenfeld, P.E., and C.L. Henry. (2001). Activated Carbon and Wood Ash Sorption of Wastewater, Compost, and 
Biosolids Odorants. Water Environment Research, 73, 388-393. 
 
Rosenfeld, P.E., and Henry C. L., (2001). High carbon wood ash effect on biosolids microbial activity and odor. 
Water Environment Research. 131(1-4), 247-262. 
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Chollack, T. and P. Rosenfeld. (1998). Compost Amendment Handbook For Landscaping. Prepared for and 
distributed by the City of Redmond, Washington State. 
 
Rosenfeld, P. E.  (1992).  The Mount Liamuiga Crater Trail. Heritage Magazine of St. Kitts, 3(2). 
 
Rosenfeld, P. E.  (1993). High School Biogas Project to Prevent Deforestation On St. Kitts.  Biomass Users 
Network, 7(1). 
 
Rosenfeld, P. E.  (1998). Characterization, Quantification, and Control of Odor Emissions From Biosolids 
Application To Forest Soil. Doctoral Thesis. University of Washington College of Forest Resources. 

 
Rosenfeld, P. E. (1994).  Potential Utilization of Small Diameter Trees on Sierra County Public Land. Masters 
thesis reprinted by the Sierra County Economic Council. Sierra County, California. 
 
Rosenfeld, P. E. (1991).  How to Build a Small Rural Anaerobic Digester & Uses Of Biogas In The First And Third 
World. Bachelors Thesis. University of California. 
 

Presentations: 
 
Rosenfeld, P.E., Sutherland, A; Hesse, R.; Zapata, A. (October 3-6, 2013). Air dispersion modeling of volatile 
organic emissions from multiple natural gas wells in Decatur, TX. 44th Western Regional Meeting, American 
Chemical Society. Lecture conducted from Santa Clara, CA.  
 
Sok, H.L.; Waller, C.C.; Feng, L.; Gonzalez, J.; Sutherland, A.J.; Wisdom-Stack, T.; Sahai, R.K.; Hesse, R.C.; 
Rosenfeld, P.E. (June 20-23, 2010). Atrazine: A Persistent Pesticide in Urban Drinking Water. 
 Urban Environmental Pollution.  Lecture conducted from Boston, MA. 
 
Feng, L.; Gonzalez, J.; Sok, H.L.; Sutherland, A.J.; Waller, C.C.; Wisdom-Stack, T.; Sahai, R.K.; La, M.; Hesse, 
R.C.; Rosenfeld, P.E. (June 20-23, 2010). Bringing Environmental Justice to East St. Louis, 
Illinois. Urban Environmental Pollution. Lecture conducted from Boston, MA. 
 
Rosenfeld, P.E. (April 19-23, 2009). Perfluoroctanoic Acid (PFOA) and Perfluoroactane Sulfonate (PFOS) 
Contamination in Drinking Water From the Use of Aqueous Film Forming Foams (AFFF) at Airports in the United 
States. 2009 Ground Water Summit and 2009 Ground Water Protection Council Spring Meeting, Lecture conducted 
from Tuscon, AZ. 
 
Rosenfeld, P.E. (April 19-23, 2009). Cost to Filter Atrazine Contamination from Drinking Water in the United 
States” Contamination in Drinking Water From the Use of Aqueous Film Forming Foams (AFFF) at Airports in the 
United States. 2009 Ground Water Summit and 2009 Ground Water Protection Council Spring Meeting. Lecture 
conducted from Tuscon, AZ.  
 
Wu, C., Tam, L., Clark, J., Rosenfeld, P. (20-22 July, 2009). Dioxin and furan blood lipid concentrations in 
populations living near four wood treatment facilities in the United States. Brebbia, C.A. and Popov, V., eds., Air 
Pollution XVII: Proceedings of the Seventeenth International Conference on Modeling, Monitoring and 
Management of Air Pollution. Lecture conducted from Tallinn, Estonia. 
 
Rosenfeld, P. E. (October 15-18, 2007). Moss Point Community Exposure To Contaminants From A Releasing 
Facility. The 23rd Annual International Conferences on Soils Sediment and Water. Platform lecture conducted from 
University of Massachusetts, Amherst MA.  
 
Rosenfeld, P. E. (October 15-18, 2007). The Repeated Trespass of Tritium-Contaminated Water Into A 
Surrounding Community Form Repeated Waste Spills From A Nuclear Power Plant. The 23rd Annual International 
Conferences on Soils Sediment and Water. Platform lecture conducted from University of Massachusetts, Amherst 
MA.  
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Rosenfeld, P. E. (October 15-18, 2007).  Somerville Community Exposure To Contaminants From Wood Treatment 
Facility Emissions. The 23rd Annual International Conferences on Soils Sediment and Water. Lecture conducted 
from University of Massachusetts, Amherst MA.  
 
Rosenfeld P. E. (March 2007). Production, Chemical Properties, Toxicology, & Treatment Case Studies of 1,2,3-
Trichloropropane (TCP).  The Association for Environmental Health and Sciences (AEHS) Annual Meeting. Lecture 
conducted from San Diego, CA. 
 
Rosenfeld P. E. (March 2007). Blood and Attic Sampling for Dioxin/Furan, PAH, and Metal Exposure in Florala, 
Alabama.  The AEHS Annual Meeting. Lecture conducted from San Diego, CA. 
 
Hensley A.R., Scott, A., Rosenfeld P.E., Clark, J.J.J.  (August 21 – 25, 2006). Dioxin Containing Attic Dust And 
Human Blood Samples Collected Near A Former Wood Treatment Facility.  The 26th International Symposium on 
Halogenated Persistent Organic Pollutants – DIOXIN2006. Lecture conducted from Radisson SAS Scandinavia 
Hotel in Oslo Norway. 
 
Hensley A.R., Scott, A., Rosenfeld P.E., Clark, J.J.J.  (November 4-8, 2006). Dioxin Containing Attic Dust And 
Human Blood Samples Collected Near A Former Wood Treatment Facility.  APHA 134 Annual Meeting & 
Exposition.  Lecture conducted from Boston Massachusetts.  
 
Paul Rosenfeld Ph.D. (October 24-25, 2005). Fate, Transport and Persistence of PFOA and Related Chemicals. 
Mealey’s C8/PFOA. Science, Risk & Litigation Conference.  Lecture conducted from The Rittenhouse Hotel, 
Philadelphia, PA.   
 
Paul Rosenfeld Ph.D. (September 19, 2005). Brominated Flame Retardants in Groundwater: Pathways to Human 
Ingestion, Toxicology and Remediation PEMA Emerging Contaminant Conference.  Lecture conducted from Hilton 
Hotel, Irvine California.  
 
Paul Rosenfeld Ph.D. (September 19, 2005). Fate, Transport, Toxicity, And Persistence of 1,2,3-TCP. PEMA 
Emerging Contaminant Conference. Lecture conducted from Hilton Hotel in Irvine, California.  
 
Paul Rosenfeld Ph.D. (September 26-27, 2005). Fate, Transport and Persistence of PDBEs.  Mealey’s Groundwater 
Conference. Lecture conducted from Ritz Carlton Hotel, Marina Del Ray, California.  
 
Paul Rosenfeld Ph.D. (June 7-8, 2005). Fate, Transport and Persistence of PFOA and Related Chemicals. 
International Society of Environmental Forensics: Focus On Emerging Contaminants.  Lecture conducted from 
Sheraton Oceanfront Hotel, Virginia Beach, Virginia.  
 
Paul Rosenfeld Ph.D. (July 21-22, 2005). Fate Transport, Persistence and Toxicology of PFOA and Related 
Perfluorochemicals. 2005 National Groundwater Association Ground Water And Environmental Law Conference. 
Lecture conducted from Wyndham Baltimore Inner Harbor, Baltimore Maryland.   
 
Paul Rosenfeld Ph.D. (July 21-22, 2005). Brominated Flame Retardants in Groundwater: Pathways to Human 
Ingestion, Toxicology and Remediation.  2005 National Groundwater Association Ground Water and 
Environmental Law Conference.  Lecture conducted from Wyndham Baltimore Inner Harbor, Baltimore Maryland.   
 
Paul Rosenfeld, Ph.D. and James Clark Ph.D. and Rob Hesse R.G. (May 5-6, 2004). Tert-butyl Alcohol Liability 
and Toxicology, A National Problem and Unquantified Liability. National Groundwater Association. Environmental 
Law Conference.  Lecture conducted from Congress Plaza Hotel, Chicago Illinois.  
 
Paul Rosenfeld, Ph.D. (March 2004).  Perchlorate Toxicology. Meeting of the American Groundwater Trust.  
Lecture conducted from Phoenix Arizona.  
 
Hagemann, M.F.,  Paul Rosenfeld, Ph.D. and Rob Hesse (2004).  Perchlorate Contamination of the Colorado River.  
Meeting of tribal representatives. Lecture conducted from Parker, AZ.  
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Paul Rosenfeld, Ph.D. (April 7, 2004). A National Damage Assessment Model For PCE and Dry Cleaners. 
Drycleaner Symposium. California Ground Water Association. Lecture conducted from Radison Hotel, Sacramento, 
California.  
 
Rosenfeld, P. E., Grey, M., (June 2003) Two stage biofilter for biosolids composting odor control. Seventh 
International In Situ And On Site Bioremediation Symposium Battelle Conference Orlando, FL.  
 
Paul Rosenfeld, Ph.D. and James Clark Ph.D. (February 20-21, 2003) Understanding Historical Use, Chemical 
Properties, Toxicity and Regulatory Guidance of 1,4 Dioxane. National Groundwater Association. Southwest Focus  
Conference. Water Supply and Emerging Contaminants.. Lecture conducted from Hyatt Regency Phoenix Arizona. 
 
Paul Rosenfeld, Ph.D. (February 6-7, 2003). Underground Storage Tank Litigation and Remediation. California 
CUPA Forum. Lecture conducted from Marriott Hotel, Anaheim California. 
 
Paul Rosenfeld, Ph.D. (October 23, 2002) Underground Storage Tank Litigation and Remediation. EPA 
Underground Storage Tank Roundtable. Lecture conducted from Sacramento California.  
 
Rosenfeld, P.E. and Suffet, M. (October 7- 10, 2002). Understanding Odor from Compost, Wastewater and 
Industrial Processes. Sixth Annual Symposium On Off Flavors in the Aquatic Environment. International Water 
Association. Lecture conducted from Barcelona Spain.  
 
Rosenfeld, P.E. and Suffet, M. (October  7- 10, 2002). Using High Carbon Wood Ash to Control Compost Odor. 
Sixth Annual Symposium On Off Flavors in the Aquatic Environment. International Water Association. Lecture 
conducted from Barcelona Spain.  
 
Rosenfeld, P.E. and Grey, M. A. (September 22-24, 2002). Biocycle Composting For Coastal Sage Restoration. 
Northwest Biosolids Management Association. Lecture conducted from Vancouver Washington..  
 
Rosenfeld, P.E. and Grey, M. A. (November 11-14, 2002). Using High-Carbon Wood Ash to Control Odor at a 
Green Materials Composting Facility. Soil Science Society Annual Conference.  Lecture conducted from 
Indianapolis, Maryland. 
 
Rosenfeld. P.E. (September 16, 2000). Two stage biofilter for biosolids composting odor control. Water 
Environment Federation. Lecture conducted from Anaheim California. 
 
Rosenfeld. P.E. (October 16, 2000). Wood ash and biofilter control of compost odor. Biofest. Lecture conducted 
from Ocean Shores, California. 
 
Rosenfeld, P.E. (2000). Bioremediation Using Organic Soil Amendments. California Resource Recovery 
Association. Lecture conducted from Sacramento California.  
 
Rosenfeld, P.E., C.L. Henry, R. Harrison.  (1998).  Oat and Grass Seed Germination and Nitrogen and Sulfur 
Emissions Following Biosolids Incorporation With High-Carbon Wood-Ash. Water Environment Federation 12th 
Annual Residuals and Biosolids Management Conference Proceedings. Lecture conducted from Bellevue 
Washington. 
 
Rosenfeld, P.E., and C.L. Henry.  (1999).  An evaluation of ash incorporation with biosolids for odor reduction. Soil 
Science Society of America. Lecture conducted from Salt Lake City Utah. 
 
Rosenfeld, P.E., C.L. Henry, R. Harrison.  (1998). Comparison of Microbial Activity and Odor Emissions from 
Three Different Biosolids Applied to Forest Soil. Brown and Caldwell. Lecture conducted from Seattle Washington. 
 
Rosenfeld, P.E., C.L. Henry.  (1998).  Characterization, Quantification, and Control of Odor Emissions from 
Biosolids Application To Forest Soil.  Biofest. Lecture conducted from Lake Chelan, Washington. 
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Rosenfeld, P.E, C.L. Henry, R. Harrison. (1998). Oat and Grass Seed Germination and Nitrogen and Sulfur 
Emissions Following Biosolids Incorporation With High-Carbon Wood-Ash. Water Environment Federation 12th 
Annual Residuals and Biosolids Management Conference Proceedings. Lecture conducted from Bellevue 
Washington. 
 
Rosenfeld, P.E., C.L. Henry, R. B. Harrison, and R. Dills.  (1997). Comparison of Odor Emissions From Three 
Different Biosolids Applied to Forest Soil.  Soil Science Society of America. Lecture conducted from Anaheim 
California. 
 

Teaching Experience: 
 
UCLA Department of Environmental Health (Summer 2003 through 20010) Taught Environmental Health Science 
100 to students, including undergrad, medical doctors, public health professionals and nurses.  Course focused on 
the health effects of environmental contaminants. 
 
National Ground Water Association, Successful Remediation Technologies. Custom Course in Sante Fe, New 
Mexico. May 21, 2002.  Focused on fate and transport of fuel contaminants associated with underground storage 
tanks.  
 
National Ground Water Association; Successful Remediation Technologies Course in Chicago Illinois. April 1, 
2002. Focused on fate and transport of contaminants associated with Superfund and RCRA sites. 
 
California Integrated Waste Management Board, April and May, 2001. Alternative Landfill Caps Seminar in San 
Diego, Ventura, and San Francisco. Focused on both prescriptive and innovative landfill cover design. 
 
UCLA Department of Environmental Engineering, February 5, 2002. Seminar on Successful Remediation 
Technologies focusing on Groundwater Remediation. 
 
University Of Washington, Soil Science Program, Teaching Assistant for several courses including: Soil Chemistry, 
Organic Soil Amendments, and Soil Stability.  
 
U.C. Berkeley, Environmental Science Program Teaching Assistant for Environmental Science 10. 
 

Academic Grants Awarded: 
 
California Integrated Waste Management Board. $41,000 grant awarded to UCLA Institute of the Environment. 
Goal: To investigate effect of high carbon wood ash on volatile organic emissions from compost. 2001. 
 
Synagro Technologies, Corona California: $10,000 grant awarded to San Diego State University.  
Goal: investigate effect of biosolids for restoration and remediation of degraded coastal sage soils. 2000. 
 
King County, Department of Research and Technology, Washington State. $100,000 grant awarded to University of 
Washington: Goal: To investigate odor emissions from biosolids application and the effect of polymers and ash on 
VOC emissions. 1998. 
 
Northwest Biosolids Management Association, Washington State.  $20,000 grant awarded to investigate effect of 
polymers and ash on VOC emissions from biosolids. 1997. 
 
James River Corporation, Oregon:  $10,000 grant was awarded to investigate the success of genetically engineered 
Poplar trees with resistance to round-up. 1996. 
 
United State Forest Service, Tahoe National Forest:  $15,000 grant was awarded to investigating fire ecology of the 
Tahoe National Forest. 1995. 
 

Kellogg Foundation, Washington D.C.  $500 grant was awarded to construct a large anaerobic digester on St. Kitts 
in West Indies. 1993 
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Deposition and/or Trial Testimony: 
 
In the United States District Court For The District of New Jersey 

Duarte et al, Plaintiffs, vs. United States Metals Refining Company et. al. Defendant.  
Case No.: 2:17-cv-01624-ES-SCM 
Rosenfeld Deposition. 6-7-2019 

 
In the United States District Court of Southern District of Texas Galveston Division 

M/T Carla Maersk, Plaintiffs, vs. Conti 168., Schiffahrts-GMBH & Co. Bulker KG MS “Conti Perdido” 
Defendant.  
Case No.: 3:15-CV-00106 consolidated with 3:15-CV-00237 
Rosenfeld Deposition. 5-9-2019 

 
In The Superior Court of the State of California In And For The County Of Los Angeles – Santa Monica 
 Carole-Taddeo-Bates et al., vs. Ifran Khan et al., Defendants  

Case No.: No. BC615636 
 Rosenfeld Deposition, 1-26-2019 
 
In The Superior Court of the State of California In And For The County Of Los Angeles – Santa Monica 
 The San Gabriel Valley Council of Governments et al. vs El Adobe Apts. Inc. et al., Defendants  

Case No.: No. BC646857 
 Rosenfeld Deposition, 10-6-2018; Trial 3-7-19 
  
In United States District Court For The District of Colorado 
 Bells et al. Plaintiff vs. The 3M Company et al., Defendants  

Case: No 1:16-cv-02531-RBJ 
 Rosenfeld Deposition, 3-15-2018 and 4-3-2018 
 
In The District Court Of Regan County, Texas, 112th Judicial District 
 Phillip Bales et al., Plaintiff vs. Dow Agrosciences, LLC, et al., Defendants  

Cause No 1923 
 Rosenfeld Deposition, 11-17-2017 
 
In The Superior Court of the State of California In And For The County Of Contra Costa 
 Simons et al., Plaintiffs vs. Chevron Corporation, et al., Defendants  

Cause No C12-01481 
 Rosenfeld Deposition, 11-20-2017 
 
In The Circuit Court Of The Twentieth Judicial Circuit, St Clair County, Illinois 
 Martha Custer et al., Plaintiff vs. Cerro Flow Products, Inc., Defendants  

Case No.: No. 0i9-L-2295 
 Rosenfeld Deposition, 8-23-2017 
  
In The Superior Court of the State of California, For The County of Los Angeles 
 Warrn Gilbert and Penny Gilber, Plaintiff vs. BMW of North America LLC  
 Case No.:  LC102019 (c/w BC582154) 
 Rosenfeld Deposition, 8-16-2017, Trail 8-28-2018 
 
In the Northern District Court of Mississippi, Greenville Division 
 Brenda J. Cooper, et al., Plaintiffs, vs. Meritor Inc., et al., Defendants 
 Case Number: 4:16-cv-52-DMB-JVM 
 Rosenfeld Deposition: July 2017 
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In The Superior Court of the State of Washington, County of Snohomish 
 Michael Davis and Julie Davis et al., Plaintiff vs. Cedar Grove Composting Inc., Defendants  

Case No.: No. 13-2-03987-5 
 Rosenfeld Deposition, February 2017 
 Trial, March 2017 
 
 In The Superior Court of the State of California, County of Alameda 
 Charles Spain., Plaintiff vs. Thermo Fisher Scientific, et al., Defendants  
 Case No.: RG14711115 
 Rosenfeld Deposition, September 2015 
 
In The Iowa District Court In And For Poweshiek County 
 Russell D. Winburn, et al., Plaintiffs vs. Doug Hoksbergen, et al., Defendants  
 Case No.: LALA002187 
 Rosenfeld Deposition, August 2015 
 
In The Iowa District Court For Wapello County 
 Jerry Dovico, et al., Plaintiffs vs. Valley View Sine LLC, et al., Defendants  
 Law No,: LALA105144 - Division A 
 Rosenfeld Deposition, August 2015 
 
In The Iowa District Court For Wapello County 
 Doug Pauls, et al.,, et al., Plaintiffs vs. Richard Warren, et al., Defendants  
 Law No,: LALA105144 - Division A 
 Rosenfeld Deposition, August 2015 
 
In The Circuit Court of Ohio County, West Virginia 
 Robert Andrews, et al. v. Antero, et al. 
 Civil Action N0. 14-C-30000 
 Rosenfeld Deposition, June 2015 
 
In The Third Judicial District County of Dona Ana, New Mexico 
 Betty Gonzalez, et al. Plaintiffs vs. Del Oro Dairy, Del Oro Real Estate LLC, Jerry Settles and Deward 
 DeRuyter, Defendants 
 Rosenfeld Deposition: July 2015 
 
In The Iowa District Court For Muscatine County 
 Laurie Freeman et. al. Plaintiffs vs. Grain Processing Corporation, Defendant 
 Case No 4980 
 Rosenfeld Deposition: May 2015  
 
In the Circuit Court of the 17th Judicial Circuit, in and For Broward County, Florida 

Walter Hinton, et. al. Plaintiff, vs. City of Fort Lauderdale, Florida, a Municipality, Defendant. 
Case Number CACE07030358 (26) 
Rosenfeld Deposition: December 2014 

 
In the United States District Court Western District of Oklahoma 

Tommy McCarty, et al., Plaintiffs, v. Oklahoma City Landfill, LLC d/b/a Southeast Oklahoma City 
Landfill, et al. Defendants. 
Case No. 5:12-cv-01152-C 
Rosenfeld Deposition: July 2014 

 
 
 
 
 



   
Paul E. Rosenfeld, Ph.D. Page 10 of  10 June 2019 
 

 
 

In the County Court of Dallas County Texas 
 Lisa Parr et al, Plaintiff, vs. Aruba et al, Defendant.  
 Case Number cc-11-01650-E 
 Rosenfeld Deposition: March and September 2013 
 Rosenfeld Trial: April 2014 
 
In the Court of Common Pleas of Tuscarawas County Ohio 
 John Michael Abicht, et al., Plaintiffs, vs. Republic Services, Inc., et al., Defendants 
 Case Number: 2008 CT 10 0741 (Cons. w/ 2009 CV 10 0987)  
 Rosenfeld Deposition: October 2012 
 
In the United States District Court of Southern District of Texas Galveston Division 
 Kyle Cannon, Eugene Donovan, Genaro Ramirez, Carol Sassler, and Harvey Walton, each Individually and 
 on behalf of those similarly situated, Plaintiffs, vs. BP Products North America, Inc., Defendant. 
 Case 3:10-cv-00622 
 Rosenfeld Deposition: February 2012 
 Rosenfeld Trial: April 2013 
 
In the Circuit Court of Baltimore County Maryland 
 Philip E. Cvach, II et al., Plaintiffs vs. Two Farms, Inc. d/b/a Royal Farms, Defendants 
 Case Number: 03-C-12-012487 OT 
 Rosenfeld Deposition: September 2013 
 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

EXHIBIT C 



1640 5th St.., Suite 204 Santa 
Santa Monica, California 90401 

Tel: (949) 887‐9013 
Email: mhagemann@swape.com 

Matthew F. Hagemann, P.G., C.Hg., QSD, QSP 
Geologic and Hydrogeologic Characterization 

Industrial Stormwater Compliance 
Investigation and Remediation Strategies 
Litigation Support and Testifying Expert 

CEQA Review 

Education: 
M.S. Degree, Geology, California State University Los Angeles, Los Angeles, CA, 1984.
B.A. Degree, Geology, Humboldt State University, Arcata, CA, 1982.

Professional Certifications: 
California Professional Geologist  
California Certified Hydrogeologist 
Qualified SWPPP Developer and Practitioner 

Professional Experience: 
Matt has 25 years of experience in environmental policy, assessment and remediation. He spent nine 
years with the U.S. EPA in the RCRA and Superfund programs and served as EPA’s Senior Science 
Policy Advisor in the Western Regional Office where he identified emerging threats to groundwater from 
perchlorate and MTBE. While with EPA, Matt also served as a Senior Hydrogeologist in the oversight of 
the assessment of seven major military facilities undergoing base closure. He led numerous enforcement 
actions under provisions of the Resource Conservation and Recovery Act (RCRA) while also working 
with permit holders to improve hydrogeologic characterization and water quality monitoring. 

Matt has worked closely with U.S. EPA legal counsel and the technical staff of several states in the 
application and enforcement of RCRA, Safe Drinking Water Act and Clean Water Act regulations. Matt 
has trained the technical staff in the States of California, Hawaii, Nevada, Arizona and the Territory of 
Guam in the conduct of investigations, groundwater fundamentals, and sampling techniques. 

Positions Matt has held include: 
• Founding Partner, Soil/Water/Air Protection Enterprise (SWAPE) (2003 – present);
• Geology Instructor, Golden West College, 2010 – 2014;
• Senior Environmental Analyst, Komex H2O Science, Inc. (2000 ‐‐ 2003); 

mailto:mhagemann@swape.com


• Executive Director, Orange Coast Watch (2001 – 2004); 
• Senior Science Policy Advisor and Hydrogeologist, U.S. Environmental Protection Agency (1989– 

1998); 
• Hydrogeologist, National Park Service, Water Resources Division (1998 – 2000); 
• Adjunct Faculty Member, San Francisco State University, Department of Geosciences (1993 – 

1998); 
• Instructor, College of Marin, Department of Science (1990 – 1995); 
• Geologist, U.S. Forest Service (1986 – 1998); and 
• Geologist, Dames & Moore (1984 – 1986). 

 
Senior Regulatory and Litigation Support Analyst: 
With SWAPE, Matt’s responsibilities have included: 

• Lead analyst and testifying expert in the review of over 100 environmental impact reports 
since 2003 under CEQA that identify significant issues with regard to hazardous waste, water 
resources, water quality, air quality, Valley Fever, greenhouse gas emissions, and geologic 
hazards.  Make recommendations for additional mitigation measures to lead agencies at the 
local and county level to include additional characterization of health risks and 
implementation of protective measures to reduce worker exposure to hazards from toxins 
and Valley Fever. 

• Stormwater analysis, sampling and best management practice evaluation at industrial facilities. 
• Manager of a project to provide technical assistance to a community adjacent to a former 

Naval shipyard under a grant from the U.S. EPA. 
• Technical assistance and litigation support for vapor intrusion concerns.  
• Lead analyst and testifying expert in the review of environmental issues in license applications 

for large solar power plants before the California Energy Commission. 
• Manager of a project to evaluate numerous formerly used military sites in the western U.S. 
• Manager of a comprehensive evaluation of potential sources of perchlorate contamination in 

Southern California drinking water wells. 
• Manager and designated expert for litigation support under provisions of Proposition 65 in the 

review of releases of gasoline to sources drinking water at major refineries and hundreds of gas 
stations throughout California. 

• Expert witness on two cases involving MTBE litigation. 
• Expert witness and litigation support on the impact of air toxins and hazards at a school. 
• Expert witness in litigation at a former plywood plant. 

 
With Komex H2O Science Inc., Matt’s duties included the following: 

• Senior author of a report on the extent of perchlorate contamination that was used in testimony 
by the former U.S. EPA Administrator and General Counsel. 

• Senior researcher in the development of a comprehensive, electronically interactive chronology 
of MTBE use, research, and regulation. 

• Senior researcher in the development of a comprehensive, electronically interactive chronology 
of perchlorate use, research, and regulation. 

• Senior researcher in a study that estimates nationwide costs for MTBE remediation and drinking 
water treatment, results of which were published in newspapers nationwide and in testimony 
against provisions of an energy bill that would limit liability for oil companies. 

• Research to support litigation to restore drinking water supplies that have been contaminated by 
MTBE in California and New York. 
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• Expert witness testimony in a case of oil production‐related contamination in Mississippi. 
• Lead author for a multi‐volume remedial investigation report for an operating school in Los 

Angeles that met strict regulatory requirements and rigorous deadlines. 
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• Development of strategic approaches for cleanup of contaminated sites in consultation with 
clients and regulators. 

 
Executive Director: 
As Executive Director with Orange Coast Watch, Matt led efforts to restore water quality at Orange 
County beaches from multiple sources of contamination including urban runoff and the discharge of 
wastewater. In reporting to a Board of Directors that included representatives from leading Orange 
County universities and businesses, Matt prepared issue papers in the areas of treatment and disinfection 
of wastewater and control of the discharge of grease to sewer systems. Matt actively participated in the 
development of countywide water quality permits for the control of urban runoff and permits for the 
discharge of wastewater. Matt worked with other nonprofits to protect and restore water quality, including 
Surfrider, Natural Resources Defense Council and Orange County CoastKeeper as well as with business 
institutions including the Orange County Business Council. 

 
Hydrogeology: 
As a Senior Hydrogeologist with the U.S. Environmental Protection Agency, Matt led investigations to 
characterize and cleanup closing military bases, including Mare Island Naval Shipyard, Hunters Point 
Naval Shipyard, Treasure Island Naval Station, Alameda Naval Station, Moffett Field, Mather Army 
Airfield, and Sacramento Army Depot.  Specific activities were as follows: 

• Led efforts to model groundwater flow and contaminant transport, ensured adequacy of 
monitoring networks, and assessed cleanup alternatives for contaminated sediment, soil, and 
groundwater. 

• Initiated a regional program for evaluation of groundwater sampling practices and laboratory 
analysis at military bases. 

• Identified emerging issues, wrote technical guidance, and assisted in policy and regulation 
development through work on four national U.S. EPA workgroups, including the Superfund 
Groundwater Technical Forum and the Federal Facilities Forum. 

 
At the request of the State of Hawaii, Matt developed a methodology to determine the vulnerability of 
groundwater to contamination on the islands of Maui and Oahu. He used analytical models and a GIS to 
show zones of vulnerability, and the results were adopted and published by the State of Hawaii and 
County of Maui. 

 
As a hydrogeologist with the EPA Groundwater Protection Section, Matt worked with provisions of the 
Safe Drinking Water Act and NEPA to prevent drinking water contamination. Specific activities included 
the following: 

• Received an EPA Bronze Medal for his contribution to the development of national guidance for 
the protection of drinking water. 

• Managed the Sole Source Aquifer Program and protected the drinking water of two communities 
through designation under the Safe Drinking Water Act. He prepared geologic reports, 
conducted public hearings, and responded to public comments from residents who were very 
concerned about the impact of designation. 
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• Reviewed a number of Environmental Impact Statements for planned major developments, 
including large hazardous and solid waste disposal facilities, mine reclamation, and water 
transfer. 

 
Matt served as a hydrogeologist with the RCRA Hazardous Waste program.  Duties were as follows: 

• Supervised the hydrogeologic investigation of hazardous waste sites to determine compliance 
with Subtitle C requirements. 

• Reviewed and wrote ʺpart Bʺ permits for the disposal of hazardous waste. 
• Conducted RCRA Corrective Action investigations of waste sites and led inspections that formed 

the basis for significant enforcement actions that were developed in close coordination with U.S. 
EPA legal counsel. 

• Wrote contract specifications and supervised contractor’s investigations of waste sites. 
 

With the National Park Service, Matt directed service‐wide investigations of contaminant sources to 
prevent degradation of water quality, including the following tasks: 

• Applied pertinent laws and regulations including CERCLA, RCRA, NEPA, NRDA, and the 
Clean Water Act to control military, mining, and landfill contaminants. 

• Conducted watershed‐scale investigations of contaminants at parks, including Yellowstone and 
Olympic National Park. 

• Identified high‐levels of perchlorate in soil adjacent to a national park in New Mexico 
and advised park superintendent on appropriate response actions under CERCLA. 

• Served as a Park Service representative on the Interagency Perchlorate Steering Committee, a 
national workgroup. 

• Developed a program to conduct environmental compliance audits of all National Parks while 
serving on a national workgroup. 

• Co‐authored two papers on the potential for water contamination from the operation of personal 
watercraft and snowmobiles, these papers serving as the basis for the development of nation‐ 
wide policy on the use of these vehicles in National Parks. 

• Contributed to the Federal Multi‐Agency Source Water Agreement under the Clean Water 
Action Plan. 

 
Policy: 
Served senior management as the Senior Science Policy Advisor with the U.S. Environmental Protection 
Agency, Region 9. Activities included the following: 

• Advised the Regional Administrator and senior management on emerging issues such as the 
potential for the gasoline additive MTBE and ammonium perchlorate to contaminate drinking 
water supplies. 

• Shaped EPA’s national response to these threats by serving on workgroups and by contributing 
to guidance, including the Office of Research and Development publication, Oxygenates in 
Water: Critical Information and Research Needs. 

• Improved the technical training of EPAʹs scientific and engineering staff. 
• Earned an EPA Bronze Medal for representing the region’s 300 scientists and engineers in 

negotiations with the Administrator and senior management to better integrate scientific 
principles into the policy‐making process. 

• Established national protocol for the peer review of scientific documents. 
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Geology: 
With the U.S. Forest Service, Matt led investigations to determine hillslope stability of areas proposed for 
timber harvest in the central Oregon Coast Range. Specific activities were as follows: 

• Mapped geology in the field, and used aerial photographic interpretation and mathematical 
models to determine slope stability. 

• Coordinated his research with community members who were concerned with natural resource 
protection. 

• Characterized the geology of an aquifer that serves as the sole source of drinking water for the 
city of Medford, Oregon. 

 
As a consultant with Dames and Moore, Matt led geologic investigations of two contaminated sites (later 
listed on the Superfund NPL) in the Portland, Oregon, area and a large hazardous waste site in eastern 
Oregon.  Duties included the following: 

• Supervised year‐long effort for soil and groundwater sampling. 
• Conducted aquifer tests. 
• Investigated active faults beneath sites proposed for hazardous waste disposal. 

 
Teaching: 
From 1990 to 1998, Matt taught at least one course per semester at the community college and university 
levels: 

• At San Francisco State University, held an adjunct faculty position and taught courses in 
environmental geology, oceanography (lab and lecture), hydrogeology, and groundwater 
contamination. 

• Served as a committee member for graduate and undergraduate students. 
• Taught courses in environmental geology and oceanography at the College of Marin. 

 
Matt taught physical  geology  (lecture  and  lab and introductory geology at Golden  West  College  in 
Huntington Beach, California from 2010 to 2014. 

 
Invited Testimony, Reports, Papers and Presentations: 
Hagemann, M.F., 2008.  Disclosure of Hazardous Waste Issues under CEQA.  Presentation to the Public 
Environmental Law Conference, Eugene, Oregon. 

 
Hagemann, M.F., 2008.  Disclosure of Hazardous Waste Issues under CEQA.  Invited presentation to U.S. 
EPA Region 9, San Francisco, California. 

 
Hagemann, M.F., 2005.  Use of Electronic Databases in Environmental Regulation, Policy Making and 
Public Participation.  Brownfields 2005, Denver, Coloradao. 

 
Hagemann, M.F., 2004. Perchlorate Contamination of the Colorado River and Impacts to Drinking Water 
in Nevada and the Southwestern U.S. Presentation to a meeting of the American Groundwater Trust, Las 
Vegas, NV (served on conference organizing committee). 

 
Hagemann, M.F., 2004.  Invited testimony to a California Senate committee hearing on air toxins at 
schools in Southern California, Los Angeles. 
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Brown, A., Farrow, J., Gray, A. and Hagemann, M., 2004.  An Estimate of Costs to Address MTBE 
Releases from Underground Storage Tanks and the Resulting Impact to Drinking Water Wells. 
Presentation to the Ground Water and Environmental Law Conference, National Groundwater 
Association. 

 
Hagemann, M.F., 2004.  Perchlorate Contamination of the Colorado River and Impacts to Drinking Water 
in Arizona and the Southwestern U.S. Presentation to a meeting of the American Groundwater Trust, 
Phoenix, AZ (served on conference organizing committee). 

 
Hagemann, M.F., 2003.  Perchlorate Contamination of the Colorado River and Impacts to Drinking Water 
in the Southwestern U.S. Invited presentation to a special committee meeting of the National Academy  
of Sciences, Irvine, CA. 

 
Hagemann, M.F., 2003.  Perchlorate Contamination of the Colorado River.  Invited presentation to a 
tribal EPA meeting, Pechanga, CA. 

 
Hagemann, M.F., 2003.  Perchlorate Contamination of the Colorado River.  Invited presentation to a 
meeting of tribal repesentatives, Parker, AZ. 

 
Hagemann, M.F., 2003.  Impact of Perchlorate on the Colorado River and Associated Drinking Water 
Supplies.  Invited presentation to the Inter‐Tribal Meeting, Torres Martinez Tribe. 

 
Hagemann, M.F., 2003.  The Emergence of Perchlorate as a Widespread Drinking Water Contaminant. 
Invited presentation to the U.S. EPA Region 9. 

 
Hagemann, M.F., 2003.  A Deductive Approach to the Assessment of Perchlorate Contamination.  Invited 
presentation to the California Assembly Natural Resources Committee. 

 
Hagemann, M.F., 2003.  Perchlorate: A Cold War Legacy in Drinking Water.  Presentation to a meeting of 
the National Groundwater Association. 

 
Hagemann, M.F., 2002.  From Tank to Tap: A Chronology of MTBE in Groundwater.  Presentation to a 
meeting of the National Groundwater Association. 

 
Hagemann, M.F., 2002.  A Chronology of MTBE in Groundwater and an Estimate of Costs to Address 
Impacts to Groundwater.   Presentation to the annual meeting of the Society of Environmental 
Journalists. 

 
Hagemann, M.F., 2002.  An Estimate of the Cost to Address MTBE Contamination in Groundwater 
(and Who Will Pay).  Presentation to a meeting of the National Groundwater Association. 

 
Hagemann, M.F., 2002.  An Estimate of Costs to Address MTBE Releases from Underground Storage 
Tanks and the Resulting Impact to Drinking Water Wells.  Presentation to a meeting of the U.S. EPA and 
State Underground Storage Tank Program managers. 

 
Hagemann, M.F., 2001.   From Tank to Tap: A Chronology of MTBE in Groundwater.   Unpublished 
report. 
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Hagemann, M.F., 2001.   Estimated Cleanup Cost for MTBE in Groundwater Used as Drinking Water. 
Unpublished report. 

 
Hagemann, M.F., 2001.  Estimated Costs to Address MTBE Releases from Leaking Underground Storage 
Tanks.  Unpublished report. 

 
Hagemann,  M.F.,  and  VanMouwerik,  M.,  1999. Potential W a t e r   Quality  Concerns  Related  
to Snowmobile Usage. Water Resources Division, National Park Service, Technical Report. 

 
VanMouwerik, M. and Hagemann, M.F. 1999, Water Quality Concerns Related to Personal Watercraft 
Usage. Water Resources Division, National Park Service, Technical Report. 

 
Hagemann, M.F., 1999, Is Dilution the Solution to Pollution in National Parks? The George Wright 
Society Biannual Meeting, Asheville, North Carolina. 

 
Hagemann, M.F., 1997, The Potential for MTBE to Contaminate Groundwater. U.S. EPA Superfund 
Groundwater Technical Forum Annual Meeting, Las Vegas, Nevada. 

 
Hagemann, M.F., and Gill, M., 1996, Impediments to Intrinsic Remediation, Moffett Field Naval Air 
Station, Conference on Intrinsic Remediation of Chlorinated Hydrocarbons, Salt Lake City. 

 
Hagemann, M.F., Fukunaga, G.L., 1996, The Vulnerability of Groundwater to Anthropogenic 
Contaminants on the Island of Maui, Hawaii. Hawaii Water Works Association Annual Meeting, Maui, 
October 1996. 

 
Hagemann, M. F., Fukanaga, G. L., 1996, Ranking Groundwater Vulnerability in Central Oahu, 
Hawaii. Proceedings, Geographic Information Systems in Environmental Resources Management, Air 
and Waste Management Association Publication VIP‐61. 

 
Hagemann,  M.F.,  1994.  Groundwater Ch ar ac te r i z a t i o n  and  Cl ean up a t  Closing  Military  Bases  
in California. Proceedings, California Groundwater Resources Association Meeting. 

 
Hagemann, M.F. and Sabol, M.A., 1993. Role of the U.S. EPA in the High Plains States Groundwater 
Recharge Demonstration Program. Proceedings, Sixth Biennial Symposium on the Artificial Recharge of 
Groundwater. 

 
Hagemann, M.F., 1993. U.S. EPA Policy on the Technical Impracticability of the Cleanup of DNAPL‐ 
contaminated Groundwater. California Groundwater Resources Association Meeting. 
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Hagemann, M.F., 1992. Dense Nonaqueous Phase Liquid Contamination of Groundwater: An Ounce of 
Prevention... Proceedings, Association of Engineering Geologists Annual Meeting, v. 35. 

 
Other Experience: 
Selected as subject matter expert for the California Professional Geologist licensing examination, 2009‐ 
2011. 
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